ERTER - G ) R e
g »::~'l ‘ & R e ’
bt el il B S 2
e ?, iRk RS
& ': o
s3] “ . .:“, ;;.’. '; .
iy MBN @ B
ARG LS Ll E »5 ., E C
/\ .
€

&

THIS DOCUMENT IS BEST
QUALITY AVAILABLE. THE COPY
FURNISHED TO DTIC CONTAINED
A SIGNIFICANT NUMBER OF
PAGES WHICH DO NOT
REPRODUCE LEGIBLY.




WHOI-93-20 ADA ﬂ é !ﬂjb

Integrated Seawater Sampler and Data
Acquisition System Prototype:
Final Keport
by
H.O. Berteaux, C. Eck, J. Irish, W. Jenkins, S. Kery
Woods Hole Ocear;;)l%raphic Institution

C. Albro and S. McDowell
Battelle Memorial Institvte

Woods Hole Oceanographic Institution
Woods Hole, Massachusetts 02543

April 1993

Technical Report

Funding was provided by the National Science Foundation through
Grant No. OCE8821977.

Reproduction in whole or in part is permitted for any purpose of the United States
Government. This report should be cited as Woods Hole Oceanog. Inst. Tech. Rept.,
WHOI-93-20.

Approved for public release; distribution unlimited.

. - — L
Approved for Distribution: Accesion For ““‘
NTIS L;‘R‘.\&_l S :
Gl TAp 0
. [ AT +g u
P ! f '
bl O QV’M 2 o e —
George V. Frisk, Chair By
Department of Applied Ocean Physics Diirtbution |
and Engineering proses = e et
Availedility Codes
. R
v Avl and ] er
Diot Special
DTIC QUALLLY (NGCTED 3 R \ !




TABLE OF CONTENTS

LIST OF FIGURES . . . . ¢ ¢« ¢ ¢« v o o o o o = o« o s o o o o«
LIST OF TABLES . . . . ¢ « « « o ¢« o « o o o o o o« o« o« o « o
ABSTRACT . . . ¢ ¢ ¢ o o o o o o o o o o o o o o o« o o a o o

INTRODUCTION . . . . . . . . .
Scientific Background e e e e e e e e e e e
Technical Issues . . . .

Operational Requirements of t.he WOCE Hydrograplu.c Program

Physical Oceanographic Considerations . .
Chemical Tracer Considerations . . . . . . . . . .
Logistic Considerations . . . . . « « ¢ o o o o »

PROTOTYPE WATER SAMPLER DESCRIPTION . . . . . .« ¢« « « « .
General Description . . . . . . . . .. . . ...
Structural Assembly .

Design Rationale . . .
Basic Configuration .
Fabrication ~ . .
Seawater Acqu.1s1t.lon Subsystem . . .
Description of Water Sample Acquisition
.Seawater Acquisition Subsystem Hardware
Water Sample Transfer System . . . . . .
CTD Data Acquisition Subsystem . . . .
Data Quality Requirements . . . . . . « ¢« « o « &
Bottom-Finding Altimeter . .
Control, Monitoring and Telemetry Subsystem
System Requirements . . . . . . .

o o
o o
. o

« s o 0

« e e
* e e
o o o o
« s s e
« o s s
" s s e
L N
e & o o

¢+ o o

¢ ¢ o o
¢ e e 0
o« o e o
L ST T Y

Telemetry . . . . e o e s o s e o o o
Rotary vValve and Pump Assembly « e o s s o o o s @
Shipboard Control e e e s e o s o s s e & e s o

TESTING AND EVALUATION . . . . . .

Laboratory and Dock51de Component Testlng
Bag Material Selection . . . . . . .
Laboratory Bag Testing . . . . . . .
Water Acquisition Subsystem Tests .
Water Sampler Terminal Velocity . .

Test and Evaluation Cruises . . . . . . . ..
Shakedown Cruise . . . . . .
Evaluation Cruise, Leg 1 - Woods Eole to Bermuda
Bvaluation Cruise, Leg 2 ~ Bermuda to Woods Hole

Testing and Evaluation Results
Underwater Unit . . . . o
Water Acquisition System
CTD System . . . o e
Communication System . .
Power System . . . . . .
Altimeter . . . . .
Preparation of Samplo Bags
General Evaluation . . . .
Flight Stability . . . .

¢« s ¢ o o

-
.
.
.

.
e o e
e s @
e e e

e o o o »
“ o s s o s s o
o o e« o o & o s o
.
« & o o 0
e s & o s a2 e & s o
s ¢ e ¢ e o s s 0
* + & o ¢ & e 4 e »
* o o & o o
¢ & e & & o 8 * s
® o o ¢ e o o o 0
L Y T T S S I I

¢ o o o o« s 0 s

¢ e o o

e s & 9 & e v e e ¢ e ¢ 2 0 e * o o @

* e » ¢ & & & & »

L N T ST Y

LT S Y

L T S S S S S

L I Y




NEW DONUT SEAL BAG DESIGN AND TESTING . . ¢« ¢« ¢ ¢« ¢« ¢ ¢ o o o o« o« o s 87
New Seal Concept . . . . . . « ¢ ¢« v v v o e v o v e s oo+ 87

New Seal Testing . . . . . . . . ¢ i v ¢ o v o e v v v o o« . 87
Static Cracking Pressure SetUP . . « o« « o« o o o o o o o o o o 87
Dynamic Cracking Pressure Setup e e e e s s e e e s e s 90
High Ambient Pressure Opening Test Setup e e e e e e s e e e e 90
Conclusions . . .« . . . . . e e e e e e e e e e e 90

New Sample Confirmation Concept (D.it'ferentia.l Pregssure) . . . . . . 96

CONCLUSTIONS & ¢ ¢ 4 o o o o o o o s o o s o o o o o o o« o o = « o « « &« « - 98
Achievements . . . . . . . . ¢ ¢ ¢ v 4« ¢ o o o o o « o o s o . 98
System Advantages . . . . . ¢ ¢ « ¢ 4 e v e e e e e e e s .. . 101
Further R&D Applications . . . . . . . ¢« « « ¢« « o « ¢« « « . . 101

REFERENCES . . v © ¢ o o o o o o o o o s o o o« s o o« s 2 s o o o o« o« ¢ « » - 104
PROJECT PUBLICATIONS . . . « & ¢« « o o o« o o o« o o o s« s o o o« « » o o « « 104

APPENDICES . « + o s ¢ o« ¢ o o o o o o s o o o o a o s o s o o o« - « « . 105
A: Project Chronology . . . « « « « ¢ « o« « o o « « « « « « . 105
Phase I (October 1, 1988 — May 31, 1989) . . « . . « « « - « + . 105
Phase II (August 1, 1989 - December 31, 1992) s e« o o o o . . - 108
B: SeaScan Altimeter . . . . . . . ¢ ¢ ¢« ¢ ¢ « v v 4 o o« o 112
SAIL control specification . . . . « « o o o o o o o o o o o o o 112
Data Command e s s & s s s s e s e e e s e & e o e o o o o o o 112
Control Commands . . T &
C:-CruJ.seSummaryLogs..................114
D: Handling and Deck Stowage System . . . . . . . . . . . 115
Launch/Recovery and Stowage Subsystem . . . . . « . ¢« o« « « « o 115
Motion Compensator . . . . + o « « o o o o = » o« o« « « « o o« « + 121
Safety Issues . . . . . e o » e s 4 o s e % e s o o o e o « o 122
Deck Handling Control Un.r.t e o s o s e s e s % s o s o o o & o o 125
Winch Control Interlock e s e & o s o & o e o s e e o o s+ + . 128
Control SOFLWATe . . . o o« o o o o o o o o o o o o o s o « o« « o« 126

DOCUMENTATION . . . ¢ v 4 o o o o o o o o o o o o o o o o o o o o o o o « o 132
A: Electronic Schematics (WHOI) . . . . .« « « « ¢« « o« « « o 132
B: Mechanical Drawings (Battelle) . . .. . . . . . . . . . 133
C: Mechanical Drawings (WHOI) . . . . . « « « « « « « « . . 134




Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure
FPigure
Figure
Figure
Figure
Figure
Pigure
Figure
Figure
Figure
Figure
Figure
Figure

LIST OF FIGURES
Schematic View of Underwater Unit . . . . . . . . . . .
Operating Principle of Water Collection . . . . . « . .
Subsystems of Water Acquisition System . . . . . . . . .
Inlet Poppet Valve Assembly . . « ¢« o « o o« o o o s o
Cross-Sectional View of Water Sampler . . . . . « « « «
Drawer with Water Sample Container . . . . . « + o« o« + &
Rotary Valve Assembly . . . . ¢ « o« ¢ ¢ ¢ o o o o o « @
Water Acquisition Pumping System . . . . . « « « o o« o &
Water Sampler Extraction Probe . . . . . . « + ¢« &« o «
Block Diagram of the Command/Status Telemetry System . .
Spectra Showing Energy Bands of CTD Signal . . . . . . .
Block Diagram of Underwater Unit . . . . . « « o o o o &
Block Diagram of Deck Unit . . « ¢« o« o o o o o o o o o
Summary Plots of Profile B - Station 0OC29p002 . . . . .
Summary Plots of Profile L - Station OC25DO14 . . . . .
200 Meter Profile of Station OC29D002, Fig. 14 . . . . .
Detailed 200 meter profile of Station OC29D014, Fig. 16
Relationship of Evacuation Pressure to Water Leakage . .
Reduction in Voltage as a Function of Pumping Time . . .
Altimeter Reading Versus Calculated Height . . . . . . .
Delta Altimeter Reading from the Calculated Mean Height
Donut Seal Concept . . . . o v + ¢ o « o o » o o o o o
Test Setup for Determining "Static"” Cracking Pressure .
Test Setup for Determining "Dynamic®" Cracking Pressure .
Examples of Dynamic Cracking Pressure Test Setup Results

Sample Differential Profiles . . . . « v o« o o o« o o o« &

A-1: Underwater Unit Conceptual DesSign . . . . « « o o« o o &

D-1: Handling and Deck Stowage System . . . . « . « . « &+ .

D-2: Launch/Recovery Stowage System . . . . . + « o « o o+

D-3: Hydraulic Control for Launch/Recovery Handling System .

15
20
21
23
24
25
27
29
31
39
40
42
44
67
68
74
75
81
82
83
84
88
89
91
92
97
107
116
118
119




Figure D—4:
Figure D-5:
Figure D-6:
Figure D-7:
Figure D-8:

Figure D-9:

4~Step Operation for Launch/Recovery of Underwater Unit
Motion Compensator Conceptual Design . . . . « « « o« .
Velocity With and Without Motion Compensator . . . . .
Motion Compensator Block Diagram . . . « « o « o + o«
Deck Handling Control Unit . . . . . « ¢ « o« « o o « &

Winch Control Interlock Block Diagram . . . . « « « + &

120
123
124
127
128
129




Table
Table
Table
Table
Table
Table
Table

Table

Table
Table
Table
Table
Table
Table
Table
Table
Table
Table

Table

LIST OF TABLES
WOCE Requirements for CTD—SENSOrS . . . . « « « o o « o o o o « «
CTD Data Rate8 . . . « « « o o o o o o o o o o o o o o o o o o

Attenuation of UNOLS Standard Cable Versus Frequency . . . . .

CTD Power Requirements . . . « o« ¢ ¢ o o o « o o o s« o s « o o =
Di-Bit Phase Representation e e e e e e e e e e e e e e e e e
Requirements for WOCE Water Sampler e e e e e e e e e e e e e

Maximum Contamination Levels Allowable on WOCE Water Samples .

Results of laboratory tests to determine helium loss through seams
tri-laminate water sample containers . . . . . . . « <« . + .

Physical Dimensions of Sample Containers Used for Nutrient Tests

Laboratory Results of Nutrient Measurements in the Pacific . . .
Errors in Sample Comparison Listed in Table 10 . . . . . . . . .
Cruise 219 NSF Water Sampler Cast Log, Cast B e e e s e e e e .
Altimeter Results of Cast B . . . o + o ¢« o o o o« o o o o o « o »
Cruise 219 NSF Water Sampler Cast Log, Cast L . . . . . . . . .
Altimeter Results of Cast L e e e e e e e e e e e e e e e

Bag Leakage After Pressure Cycling . . . . « « ¢ « o o« o« « « « &
Room Temperature Cracking TesSts . . . . « . « ¢« o « « « o« o o« «
Cold Cracking TeStS . . . o ¢« ¢ « o« o o o o o o o o o o = »

Tests on thirteen full size bags . . . « . « « o « « « o o« o« « &

32
32
33
34
43
56
57

60
60

61
61

70
71

77
78
93
95
95
96




INTEGRATED SEAWATER SAMPLER AND DATA
ACQUISITION SYSTEM PROTOTYPE:
FINAL REPORT

by

H.O. Berteaux, C. Eck, J. Irish, W. Jenkins, S. Kery
Woods Hole Oceanographic Institution

and

C. Albro and S. McDowell
Battelle Memorial Institute

ABSTRACT

This report documents the work performed by the Woods Hole Oceanographic
Institution (WHOI) and the Battelle Memorial Institute from August 1988 to
December 1992 in the NSF sponsored development of an Integrated Seawater
Sampler and Data Acquisition Prototype. After a 6-month initial design study,
a prototype underwater profiling unit was designed and constructed, containing
the water acquisition subsystem, CTD and altimeter, control circuitry and
batteries. A standard WHOI CTD was adapted for use in the underwater unit and
was interfaced to the underwater controller which had a telemetry module
connecting it with a deck control unit. This enabled CTD data to be logged in
normal fashion on shipboard while additional commands and diagnostics were
sent over the telemetry link to command the underwater unit's water sampling
process and receive diagnostic information on system performance.

-The water sampling subsystem consisted of 36 trays, each containing a
plastic sample bag, the pump and control circuitry. The sample bags, initially
sealed in a chemically clean environment, were opened by pumping the water out
of the tray, thus forcing water into the bag by ambient pressure. The command
system could select any bag, and control the water sampling process from the
surface with diagnostic information on system altitude, depth, orientation and
cable tension displayed in real time for operator information.

At sea tests confirmed the operation of the electrical and control
system. Problems were encountered with the bags and seals which were
partially solved by further post cruise efforts. However, the bag closing
mechanism requires further development, and numerous small system improvements
identified during the cruises need to be implemented to produce an operational
water sampler. Finally, initial design for a water sampler handling and
storage unit and water extraction system were developed but not implemented.
The detailed discussion of the prototype water sampler design, testing and
evaluation, and new bag testing results are presented.




INTRODUCTION

Scientific Background

Back in the days of the METEOR Atlantic Expedition (1925 to 1927) and
the International Geophysical Year (IGY) survey of the Atlantic (1957 to
1959), hydrographic investigations were conducted using discrete, small-volume
water samplers and reversing thermometers. Temperature, salinity, and
pressure measurements typically were obtained from a limited number (say 10 to
25) of "standard" levels at each station. Vertical resolution was poor
because the weight of the sampling bottles limited the number of sample levels
that could be obtained from a single cast, and multiple casts meant longer
station times and horizontal sampling errors due to ship drift.

Chemical oceanography during the early hydrographic investigations
generally was limited to analyses of dissolved oxygen, pH, and selected
nutrients; all of these analyses were conducted using samples drawn from the
same bottles used for the physical measurements. Thus, the early chemical and
physical oceanographers were mutually compatible, at least in terms of
sampling operations. This compatibility was lost in the early 1960°'s,
however, with the introduction of the STD and CTD in situ profiling systems.
Physical oceanographers could now obtain data on vertical scales of
centimeters, and only a limited number of small-volume water samples were
required for calibration of the electronic sensors. Attaching a large number
of sample bottles to the CTD wire for chemical sample collection became a
nuisance to the physical oceanographer because it meant additional time for
handling, slower descent rates due to increased drag, and longer station times
due to both factors. To make things worse, the state of the art in chemical
oceanography was progressing rapidly and new techniques were being developed
to accurately measure trace concentrations of dissolved gases and metals in
water samples. As the analytical procedures improved, the chemists®' detection
levels were scon limited by the volume of the water sample, rather than by the
laboratory instrumentation.

During the mid-1970's, the Geochemical Ocean Sections Study (GEOSECS)
investigation of the Atlantic, Pacific, and Indian Oceans was undertaken by
the Woods Hole Oceanographic Institution and Scripps Institution of
Oceanography. The primary objective of this global survey was to measure
radioisotopes and other geochemical tracers, in conjunction with high-
precision measurements of temperature, salinity, and density in both
continuous and discrete-sample profiles. In some ways, GEOSECS was the
epitome of incompatibility between physical and chemical oceanographers. The
CTD was the primary profiling system for analysis of water mass
characteristics, but repeated casts with two 1l2-position rosette samplers had
to be made on each station to collect the 30-liter volumes of water that were
required from each of 50 sample levels.

These multi-cast stations required the better part of a day, rather than
the four to six hours that was standard for CTD profiles. To the physical
oceanographer, this meant drastic reductions in the number of stations that
could be occupied during each cruise leg, as well as for the entire program.
This reduction resulted in relatively sparse horizontal sampling and serious
spatial aliasing by mesoscale variability. 1In perspective, the GEOSECS
program provided interesting, high-quality information on large-scale
geochemical variability throughout the world oceans, but its value to the
physical oceanographer was far less than the METEOR and IGY investigations
which provided better horizontal resolution.

In 1986 and 1987, a scientific plan for the World Oceanic Circulation

Experiment (WOCE) Hydrographic Program was developed for the collection of
high-accuracy hydrographic and tracer data from the global oceans. The major
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component of the WOCE Hydrographic Program is Core Project 1, consisting of a
one-time occupation of transects in all the world oceans, with nominal 30
nautical mile (nm) station spacing along transects. Additional stations were
added in boundary-current regions and in the vicinity of major topographic
features.

The proposed survey plan for the WOCE Hydrographic Program was intended
to provide CTD data on horizontal scales sufficient to resolve the large-scale
circulation within ocean gyres, without being severely aliased by the
mesoscale variability. For salinity calibration, small-volume water samples
were required from 24 depth levels at selected stations.

A WOCE Hydrographic Program chemical tracer study was to be made in
conjunction with the CTD profiling operations, but only a subset of the CTD
stations would be sampled for chemical analyses. The primary chemical
measurements included oxygen, nutrients, freon, tritium, °He, '“C, and CO,.
Because each of these chemical analyses (with the possible exception of '‘C)
requires only a small volume of sample, 10-liter sample bottles were
sufficient for salinity calibrations and tracer studies. These "small volume”
sampling requirements differ greatly from the large (>250 liter) volumes that
would be required if 2*Ra, *Ra, “Kr and YAr were added to the suite of routine
tracer measurements during the WOCE Hydrographic Program. Because large-
volume sampling would require an additional five to eight hours per station,
these casts would be spaced every 300 nm along transects, or at every 10th
CTD/small-volume station.

The immediate need for the next-generation seawater sampler and CTD data
acquisgition system was, therefore, to satisfy the sampling requirements of the
WOCE Hydrographic Program. The system must fulfill the requirements of both
the physical oceanographers (high-quality CTD profiles with rapid profiling
rates) and the tracer chemists (uncontaminated 10-liter water samples from up
to 36 sample levels per station), thus requiring only one vertical profile per
station. These and other sampling requirements of the WOCE Hydrographic
Program are presented in a report (1], which summarizes a U.S. Workshop held
in January 1987 to discuss the WOCE Hydrographic Program.

Technical Issues

Although present water sampling systems, such as CTD profilers
interfaced to rosette samplers supporting Niskin or Go-Flo bottles, satisfy
the sampling requirements of most ocean research programs, the extensive
survey plans and stringent contaminaticn issues of the WOCE Hydrographic
Program necessitated the development of a new sampler with improved
capabilities. The major WOCE Hydrographic Program operational requirements,
the general sampling considerations of the WOCE physical and chemical
oceanographers and the initial logistic considerations are rext discussed in
some details.

Operational Requirements of the WOCE Hydrographic Program

The major WOCE Hydrographic Program requirements for the next-generation
"small volume"” water sampler were gpeed and data quality. The basic need was
for a 36-place water sampler interfaced to a state-of-the-art CTD profiling
system that would allow 6000-m profiles in significantly less time than the 4
hours that is standard for CTD profiling systems having 24-place rosettes with
one-liter bottles. For the suite of tracers to be analyzed as part of the
WOCE Hydrographic Program, it was a requirement that sample volumes be 10
liters each, rather than the one liter normally collected for a small volume-
programs using standard rosette systems. A few physical oceanographers (e.q.,
M. McCartney at WHOI) have averaged two hours per station for 6000-m profiles
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using 24-place rosette samplers with one-liter bottles, but the increase from
one to ten liter samples and from 24 to 36 bottles would certainly have a
major effect upon station time using present technology. The optimum 36~
place, 10-liter sampler would thus be one that could average 2 m/sec, and
thereby complete a 6000-m profile in less than two hours.

Although the profiling winches on most UNOLS vessels can achieve speeds
of 2 m/sec, the limiting factor with present water sampler technology is
surface area and drag caused by the 10-liter bottles. Large samplers can be
raised at speeds approaching 2 m/sec, but their excessive drag often limits
their terminal velocity to 0.5 m/sec or less for downcasts. One approach for
the structural design of the new water sampler was to focus on reducing the
drag of the total underwater unit (water sampler, CTD sensor package, and
frame). Addition of mass to the underwater unit would also be considered as a
means of increasing terminal velocities, but major reductions in drag must be
accomplished before changes in mass can significantly improve terminal
velocities.

Secondary factors that affect total time on station include the time for
deployment and recovery, and the time required to collect a water sample at
each of the 36 depth levels if the instrument package must be stopped during
sample collection. With a semiautomated deck handling system for launch and
recovery of the water sampler package, it would be possible to save ten
minutes or more per station compared to present launch/recovery techniques,
which often consist of deck personnel using tag lines.

Another time-saving option considered for the WOCE Hydrographic Program
was the addition of a second platinum resistance thermometer within the CTD
underwater units. This would effectively eliminate the need for deep-sea
reversing thermometers for calibration of the electronic temperature sensors.
The CTD software could be modified to monitor both PRTs, and to sound an alarm
if their temperature readings differed by more than some prescribed tolerance,
thus indicating a problem with one or both sensors. This real-time equipment
surveillance has two major advantages over classical thermometric techniques:
1) equipment problems are detected while the instrument is still in the water
rather than with the system on deck, or underway to the next station or even
after the cruise has been completed, and 2) the significant time for "soaking’
the thermometers is eliminated, thus saving 10 to 30 minutes per station,
depending upon the number of calibration levels.

Without the need for reversing thermometers, the only time required at
each sample level is that needed to adequately flush the water sample
container and/or collect the sample. If 30 seconds were required at each of
36 sample levels, this would translate into 18 minutes per station. This is a
significant (and possibly detrimental) time requirement. Furthermore, motion
compensation may be required to ensure that each water sample is collected
within +5 m of the desired sample level. 1In light of this sampling
requirement, the optimum water sampler would allow for collection of water
samples without stopping the winch. 1In addition to saving significant time,
this would also reduce oxygen measurement errors, which are compounded by
changes in flow rate due to the slow response of present membrane sensors.

Physical Oceanographic Considerations

For the physical oceanographer, the goal of the WOCE Hydrographic
Program was to obtain high-quality CTD profiles, from the surface to the ocean
floor, at 30-nm intervals along major ocean transects. The resulting density
data would then be used for geostrophic calculations of transport through
individual sections as well as for input to a variety of ocean and gyre-scale
circulation models. Conservative quantities such as temperature, salinity,
and computed potential vorticity could also be used to deduce advection,
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mixing, and the relationship between the general circulation and the observed
distribution of chemical tracers. Because the major emphasis of the WOCE
Hydrographic Program is on the large-scale circulation, no attempt was to be
made to resolve smaller-scale processes such as microstructure, internal
waves, and sub-mesoscale eddies. At winch speeds of 2 m/sec and CTD sampling
rates of 24 Hz, the maximum vertical sampling resolution would be limited to
roughly 8 cm, which precludes meaningful microstructure studies. Likewise,
analyeas of internal waves and eddy phenomena would require intensive temporal
and ggoatial sampling, respectively, which is not possible within the stringent
time constraints of the WOCE Hydrographic Program.

From the viewpoint of the CTD data quality, the most important
consideration in the design of the improved water sampler and CTD data
acquisition system was that the hardware configuration not disturb the water
flow immediately ahead of the CTD sensors. Present systems are configured
with the CTD sensor package situated beneath the water sampling device (e.g.,
rosette sampler) so that good quality CTD data are acquired when the sensor
package is descending monotonically. In this "sensor down" configuration, CTD
data quality is degraded when the sensors lay in the wake of the water
sampler. This condition occurs 1) during the ascent (upcast), 2) when the
water sampler is stopped ac a depth level for collection of samples, and 3)
during rough sea conditions when the vertical oscillations of the vessel
temporarily halt the smooth downward progress of the CTD. The situation is
reversed if the CTD is situated above the water sampler and oriented "sensor
up"; in this case, good quality CTD data would be acquired only on the
upcasts.

This "sensor up" configuration becomes moot if there exists an improved
profiling system capable of acquiring good quality CTD data at descent rates
of 2 m/sec, and of collecting water samples with little or no stopping during
the descent. In any event, it is not desirable to sample water in the wake of
the profiling wire, a phenomenon which occurs when taking an upcast.

Collection of the calibration water samples concurrently with the
acquisition of the good quality CTD data is also a major concern to the
physical oceanographers. Numerous studies have shown that calibration data
exhibit significant errors when the water samples for salinity and oxygen
calibration are collected on the upcast, rather than concurrently with good
quality CTD downcast data. This is due primarily to horizontal variations in
the property fields (the upcast profile is displaced laterally from the site
of the downcast due to ship drift), but any hysteresis in the temperature
response of the pressure sensor of the CTD would also lead to unavoidable
vertical displacement between upcast calibration samples and downcast CTD
readings.

The basic design of the Niskin bottle causes water leakage problems when
water samples are collected on the downcast. To alleviate this problem,
investigators at the Woods Hole Oceanographic Institution modified several
Niskin bottles by adding rubber diaphragms to compensate for the change in
volume after the bottle has been closed. The bottles were used during two
cruises with reasonable results, but the increased maintenance problems
associated with the rubber diaphragms outweighed the gjain, and unfortunately
the downcast sampling with Niskin bottles was dropped. In a report on
measurements of salinity and oxygen at the Woods Hole Oceanographic
Institution, Knapp and Stalcup {1) make the following statement on in situ
sampling bottles: “As presently configured the General Oceanics Rosette is
bulky, awkward to use and is not as reliable as we would like... Sometimes the
Niskin bottles trip early, fail to trip, or trip late and close at a shallower
depth...The oceanographic community sorely needs a water sampler that
addresses these shortcomings.”
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One last problem with present rosette samplers is that, when 1 or 2
conductor cables are used, collection of CTD data is interrupted each time a
water sample bottle is tripped, and the missing data cause problems during
subsequent data processing. Interrupting the power to the CTD also creates
spurious oxygen data when the power within the oxygen sensor is reduced during
the firing of the rosette.

Chemical Tracer Considerations

DISSOLVED GASES: Maintaining the integrity of dissolved gases in water
samples is a critical aspect of obtaining water samples for geochemical
analyses in the WOCE Hydrographic Program. Many of the important WOCE tracers
are gases (oxygen, CO,, °HE, and freons) that are sensitive to gas or vapor
exchange (in the case of tritium and '“C). The primary problems with standard
Niskin sample bottles are twofold: the long "incubation time" of the closed
Niskin bottle in the water column and on deck, and the time that is spent once
the Niskin is vented at the commencement of sampling. The incubation time can
certainly be minimized by the design of a rapid profiling and recovery system;
however, the most impcrtant factor in gas sample contamination is venting.

A recent study by Takahashi et al. (2] indicates that gas concentrations
are significantly affected within 15 minutes of the time that the Niskin
bottle is opened, and that the degree of effect is primarily a function of
head space inside the bottle. This problem can be avoided with the use of a
deformable, collapsible container that can be removed from the water sampler
immediately after recovery. Direct transfer of the water sample container
into an insulated carrier as it is removed from the water sampler would also
minimize thermal diffusion due to rapid temperature changes. Once inside the
shipboard laboratory, the sample containers could be mounted on a sampling
manifold for careful transfer of the sampled water.

‘Analysis of freon concentrations in seawater samples promises to be an
important component of the WOCE Hydrographic Program because recent studies
have shown that anthropcgenic compounds such as freon are useful time-
dependent tracers of ocean mixing and circulation processes. At present, the
limits of freon detection in 30 cm’® of seawater are about 0.005 x 10"Zmol/kg
of seawater, or 0.05 g/km’ of seawater. At these concentration levels, even
trace amounts of freon from shipboard sources and sampling containers can
severely contaminate seawater samples. On a number of hydrographic sampling
programs, part of the contamination problem has been related to the release of
freon into the water samples from the walls and O-rings of the Niskin bottles
ugsed to collect the water samples.

Materials and sealing techniques for the sampling system must be
evaluated carefully if such a system is to be used to collect seawater samples
for the diverse suite of gases, nutrients, and trace metals that represent the
core of the WOCE tracer program. If reliable freon analyses are desired, the
materials chosen for construction of the water sample containers must be
compatible with ultra-low-level measurements of these compounds in seawater.
If the flexible water containers will not be flushed with surrounding seawater
before each sample is collected, the containers must initially be free of any
freon, and must remain so until the water sample is captured.

The walls of the material must not absorb or adsorb freon from the water
sample, and must also prevent freons or other gases of interest from diffusing
into the container between the time of preparation and usage. Once the
container is filled with the seawater sample, gas exchange between the
atmosphere and the sample must be minimized, preferably through the use of
carefully designed equipment used for the sample transfer.
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TRACE METALS: It has been well established in the past decade that the
quality of seawater samples to be used for trace metal analysis is highly
dependent on the type and composition of the water sampling equipment, and
control of potential shipboard sources of contamination. Investigators have
demonstrated that the following precautions are necessary in order to ensure
uncontaminated water samples for trace metal analyses:

L] No exposure of the internal surfaces of the sample
container as the sampler passes through the sea,
especially in close proximity to the research vessel.

. Isolation of the sampler from steel lowering cables.

. Construction of the water sample containers from
materials having low metals content.

. Control of the sample transfer environment through the
use of Class-100 clean benches or vans.

All the scientific issues, both physical and chemical, mentioned above,
were incorporated as stringent requirements and addressed in the evaluation of
the water sampler.

Logistic Considerations

In addition to the various scientific considerations outlined above,
there were other logistical and operational factors to be considered for the
design of a system meeting the general requirements of the Ocean Sciences
Division of NSF. These included the following:

) The ability to safely conduct profiling operations in moderate to

- rough seas and during wind speeds up to 40 knots.

L Protection from loss of equipment during handling operations and
damage while stowed on deck.

. High reliability with minimal requirements for at-sea maintenance.

) A well-engineered system that can be manufactured at reasonable

costs, such that the UNOLS fleet and foreign research vessels can
be upgraded over the next five years.
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PROTOTYPE WATER SAMPLER DESCRIPTION

General Description

The primary objective of this project was to develop a prototype of the
next—-generation water sampler that will be used for the WOCE Hydrographic
Program. As discussed in Section 1, the technical specifications must meet
the sampling requirements of WOCE, but broader sampling issues were also
addressed to ensure that the system will be useful for other global geoscience
programs that may develop over the next few decades.

In accordance with the initial NSF solicitation, the fully integrated
seawater sampler and data acquisition system will have four major components:

1. The underwater unit consists of four major subsystems (see Fig. 1):

e The gtructural assembly of the underwater unit includes the internal
frame, fairing, syntactic foam, and an electro-~mechanical
termination.

e The gea water acquisition subsystem includes the pump, flow controls,
and drawers for water sample containers.

e The CTD data acquisition subsystem includes the standard CTD

profiling package, additional sensors, and bottom-finding altimeter.

e The control, monitoring, and telemetry subsystem receives sampling
requests from the surface, actuates sampling, and sends information

from the CTD and altimeter to the surface.

2. The_deck control unit consists of the control computer and
associated software, the CTD control unit, the water sampler control unit, and
additional control units for the winch and motion compensator.

3. The handling and deck stowage gystem consists of the winch and

cabling, the motion compensator,and the integrated launch/recovery and stowage
system.

4. The shipboard water sample transfer system consists of equipment to
transfer the water sample from the underwater unit into the laboratory, and
apparatus for removing water from the sample containers.

The underwater unit is the instrument package attached to the end of the
electro-mechanical lowering cable for collection of water samples and CTD
data. The design of the improved seawater sampler is based upon the need for
rapidly acquiring uncontaminated water samples for analysis of geochemical
tracers, in addition to precise measurements, using in situ sensors, of
temperature, salinity, density, and dissolved oxygen. To meet this basic
objective while satisfying the sampling requirements of global geoscience
programs such as WOCE, the underwater unit must meet the following operational
requirements:

e Average profiling speeds (descent and ascent) must reach 2 m/sec.

e The water sampler must be capable of collecting 36 seven-liter,
uncontaminated water samples during the descent and/or ascent.
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¢ The underwater unit must accommodate CTD profiling systems from
leading manufacturers.

¢ The underwater unit must accommodate a bottom-finding altimeter that
can be electronically interfaced to the deck control system.

The four subsystems in the underwater unit are discussed in detail in
the following four sections.

Structural Assembly

Design Rationale

The structure and termination of the underwater unit consists of an
internal frame to support the payload (i.e., water sampler unit, CTD and other
components), an outer fairing to reduce drag during profiling, syntactic foam
for flight stability, and an electromechanical termination to attach the
underwater unit to the lowering cable.

The sampler was designed to perform rapid profiles while collecting high
quality sea water samples. Essential features of the design included:

e Design of sample drawers, fairings and batteries to minimize turn-
around time between casts.

‘s Low maintenance.
. Quick flooding when the sampler is launched.

e Stability, statically and dynamically, at maximum lowering and
" retrieval speeds.

e The terminal velocity of the sampler must exceed the terminal
velocity of the cable and the downward velocity of the head sheave
when the ship rolls.

¢ The sampler must be compact and streamlined in order to attain the
fast payout and retrieval speeds specified.

Basic Configuration

The design was a difficult exercise in configuration management. A large
number of components which evolved rapidly in separate locations, finally were
fitted together in a very cramped space. The tightest feasible packaging
produced a sampler 80 inches in length and 33.5 inches in diameter. This
results in an aspect ratio of 2,38:1. The shape is cylindrical with
hemispherical ends.

The frame structure was designed to withstand the maximum expected
dynamic load without flexing. Flexure could cause the rotary valve to bind
up, or the seals between the drawers and the rotary valve to leak. The
tensile strength of the frame is in excess of 25,000 pounds at the weakest

The initial plan in the working prototype called for a titanium frame.
Early on it was decided to make the prototype package out of schedule 40 steel
to ease the numerous changes and iterations that are always part of a
development effort of this complexity. All steel components were chosen to
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match commercially available titanium shapes for later translation to the
working model frame.

The frame is composed of 1-1/2 inch schedule-40 steel pipe and steel
plates. Four bent pipes join the top plate to the apex of the sampler with
its tension cell and grabbing fixture. Eight pipes extend from the top plate
to a plate located at the bottom of the drawer section; four continue through
to a thin annular ring located at the midpoint of the lower section. A second
annular ring bolts up to this and has three curved pipes joining at the bottom
at a rolled pipe ring, 14 inches in diameter.

The upper hemispherical section is covered with a fiberglass shroud.
Four syntactic foam blocks molded as quadrants of a hemisphere fill most of
the space. Cavities and rabbits were carved into the foam so that it would
fit around the four structural pipes and the rotary position and home sensors.
A one half inch thick steel plate separates the upper section from the sampler
drawer section.

The sampler drawer section has steel plates top and bottom and eight
evenly spaced pipes around the periphery. The Battelle rotary valve occupies
the center of this section, and is held in place by eight ladderlike frames
that also support the sample drawers. The drawers fit into the ladders in
five layers of eight drawers each. A stainless steel strip is bolted to the
outside of each of the eight pipes and has backing clips for 1/4 turn
fasteners. The mating part of the 1/4 turn fasteners are attached to the
sample drawers; they provide a positive, but quick, method of mounting and
dismounting the samples. Four drawers are omitted in one section to allow
room for the installation of a Neil Brown Mark IIIB CTD or a Seabird CTD.

Below the sample drawer section the lower section contains the operating
mechanisms and instrumentation. The pump motor used to provide suction
through the rotary valve to the sample drawers is located in the center of the
volume, with the pump impeller housing above it. The rotary valve driving
sprocket, a flow sensor and a rotary joint are between the top of the pump and
the bottom of the rotary valve.

The rotary valve is driven by a stepper motor in an oil-filled housing
that drives a small sprocket. The torque is transmitted from the sprocket on
the stepper motor to the sprocket on the rotary valve by a wire rope and
urethane timing chain. A spring loaded idler sprocket was added to help
reduce the rotary indexing error caused by unequal chain tension on the
tension and return sides of the large sprocket.

The exhaust of the pump was directed to a Battelle housing containing a
three-way valve. One side of the three-way valve was plumbed out the bottom
of the bottom shroud to leave the pumped water in the wake on the upcast. The
other port of the three-way valve was plumbed into one of the vertical pipes
80 the water was forced to exit out the top of the sampler on the downcast.

Two type 7075-T6 aluminum battery cases, 7.5 inches in diameter and 19
inches long, were attached on fiberglass channels to the top of the top
annular ring. Two similar channels were installed below the bottom annular
ring to support two pressure cases, 7.5 inches diameter by 20 inches long,
containing the attitude sensing package and the control and telemetry
electronics. The cases were fastened to the fiberglass racks with quick
release scuba tank bands to minimize turnaround time. An acoustic altimeter
was packaged vertically in the lowest section such that the transducer is
aimed out a hole cut into the lower hemispherical fiberglass shroud.

The short section between the bottom of the drawers and the annular

rings was shrouded by a band of polyethylene sheeting. This band was also
held on by 1/4 turn fasteners for easy access to the batteries.
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The sampler's empty weight in air is 1500 pounds; when full of 36 7-
liter sampled, the weight is 2060 pounds; when immersed in water, it weighs is
S00 pounds.

The water sampler was designed to be statically stable. syntactic foam
flotation in the top of the frame provides buoyancy, the bottom of the frame .
contains the heaviest components (pressure cases and batteries). The center
of gravity is located 41.44 inches above the bottom end. The center of
buoyancy is located 49.77 inches above the bottom. This results in a righting
moment that can be expressed as :

500 * (49.77-41.44)sin (theta)

where theta is the tilt angle, and the righting moment is expressed in foot-
pounds. The horizontal centers of gravity and buoyancy were kept as close as
possible to the axis of symmetry.

Fabrication

The frame was fabricated in the WHOI welding shop. The pipe sections
that required bending to an exact curvature were ordered from an outside
vendor. The four pipe sections that frame the top of the sampler meet at a
machined steel boss. The boss is designed to accept the tension cell below it
with the strength member passing through the center. The termination clevis
is fastened to the top eye of the load cell strength member rod with a pin. A
two-part steel device clamps over the top flange on the boss and the
termination, and has a mushroomlike top section so that it can be grabbed by
the proposed handling system. An additional two-part weldment clamps over
this mushroom and provides two loops for handling lines for deployment and
recovery on the test cruises when the handling system was unavailable.

-These four pipes extend through the sample drawer section and down to
the top annular ring. Steel strips one eighth inch thick by three inchs wide
are welded to conform with the outside of the pipes in the top section and to
provide a place to attach the top shroud. The top section ends at a one half
inch thick steel plate. This plate is drilled to provide mountings for the
ladders in the section below, the top guide for the rotary valve, the home
position, and rotary position sensors and the four syntactic foam blocks.
Four additional pipes are welded to the bottom of this plate to make up the
eight required for the drawer supports. The tops and bottoms of these pipes
were drilled through the plates and a number of large diameter holes were
drilled in this plate to facilitate flooding when the instrument is first
placed into the water.

One of the eight pipes in the sample drawer section is slotted from top
to bottom to facilitate running cables past the drawer section. A Stainless
steel clamp fits into one of the eight sections to hold the CTD.

The bottom plate is also 1/2 inch thick steel. It is drilled to mount
the pump bracket, the rotary valve stepper motor, the three-way valve, the

idler unit and a guard for the CTD. Additional flood holes are included here
as well.

Seawater Acquisition Subsystem

Desacription of Water Sample Acquisition

The seawater acquisition subsystem is contained within the underwater
unit, and is designed to: .
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e Collect 36 seven-liter, uncontaminated water samples during descent
or ascent for chemical oceanographic analysis as well as for physical
oceanographic verification of the CTD data on command from the
surface.

e Allow sample volumes to be varied between one and seven liters.

e Collect the water sample within +5 meter of the desired sample depth
with the underwater unit moving at 2 m/sec.

¢ Collect water samples without interfering with the collection of CTD
data.

e Provide on~deck confirmation of water sample collection.

The design of the seawater acquisition subsystem uses an evacuating pump
system to fill closed, evacuated water sample containers. During a cast, the
seawater acquisition system operates in the following manner. When the
underwater unit is first launched, the sample drawers flood with surface
water. This initial fill of water is the working fluid for the pump during
subsequent casts, when each sample container is inflated. The working fluid
contained in the free-flooding portion of the water sampler drawer is never
allowed to contact the interior of the sample containers, nor does it mix with
the sample water as it enters the sample containers. (After flooding. the
system is as shown in Fig. 2a).

A rotary selector valve connects one sample drawer at a time to the
suction of the pump. When the desired sample depth is reached, the pump is
turned on, which applies a suction to the outside of the sample container. A
valve on the sample container opens, and sample water is drawn through into
the evacuated container. The pump runs for five seconds or less, drawing
gseven liters of seawater sample into the container while drawing an equivalent
volume of working fluid out of the drawer around the filling container. 1In
thia way, samples are moved directly from the sea to the sample containers
(Fig. 2b).

Contamination is largely minimized by drawing water directly from the
sea into the sample container. Fluid crosstalk is eliminated by careful
design of the hydrodynamics of the exterior of the entire underwater unit, and
in particular the exterior portions of the drawer and closure valve. Reduced
contact between the sample and the collection equipment minimizes equipment
contamination,. Uncontaminated collection on both downcast and upcast is
enabled by redirecting the pump discharge, always venting it in the wake of
the underwater unit so it cannot be drawn back in during sampling.

After the pump is stopped, the flow stops. When the flow stops, the
closure valve seals the water sample from the ambient sea water (Fig. 2c).
Shortly after the pump has stopped, the rotary sample selector valve is
indexed to the next sample drawer to wait for the next collection command.

The subsystems which make up the seawater acquisition subsystem (Fig. 3)
can be divided into sample containers, framing, and flow controls. The
framing includes the drawers which hold the sample containers and the supports
retaining them in the underwater unit. The flow controls are composed of the
rotary sample selection valve, the sample confirmation mechanism, and the
pumping system used to £ill the sample containers.

SAMPLE CONTAINERS: The sample containers are flexible tri-laminate
plastic bags bonded to an inlet valve subassembly. Being flexible, the
container automatically is pressure compensated. The bag is designed with a
minimum of nine-liter absolute capacity. With a maximum seven-liter sample,
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the bag then has 28% excess capacity for volumetric expansion, more than
enough to compensate for a sample brought to the surface from a 6000-m depth.

The inlet valve subassembly (Fig. 4) has a body plate with valve and
transfer port. The intake to the sample container is through the closure
valve, which is vented directly to the sea at the exterior of the underwater
unit. Pumping the drawer container generates a suction inside the container,
applying an opening force to the closure valve. This allows water to enter
the container. The transfer port is for accepting the transfer probe when
subsampling water from the container after the cast.

During Phase I of the development, a variety of closure valve concepts
were considered and evaluated. On the basis of simplicity, reliability, and
cost, the magnetically latched disc valve shown in Fig. 4 was selected for

use. The key features of this valve design are simplicity, ick operation, a
pagsive latching capability feature to resist wave slap, and a planar outlet
configuration for enhanced container protection.

The valve is inherently simple and reliable because it has only one
moving part. It showed promising results during laboratory testing. The
valve disc is held against its seat by an annular permanent magnet. When the
sample container is subjected to pump suction, the disc is pulled away from
the magnet and arrested by mechanical stops after a short opening stroke.

When the pump is switched off, there is sufficient magnetic force to reseat
the disc without springs or other restoring devices which might interfere with
the container, reduce reliability, or introduce sample contamination. The
metal parts and magnet are coated with materials which are non-corrosive and
non-contaminating to the sample.

Seawater Acquisition Subsystem Hardware

DRAWERS: The 36 drawers of the geawater acquisition subsystem unit are
located in the center, cylindrical section of the underwater unit. This
cylindrical section is about 92.4 cm (36.4 in) tall by 83.8 cm (33 in) in
diameter. The drawers are laid out in five levels (Fig. 3), each about 17.8
cm (7 in) in height. Each level is divided into eight individual
compartments, each one occupying a 45° segment of the level. A section
showing radial divisions is given in Fig. 5. This provides 40 compartments,
but four of the compartments are occupied by the CTD pressure housing. The
volume of each drawer is 8.4 liters, thus providing ample room for the sample
containers.

The sample containers must be moved into the drawers before they are to
be used. First, the stowage bag which contains 36 sample containers is opened.
The sampling containers are slid into matching slots in the empty drawers. 1I1f
necessary, the sample containers can be nitrogen purged and re-evacuated.
Lastly, the drawer lid is placed in grooves of the drawer bottom (Fig. 6).

FLOW CONTROLS:

ROTARY VALVE. The function of the rotary valve is to select one and
only one of the 36 sample containers to be filled at any given time. The
rotary valve assembly is composed of an outer fixed tube, an inner rotor, and
an indexing mechanism.

The rotary valve assembly is positioned on the centerline of the

underwater unit, between the upper and lower bulkheads. It is held in place by
the eight structural frames which also hold the sample drawers in place.
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Figure 6: Drawer with Water Sample Container
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Ports on the fixed tube are located on five levels, at 72° intervals, and
provide the connection to the sample drawers. These ports mate with
corresponding ports on the backs of the 36 sample drawers.

The rotor is located inside the fixed tube. As shown in Fig. 7, it
consists of a cylinder with five branches, corresponding to the five levels of
drawers within the seawater acquisition subsystem. The ports through the
fixed tube to the drawers are separated at 45° intervals; the branches on the
rotor are offset, separated on 72° intervals. This vernier provides the
indexing action, allowing a unique port to be selected for each 9° step in
rotor position. Four of the positions line up with the CTD compartments.
Indexing of the rotor is achieved with a stepper motor. Positive indication
of rotor position is accomplished with a rotary potentiometer and a home
position limit switch.

A collar gear connects the bottom of the rotor to the flow meter,
forming a flow path from the rotor to the inlet of the pump. The top end of
the rotor is rigidly capped. Centering bearings are located near the top and
bottom of the rotor, supporting the rotor in the fixed tube, independent of
the rotary valve's mounting in the sampler. The annular space between the
rotor and the fixed tube is free-flooding at all times.

The free-flooding annular space between the rotor and the fixed tube
serves three functions. First, should a leak occur at the branch seals, the
annular space prevents pump suction from influencing any samples other than
the one being drawn. Second, this space provides the path for the sea to fill
the drawers quickly during launch, and allows excess water to drain out on
recovery. Third, this space provides the means for pressure compensation of
sample containers.

The five branches of the rotor are provided with close-fitting delrin
seals spring-loaded against the inside of the fixed tube. Only one branch is
connected to a drawer, and water is drawn from that drawer. The four branches
not aligned with ports are blocked by the inner surface of the fixed tube,
thus preventing extraneous flow. 1In this way, only one possible flow path is
permitted. Should leakage take place in any of the seals, the annular space
is open to the sea and therefore, no other sample will be affected by the
leak.

SAMPLE CONFIRMATION. Two instruments are used to confirm that a sample
has been collected. The first is a rotary potentiometer that monitors the
position of the rotary valve rotor, and can be interpreted to determine which
drawer is connected to the suction of the pump. The second instrument is a
flow meter, which verifies that water is being moved, and, by integrating over
time, can be used to verify that the desired total volume has been collected.
Since the rotor is indexed by a stepper motor, the encoder provides somewhat
redundant feedback which is used solely to verify correct operation of the
indexing mechanism.

The flow meter provides feedback on the progress of sample collection to
the control computer. Because accurate control of sample volume is not
necessary, there are no plans to use the flowmeter information to control the
pump. Sample volume will be controlled entirely through timing. Rather like
the rotary valve position encoder, the flow meter will be used solely to
verify correct operation of the pumping system.

The flow meter will be placed on the suction side of the pump, between
the pump inlet and the rotary valve. This location was chosen because
turbulence should be less at the inlet, providing for less variability in the
signal to the controller.
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Due to space limitations, we needed a flow meter with a low profile, and
bacause flow losses equate directly to increased energy consumption, we looked
for a flow meter with low head losses. The flow meter should also have a
simple input to the controller. The flow meter selected to meet these
criteria is a turbine meter. This meter uses a simple turbine which is
rotated by the flow of water over its vanes. A sensor in the periphery
detects the rotation of the turbine magnetically, generating a pulsed signal
to the controller.

PUMPING SYSTEM. To collect a sample, the pumping system is used to draw
a suction on the selected sample drawer. The pumping system, shown in Fig. 8,
consists of a centrifugal pump, a valve which selects whether the pump will
discharge at the top or the bottom of the underwater unit, and the piping
necessary to connect these to the xotary valve.

The pump is a simple centrifugal pump. All-plastic construction was
selected for corrosion resistance and weight. Fasteners in the pump body and
the shaft from the motor drive are stainless steel. The pump had to meet two
flow conditions: high suction pressure at low flow (when developing the
gsuction required to initially open the closure valve), and high flow against
reasonably low head losses (to move seven liters in less than five seconds).

A Sequence 1000 pump from Multi-Duti Manufacturing of Baldwin Park, CA, was
found to meet this requirement. During Phase I a pump was purchased and tests
were conducted to verify that this pump met or exceeded all of the
requirements for the sampler.

The motor driving the pump during Phase I testing was a 560 Watt (3/4
horsepower) AC motor, provided by the pump manufacturer. For use within the
underwater unit, the pump is driven by a 500 Watt, 48VDC motor. The motor,
which was purchased from lLansea Systems Incorporated, is oil-filled, pressure
compensated, and closed-coupled to the pump.

-Because the seawater acquisition subsystem initially is flooded with
surface water, care must be taken to assure that the water discharged from the
pump is not allowed to enter through the closure valve and contaminate the
sample with water carried to another depth by the unit. This is accomplished
by directing the discharge of the pump so that it always comes out in the wake
of the underwater unit. During sampling on the downcast, the pump will
discharge on the top of the underwater unit; on the upcast, the pump will
discharge on the bottom. 1In this way, the pump's discharge is always left
behind the unit and cannot reach the inlet of the sample being collected.

The directional discharge valve is a three-way valve. 1In one position
it directs discharge to the top (downcast) outlet. 1In the other position, it
directs discharge to the bottom (upcast) outlet. The custom valve is coupled
to a stepper motor. The position of the discharge valve is changed only two
times per cast: once, at the beginning, to move discharge to the top for the
downcast, and once, at the bottom, to shift the discharge to the bottom for
the upcast.

Water Sample Transfer System

The water sampler's distinctive feature is the use of flexible water
sampler containers. Because these sample containers can be removed from the
underwater unit, they also serve as transport containers, thus eliminating the

need to draw water samples from the underwater unit while it is out on deck
and exposed to the elements.

Sample transfer can be viewed as a two-step process: on-deck removal of

the water sample containers from the underwater unit, and laboratory
extraction of the water sample from the sample container for analysis. Upon
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recovery of the underwater unit, the drawers with full sample containers are
removed from the underwater unit and transferred into the ship's laboratory.
The drawer compartment acts as an insulated carrying case that will minimize
warming and degassing of the water sample during transport into the ship's
laboratory and during initial subsampling. The drawers weigh roughly 10 kg,
including the seven liter water sample (7 kg).

Inside the ship's laboratory, water subsamples are drawn from the sample
container. To draw the subsample, a transfer probe with flexible hose
(Fig. 9) is inserted into the transfer port, puncturing the wall of the
flexible container while sealing against the valve body. The water is free to
flow through the probe/hose, and water samples are drawn for the various
analyses. Due to the flexibility of the sample bag, water samples can be
drawn without introducing any air or creating a gas headspace inside. To help
with the extraction of the water, the flexible bag can be compressed to
generate more flow. After all of the water samples have been removed from the
sample container, the remaining water is drained. The valve body is removed
from the bag material to be reused in the assembly of new sample containers,
and the bag material is discarded.

CTD Data Acquisition Subsystem

The CTD data acquisition subsystem includes a standard CTD profiling
package, battery power system, bottom-finding altimeter, and interfaces to the
telemetry subsystem. This high resolution profiling system may be configured
with additional sensors for the measurement of dissolved oxygen, pH,
turbidity, fluorescence, and other chemical parameters.

Data Quality Requirements

- Continuous profiles on both the downcasts and upcasts of temperature,
conductivity, and dissolved oxygen, need to be made in addition to the taking
discrete water samples without stopping the profiling operation. CTD/O,
profiles will be continuous from the surface to within 10 meters of the
bottom.

The WOCE requirements for CTD sensors and observations are given in the
U.S. WOCE Implementation Plan, Implementation Report Number 1, (1989) as given
below in Table 1.

CTD HBardware

The water sampler was designed to be compatible with the EG&G MK~III and
MK~V CTDs and the Sea-Bird Model SBE=-9 and SBE-11 CTD. Due to the widespread
use of the EG&G MK-IIIB CTD, the sampler design team felt that it was
imperative that the sampler be capable of supporting this instrument. Each of
these instruments has unique advantages. A successful hydrographic instrument
could be designed using either the MK-IIIB or the SBE-9, so neither was
rejected. Both systems have established user groups within the community, so
the water sampler was designed to adapt to both of them. There are also
gseveral other CTDs on the market, but it is not likely that any of these would
be used during WOCE. However, the basic design does not preclude other CTD
sensor systems. Representatives of both EG&G .and Sea-Bird were present at the
water sampler planning meetings and offered much useful advice. We are
grateful for their input. The water sampling underwater unit can accommodate
either of these systems mechanically and electrically.
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Table 1: WOCE Requirements for CTD-Sensors*

e
_Quantity Accuracy Precision
Temperature 0.002°C 0.0005°C
Salinity' 0.002 PSU 0.001 PSU
Pressure’ 3 dbar 1 dbar
Dissolved Oxygen’ 1 -1.5% 1 - 1.5%
NOTES:

* Copied from Table II.A.3, page 26 in the U.S. WOCE Implementation Plan, U.W. WOCE Implementation Report Number 1, March
1989.

1. Although conductivity is measured, data analyses require knowledge of useful limitation expresscd as ulmny The accuracy
requirement depends on the frequency and technique of calibration, and the precision d ds on the prc 2

b}

2. Pressure accuracy depends on careful calibrations and precision limits depend on processing. Difficulties in CTD-salinity data
processing occasionally attributed to conductivity sensor problems or shortcomings in processing actually are sometimes due to difficulties
in accounting for pressure sensor limitations.

3. An adequate oxygen sensor does not exist.

ELECTRICAL INTEGRATION OF CTD SUBSYSTEM: Electrical integration of the
CTD must- insure that the highest quality CTD data be delivered to the surface
in a manner not affected by its use with the water sampler. The data transfer
needs from either CTD system far exceed the modest communication requirements
of the water sampler. The CTD data rates are listed in Table 2.

The Data Command/CTD Data Telemetry System integrates data from various
sources and insures a high reliability of data reaching the surface. The
conceptual design allowed for the continued operation of the water sampler in
the event of a CTD system failure. The system was designed to work on
hydrographic cable that has poor electrical characteristics. The telemetry
system allows for the use of standard off-the-shelf Sea-Bird (SBE-9 or SBE-11)
or EG&G (MK~IIIB or MK-V) CTDs with the water sampler. We avoided the use of
modified CTDs since this would have limited the number of CTDs which could be
integrated with the sampler. Since CTDs must continue to function in their
usual role, modification for use with the sampler could have resulted in other
operational difficulties.

Table 2: CTD Data Rates

=
Manufacturer Model Data Rate (Bits/Sec)

EG&G MK-IIIB 5,000

EG&G MK-V » 9,600

SEA~BIRD SBE-9 ' 5,760

* NOTE: The EG&G MK-V CTD can be supplied with a 5,000 bps system.
L —

32




The telemetry system did not alter the users' normal computer interface to
the CTD data, as the telemetry system's deck unit emulates the format and
protocol of the manufacturer's standard data. The Neil Brown MK-IIIB, and the
Sea-Bird SBE-9 CTD's both output data serially by FSK or Manchester encoding
regspectively. The telemetry system provides for demodulation of either
Manchester or FSK encoded data. The CTD instrument specific demodulator will
pPlug into the telemetry system to allow for transition from one CTD
manufacturer type to another.

Table 2 gives the base data rates for the major CTD instruments in use
as typically 5,000 bps. At this rate the instruments are producing a minimum
of 24 scans of CTD and auxiliary sensor data per second (12 measurements
meter). The Sea-Bird SBE-9 data frame consists of 24 bytes of data which are
transmitted in 12 Manchester encoded words. Each Manchester encoded word
contains two bytes of data and 4 data control bits. A "Modulo” word is used
to synchronize the data receiver. The EG&G MK-IIIB CTD transmits up to 15
bytes of data for each scan of CTD dependent upon the number of auxiliary
inputs the instrument has. Each frame of data is synchronized by an idle
state which is more than 1 byte time. The EG&G MK-V CTD uses a system similar
to the MK-IIIB unit. The major constraint in data telemetry is the bandwidth
of operation for hydrographic cable. The measured attenuation figures of
UNOLS standard hydrographic cable are given in Table 3.

Telemetry systems which have frequency components which exceed 15 kHz
begin to exhibit significant amplitude attenuation problems. 1In addition to
attenuation, other long cable effects may be equally destructive to data
telemetry systems. Frequency dispersion, differential phase shifts, and other
effects deteriorate the performance of FSK or Manchester signal demodulators.
From this data we have selected a maximum up-link data telemetry rate for the
telemetry system of 1200 baud. Using an F/2F system will result in a maximum
telemetry frequency of 2.4 KHz.

‘POWER CONTROL CIRCUITRY: The power control module provides power from a
DC to DC convertor and a linear constant current regulator to power the CTD
instruments from the water sampler. The voltage and current requirements for
the Sea-Bird and EG&G CTD systems are shown in Table 4.

For integration and testing, an EG&G MK-IIIB was borrowed from the WHOI
CTD group.

Table 3: Attenuation of UNOLS Standard Cable Versus Frequency

FREQUENCY ATTENUATION (dB)
1,000 Hz -1.41
5,000 Hz -12.04

10,000 Hz ~17.50

15,000 Hz ~23.97

20,000 Hz =32.71

* 30,000 feet (10,000M) of 3 conductor + armor
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Table 4: CTD Power Reguirements

(e
Manufacturer Model Voltage Current Power Regulation
EG&G MK-IIIB 22 VpC .17 Amp 3.7 W Current
EG&G MR-V 38 vpcC .30 Amp 11.4 W Voltage
SEA-BIRD LP SBE-9 50 VDC .35 Amp 17.5 W Voltage
SEA-BIRD HP SBE-9 100 vDC .35 Amp 35 W Voltage

=

CTD MOUNTING AND INTEGRATION WITH THE UNDERWATER UNIT: The main
objectives of CTD mechanical integration to the water sampler are:

e Obtain CTD data quality which equals that obtained with CTD when used
without the sampler

e Allow for use of both major commercially available profiling
instruments

e Minimize the requirements for modification of CTDs for use with the
-sampler

¢ Achieve high quality CTD data during both down and upcasts of the
sampler

e Minimize the possibility of sensor damage during deployment recovery
operations

e Minimize the probability of damage in the event of bottom contact
with the sampler

Achieving these objectives required a trade-off in design and
performance. During the Phase 1 development meetings various approaches were
explored. A brief history of the progression of these is given below to in
rationalize the final design concept.

The initial design proposal placed the sensors several inches below the
bottom of the package (to be outside the stagnation layer), where the ability
to make undisturbed downcasts was optimized. However, during the upcast the
sensors are entirely within the disturbed flow of the sampler, resulting in
poor upcast data collection. In addition, this approach allows the sensors to
be exposed to contact with the bottom and possible damage during
launch/recovery operations.

The upcast problem can be addressed by placing sensors at both ends of
the sampler. The sampler would electronically switch between the two units as
& function of sampler direction. However, this assumes monotonic direction of
the unit due to proper function of the motion compensator system, with no
direction reversals in the sampler descent. It would also double the number
of sensors which the instrument must carry, and result in problems of
maintaining intercalibrations of the two sensor suits. Using an EG&G CTD
would require the use of two instruments, thus doubling the CTD payload (and
cost) and greatly increasing the overall size of the sampler.

34




A third approach, more consistent with the overall design of the water
sampler, was to mount the CTD sensors internal to the sampler. The water to
be measured would be pumped into the sampler and past the CTD sensors. The
water sampling duct would be oriented to the direction of sampling. This
approach solves many of the problems of CTD sensor protection; however, the
quality of CTD data would be limited due to the effects of the ducting/pumping
of the seawater to be measured. CTD data would be smeared by the entrapment
of water in the boundary layer of the ducts. 1In addition, the thermal mass of
the system would be large, and at the higher sampling rates (2 m/s) would
result in a long relative time response of the system.

The next approach, which dramatically reduces CTD data disturbance and
allows for high quality data during both the downcast and the upcast, was to
mount the CTD sensors on an arm, which is orthogonal to the vertical center
line of the sampler, and protrudes out into the free flow. 1In this design the
sensors would be well outside the flow boundary layer of the sampler package
for both the up and down cast. This approach obtains the highest quality CTD
data, but leaves the CTD sensors exposed during launch and recovery
operations. The sensor arm can easily become entangled in guidelines or other
ship-mounted structures.

Because the "arm" approach yields the best possible CTD data, the design
group worked to resolve the negative aspects of this concept. The sampler has
a built-in controller to execute the process of water collection which could
also be used to deploy and retrieve the CTD sensors after launch and prior to
recovery. This approach would allow the sampler to obtain the highest quality
CTD data and also would protect the vital CTD sensors from physical damage.

Two mechanical approaches to the CTD deployment arm were examined. The
first, which minimizes sensor cable constraints, was an arm which hinged out
from the circumference of the instrument, extending the sensors 10 inches from
the side of the sampler. Although this reduced cabling problems, it was
determined that inadequate space was available in the sampler. The second
technique was to deploy the arm on a ram extending directly out from the side
of the sampler. This method minimized the internal vertical space
requirements and allowed for the use of a simple rack and pinon gear actuator.
This arm also allowed the Sea-Bird sensors to be mounted internal to it, with
water being pumped to them via a vane mounted at the end of the arm. The EG&G
sensor would be mounted externally at the end of the arm. During the use of
either instrument, the dissolved oxygen sensor would be mounted internal to
the arm and have water pumped to it. This will reduce the velocity dependent
characteristics of the membrane sensor by achieving a constant flow rate past
the device.

The sampler design team felt that the deployment arm with CTD sensors
achieves all of the objectives outlined relative to CTD integration with the
sampler. (A detailed discussion of this design is given in the Phase II
proposal, April 1989). However, none of the existing CTD systems could be
used satisfactorily "as is" for this configuration. The EG&G MK-IIIB system
required major modifications. The Sea-Bird system with remote sensors would
quickly adapt to use with the sampler, but the lower static accuracy of the
system would not meet overall WOCE CTD data collection requirements. The EG&G
MK-V CTD, which was designed with the intention of being adapted to remote
head applications, presented less of a problem. However, its use for this
program was inappropriate as neither Battelle or WHOI own an MK-V. In any
event, the EG&G MK~V CTD must establish its performance abilities in making
base CTD measurements prior to its adaptation to this development program.

It was not appropriate to modify an exiting CTD or to obtain another a
new unit, so to expedite testing, the existing WHOI EG&G MK-IIIB CTD was
mounted in the water sampler (Fig. 1) so that the CTD's pressure case was
within the underwater shroud near the lower end. The sensors extended out
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into the flow 3.5 inches. This configuration was selected so that at the 2
m/s expected descent speeds the sensors were well outside the expected 2-inch
thick boundary layer around the sampler. Thus the sensors were
{theoretically) in undisturbed flow. A fixed sensor guard was placed around
the sensors to prevent damage should the water sampler bump into the side of
the ship during launch or recovery. The guard was placed so that it would not
affect the flow past the CTD sensors. However, a potential problem with this
configuration is that an uneven fall rate or unstable descent could affect the
thickness of the boundary layer or create a flow stagnation which possibly
could affect the CTD readings.

Bottom—-Finding Altimeter

Prevention of bottom impacts by the water sampler is essential during
profiling operations which extend to near~bottom regions. Conventional
methods of shipboard measurement of water depth, and real-time monitoring of
the wire out and CTD depth during descent are not adequate for rapid profiling
near the bottom. Therefore, a bottom-finding altimeter was required to
measure, and to send to the operator/scientist in real time, the distance of
the water sampler from the bottom.

A Seascan, Inc. (North Falmouth, MA) 12 kHz bottom~finding altimeter was
purchased and mounted on the underwater unit (see Appendix B). The altimeter
was powered from the water sampler's 24 v battery pack, and was interfaced to
the water sampler's on-board controller, using an open collector SAIL
interface, to allow data regarding the distance above bottom to be telemetered
to the shipboard deck control system for display. With proper software, this
data could be used as an automatic warning system of bottom approach. When
queried, the unit replies with ####.#, the distance to the nearest target in
meters. This assumes a 1,500 m/sec sound velocity, which should be adequate
since any errors will go to zero with the range. The transmitted pulse width
can be set from 10 to 20 ms, and the power can be set to any percent of the
full power. The repetition rate can also be programmed for 1 to 99 seconds,
with 8 seconds being the default. This matches with the maximum listening
time for a return of 8 seconds, which gives a maximum range of 6,000 m, much
greater than acoustic attenuation allows. Software control in any bottom
alert software could change the repetition rate to optimize control as tha
bottom is approached. This should provide optimum computer control of the
altimeter during profiling operations.

The altimeter subsystem was tested as part of the 16 April - 3 May 1990
cruise from WHOI to Bermuda and back. The automatic warning software control
had not been developed, but manual control, return and display of data from
the altimeter was successfully achieved over the water sampler's telemetry
link. The altimeter was able to detect and follow the bottom from greater
than 1500 m range. Some noise or jitter was detected in the altitude, which
suggests that some software development, and optimum adjustment of the
blanking will be necessary to unambiguously detect the bottom with this
altimeter. For more detailed discussion of performance, see "Test and
Evaluation Cruises"” discussion and the Tables of Altimeter Results in Appendix
C.

Control, Monitoring and Telemetry Subsystem

The control, monitoring, and telemetry subsystem receives sampling
requests from the surface, and actuates sampling through the sampler control
module. The electronic control package also interfaces to the CTD and
altimeter, and transmits all information to the surface. The battery power
pack provides power to the water sampler so that the lowering cable handles
only CTD data transmission and water sampler communication.
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System Requirements

SAMPLER OPERATION: The operation of the water sampler requires the
transmission of commands to the underwater unit from the surface and the
corresponding transmission from the underwater unit to the surface of status
information, command confirmation, and autonomous sensor data, such as the
altimeter. Additionally, the same cable transmits data from a CTD attached to
the sampler to the surface.

The goal of the telemetry system was to enable operation of the sampler
over the same electrical conductors in the electro-mechanical cable as those
used by the CTD on a non~-interfering basis, with no modification to whatever
CTD or readout unit that was used. This was done by dividing the available
bandwidth on the EM cable into bands, the CTD using 5 kHz and 10 kHz for its
FSK operation, and the controller and other instruments using 1.2 kHz and 2.4
kHz for its frequencies.

The system was designed to allow a number of serial devices to be
connected together and operated over the same wires using the SAIL loop
protocol. In this manner the CTD is separated by frequency from all other
devices and the various serial devices are separated from one another by
addresses specified in the messages sent. These serial devices are
interrogated and commanded at 1200 baud and remain addressed until cleared
from the shipboard operator’'s console.

In addition the controller electronics and CTD originally were to be
powered by the sea cable with the control and data signals superimposed on top
of the dc power. However, the power required to drive the pump, directional
valve, and positioning motor were too great to be carried by the cable, so it
was supplied by battery packs mounted in the water sampler frame.

The tslemeter system functions by inserting an electronics unit top and
bottom between the CTD and its readout which combines the serial data or
commands from the water sampler controller with the CTD data, sends the
combination up the wire, and then splits them apart at the surface to go to
either the water sampler operator’'s terminal or the CTD readout.

The sampler is controlled by serial commands sent down the cable at 1200
baud. Each device (the controller and the altimeter in the tested case)
attached to the SAIL loop is addressed by a unique header address, and then
that particular device, and only that device, responds to any commands until
it is released by addressing another device. The sampler responds to a number
of two~letter commands to do such things as move to drawer n, pump for n
seconds, change the directional valve to downward exhaust, etc. (This is
discussed more fully below).

CTD DATA PASSTHROUGH: No changes were made to the hardware or software
of the CTD and its readout unit. The only requirement was that the CTD have
the ~ppropriate options to take as many analog data channels as were needed, a
standard configuration. The sampler frequency channels were separated far
enough from the CTD's channels that they were transparent and did not cause
any degradation in the signal-to-noise ratio.

OPERATOR’S CONSOLE: On board ship the sampler was controlled using an
Epson Equity I+ personal computer with the CTD/Controller separation
electronics built on a card plugged into the computer's backplane. Commands
could be given to the controller or the altimeter from the keyboard, and the
status and confirmations displayed on the screen. Two modes of operation were
provided for. An operator's program, written in QuickBasic, provided a
schematic screen with status information shown and menu selections. This was
for normal operation. A commercial terminal program that was also used
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allowed engineering personnel to execute a superset of instructions and to
gather much more engineering data on sampler performance than the normal
operator's program allowed, in addition to performing the standard operations.

Telemetry

THEORY OF OPERATION: Development of a command/response telemetry system
allows for 1200 baud full duplex data communication to operate in unison with
standard CTD profilers. The telemetry system uses advanced Digital Signal
Processing modems. These modems employ digital equalization and demodulation
techniques, enabling the additional communication channel to operate via
frequency subdivision techniques. The telemetry system also allows for
communication with auxiliary instruments, such as an altimeter, used in
conjunction with the sampler.

The sampler requires an operator to comwrunicate with the
underwater unit to select chambers, set exhaust direction and to set sample
size (1 to 7 liters). The operator may also request engineering status data
to monitor sampler performance and to ensure correct operation of the device.
Communication over the EM cable, therefore, must be bidirectional, allowing
for downward transmission of control "commands” and upward transmission of
conformation responses or "status” data.

Commercially available CTD systems use either Frequency Shift Keyed
(FSK) or Manchester encoded data telemetry schemes to transmit data via the EM
cable to a surface receiving unit. Although EM cables often have multiple
conductors, their use as individual communication channels is not feasible due
to the stray capacitance between the conductors. This capacitance results in
CTD data signals (with their higher frequency components) being superimposed
on all conductors after travel over 10-kilometer long EM cables. In addition,
the use of individual conductors to transmit different signals reduces overall
system reliability because individual conductor failures are frequent in EM
cables. Therefore we needed to develop a telemetry system which would 1) work
with standard commercially available CTD systems, 2) provide a bidirectional
full or half duplex command channel to control the sampler, 3) work over 10-
kilometer single conductor EM cable, and 4) support standard baud rates and
data transfer protocol.

The command/status telemetry system developed is block diagramed in
Fig. 10. The system is connected between the CTD underwater unit and its
corresponding deck unit. The operation of the CTD system is not affected by
the use of the sampler command/status communication system. This is achieved
by the use of frequency subdivision techniques of the available bandwidth on
the EM cable. 1Its response is flat with a small 2 dB peak at 3 kHz, and then
drops of rapidly after 20 kHz. For the CTD, as shown in Fig. 11, the
significant energy bands are centered on the two telemetry frequencies of 5
kHz and 10 kHz. However, there is significant energy across the entire sea
cable bandwidth radiated from the instrument. From Fig. 11 it is evident that
little bandwidth remains available to add the command status channel above the
MK-IIIB CTD Data signal. Therefore, the command/status communication uses
transmission frequencies below the lower CTD carrier frequency.

The command status telemetry system uses a Di-Bit Phase Shift Key
(DPSK) data encoding technique. The use of DPSK ailows the telemetry system
to operate with low frequency carriers of 1.2 and 2.4 kHz while achieving full
duplex 1200 baud operation. The Di-Bit phase shift representations of the
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Figure 10: Block Diagram of the Command/Status Telemetry System
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carrier signal are listed in Table 5. Each of the four relative phase shifts
represents two data bits. The carrier is phase modulated at a rate of 600
times per second resulting in a data transfer rate of 1200 bits per second.
The DPSK modulator base-band signal output is then filtered to reduce
intersymbol interference. Demodulation is the reverse of the modulation
process, with the incoming analog signal eventually decoded into Di-Bits and
converted back into a serial bit stream. The demodulator also recovers the
data clock which was encoded into the signal during modulation. The
command/status modem uses a phase locked loop coherent demodulation technique
that allows for better performance than do other types of di-bit demodulators.

The command/status modem is susceptible to interference from
signal frequencies transmitted by the CTD. Commercially available CTD systems
radiate energy outside of their FSK bands which is a result of internal
digital circuitry, DC/DC convertors, and signal switching internal to the
instrument. These noise sources must be eliminated to allow the
command/status modem to operate in an acceptable signal to noise environment.
CTD designers also intended their underwater units and deck terminals to be
connected directly together providing AC grounding appropriate to signaling
frequencies used. At lower frequencies these networks do not provide
sufficient AC grounding. Another requirement of CTD operation is that they
receive their operating power by DC current supplied on the same conductors as
the data telemetry.

UNDERWATER UNIT: The underwater unit intercepts the CTD data on the EM
cable, and removes it. The CTD signal is then processed to remove interfering
frequency components, the command/status data is added to it, and the
resultant signal is re-modulated back onto the EM cable. A block diagram of
the underwater unit is shown in Fig. 12. The system passes the EM cable
through a PI filter, which essentially acts as an AC signal short. The PI
filter also allows the command/status underwater unit to power itself via a
tap taken from the center of the PI filter consuming about 750mw. The
combined CTD and command/status output signal is amplified and driven onto the
sea cable by a Programmable Gain Amplifier (PGA).

A series resistance "Rs" in series with the PGA enables
transformer T2 to act as both a transmitter and receiver as it is driven from
a high impedance source. Winding W2 of T2 receives both the "command" signal
transmitted from the surface and also the "echo” of the CTD data and "status”
data transmitted from the underwater unit. The magnitude of the receive
signal "Vr" across winding W2 is directly proportional to the turns ratio "N"
of the transformer, series resistor "Rs", and the resistance of the sea cable
"Re”. The relationship is given by the equation:

Vr = Vi * N> * Re / ( N> Rc + Rs)

where Vi = input signal from the PGA amplifier.

In the command/status underwater unit receiver a difference circuit
enables rejection of the locally transmitted portion of the signal. To insure
that the echo suppression circuit is operating properly and that received
signals are within the linear range of the Digital Signal Processor Band Bass
Filter (DSP BPF), an Automatic Gain Control (AGC) circuit is used. The AGC
circuit detects the level of the "locally" transmitted signal as it is
reflected in the winding W2 of transformer T2, and maintains this magnitude at
a constant level. This insures that both the CTD signal and the
command/status signal are optimally echo-suppressed by the difference circuit.
Measured echo suppression was found to be consistently in excess of 30 dB for
0, 5 and 10 kilometer length cables.
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Figure 12: Block Diagram of Underwater Unit
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Table 5: Di-Bit Phase Representation

e —
DI-BIT VALUES PHASE CHANGE (DEGREE)

00 + 90

01l 0

11 270
10 180 _

DECK UNIT: The deck unit is similar in operation to the underwater unit.
A block diagram of the deck unit is shown in Fig. 13. The major difference in
the deck unit is the use of high pags filtering in the CTD signal path to
prevent the effects of the locally transmitted "command” signal from
interfering with the CTD deck terminal demodulation process. The unit also
uses an AGC loop to control the level of the locally transmitted signal. The
deck unit is configured on a IBM/PC card format which can be mounted in an
option slot of any computer. The deck card is powered from the backplane and
communicates via a DB 9-Pin serial connector at the rear of the computer.

SEA CABLE COUPLING CARDS: All telemetry signals pass thru and are
signal conditioned to some extent in the sampler modem card. Telemetry
leaving the underwater unit (via the sea cable coupling card) include both CTD
and Sampler data. The CTD's 5/10 kHz FSK data is first low pass filtered and
then analog mixed with the Sampler's 1200 Hz DPSK data. The signal ratio is
fixed at approximately 8:1 to accommodate for the large loss of the higher
frequency CTD signal in the EM cable. This composite signal is then
transformer coupled onto the EM cable by the sea cable coupling card.
Commands from the Sampler deck unit are received at the underwater unit as
2400 Hz DPSK signals. They are transformer coupled to the sampler modem card
via the sea cable coupling card. An echo cancelling scheme in which the
outbound and inbound signals is used to eliminate the bulk of the unwanted
signals at the receiver. A series of analog filters and a switch capacitor
modem filter are used to further remove any out-of-band signals that may be
present.

Sampler Control

THEORY OF OPERATION: It was not practical to control the sampler's
performance from the surface, with passive controls in the sampler. That would
have required many more conductors than
were available. Furthermore, it seemed risky to place the 5000 meter length of
electromechanical cable, its terminations, and the bottom and topside
interface electronics inside the control loop. Therefore, an embedded
controller was used so that the sampler could carry out complex tasks with
only minimal intervention from the operator's location in terms of discrete
commands. The sampler could then be programmed with "intelligence" to allow it
to make some control decisions on its own and to establish end limits to
prevent "runaway"” if communication to the surface was lost.

CPU CARD: The CPU and 2/D cards were a set of two marketed by Star
Engineering Company. The CPU card is built around an Intel 80C52AH
microcontroller preprogrammed in its ROM with ‘a BASIC interpreter. The program
embedded was the MCS BASIC-52, a reasonably sophisticated version of BASIC
with provisions for assembly language routines and a variety of powerful
programming utilities. This was coupled with CDM62256, 32k x 8 SRAM for
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temporary storage and program development, a NMC27C256 32k x 8 EPROM for
program storage, and an 82C5S5 Programable Parallel Interface chip providing
three parallel 8 bit input/output ports to control external functions or sense
conditions. These chips along with an RS232 serial communications driver chip
make up the heart of the controller system.

A/D CARD: The analog to digital (A/D) converter card contains a TSC800
15 bit plus sign, dual slope, integrating, A/D converter; a precision
reference voltage for the A/D converter; an 82C54 triple counter/timer with
reference oscillator; another 82CS55 parallel port; and some local regulators
and power switches. The basic function of this card is to digitize the analog
voltages to be measured (i.e., pressure sensor, rotary valve position sensor,
battery voltage, sea cable voltage) and interface to the microprocessor. The
additional parallel port chip extends the control capability further, and the
counter/ timer chip determines the rate of flow through the flow meter sensor
on the exhaust manifold.

AUXILIARY CARD: The auxiliary card is a catchall for the various pieces
of interfacing logic, regulators, power converters, and special circuits
needed to interface between the controller and the system operators and
sensors. A number of opto-isolators are used to isolate the battery operated
circuits and the sea cable powered circuits. The multiplexer for the A/D
converter is on this card, as are numerous power control switches (FETs) to
disable the high voltage power (and current drain) when not required. The
circuitry to prevent the altimeter SAIL echoback from disturbing the
controller is also located here. Latches hold the input signals to the stepper
motor controllers so that the processor could be doing other tasks while
steppers rotate and the directional valve and rotary valve position
themselves.

POWER SUPPLY CARD: This card, as its name implies, provides the
conversion of the power coming down the sea cable from 30vdc
to the various voltages needed by logic, operational amplifiers, the
CTD/sampler seperator circuitry, and sensors. A low frequency
filter removes the FSK communications signals from the sea cable
voltage, and a number of DC/DC converters efficiently transform the voltage to
levels usable by the circuitry.

STEPPER MOTOR DRIVERS: Two stepper motor drivers were sandwiched
between the electronics chassis and the pump controller, providing the drive
and control to the directional valve and the rotary valve. Intelligent Motion
Systems Models IB104 and IB1010 supply 4 and 10 amp currents to the stepper
windings. Bach driver has inputs from the processor to enable it, change
direction, take half-sized steps, and the step input itself, driven by a pulse
train that determines the step rate. Once the pulse train on the step input
stops, movement stops, but the current in the windings stay on. The enable
input allows the driver's output current to be turned off to save energy and
prevent overheating.

PUMP CONTROLLER: LandSea Systems built the pump controller. It is a
basic unit for driving a brushless dc motor with feedback from sensing devices
in the stator to indicate rotation and determine the time to change the phase
sequence of the applied power. A commercial chip set was the basis of the
controller, with a high-powered output stage to drive the pump motor. It
supplies up to 50 amp phase currents during start up which drops down to 10 to
15 amps at speed. Probably the biggest challenges in building the controller
were minimizing its size, removing the built-up heat from the components, and
driving the motor through relatively long wires without inducing excessive
noise in the high impedance feedback lines.
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Bngineering Module

The engineering module's function is to monitor the physical movements
of the sampler in pitch, roll, yaw, and the tension on its lowering cable. The
analog output of these sensors is digitized by the CTD and transmitted to the
gsurface along with the CTD's other data. The sensor suite consists of two
Schaevitz Model AccuStar inclinometers for pitch and roll, a KVH Model LP101l-
WH fluxgate compass for heading, and a Metrox Model TC10l1l load cell to measure
cable tension.

FLUXGATE COMPASS: The fluxgate compass was mounted on the side of the
pressure case so© that that it would be horizontal when the pressure case was
laying horizontal in the bottom of the sampler frame. It has a gimballed
sensor coil which allows accurate azimuth readings toc be made for pitch and
roll angles of up to 20 degrees.

INCLINOMETERS: The AccuStar inclinometer is a device with no moving
parts. It functions by varying its capacitance as it is tipped from vertical.
It is a ratiometric device with its output being one half the supply voltage
at vertical. It has a useful linear range from 0O to +/- 45 degrees and is
monotonic to +/- 60 degrees with a linearity of +/- 1 percent. The sampler's
scaling was set up to produce an output of +/- 0.233v / degree or a full scale
output (+/-10v) of +/~ 45 degrees.

TENSION CELL: The Metrox tension/compression cell has a full scale
range of 5000 lbs. It is actually a compression cell with a central hole
through which a bar with tension on it could hang and effectively "squeeze"
the compression cell. This cell is 4.5 inches in diameter and 1.32 inches
thick, and is suitable for use at . )0 meters depth. It has a scale factor of
2.031 mv/v full scale, amplified by a gain of 25 to give a 5.0v full scale
readout to the CTD.

ELECTRONICS CARD: The electronics card in the engineering module
contains the amplifiers and scaling networks that boost the sensor signal
levels, various local regulators and dc/dc converters, and the auxiliary
circuits needed for the fluxgate compass. Included as part of the compass
circuitry is a 2.900 khz oscillator which serves as the AC reference input to
the compass primary coil. Additional circuitry synchronously integrates the
compass output to produce a 0 to +5 VDC output signal proportional to compass
heading.

Battery Packs

The battery power pack provides power to the water sampler so that the
lowering cable handles only CTD data transmission and water sampler
communication.

DESCRIPTION: Two battery packs are used on the water sampler, each 7.5
inches in diameter and 18 inches long. They are basically both the same. The
second has an additional connector to allow the the first to be connected
through it to the controller since the controller end cap did not have enough
room for a second power connector. It seemed advisable to have only one cable
to remove to disconnect power to the unit.

Each pack is made up of two parallel strings of 24 each Gates 2.0 volt,
2.5 amp-hour, "D" size, sealed lead acid cells, making a battery assembly of
48 volts at 5.0 amp-hours. Each of the two parallel strings is diode protected
to prevent interchange of energy between strings in case one string discharges
faster than the other. The input connection for charging the pack was also
diode protected to prevent charging from the wrong polarity. Connecting both
packs together in parallel produced a capability of 10.0 amp hours.
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The peak current output from the battery occurs when the pump motor is
started and draws peaks of 40 amps for the 0.5 second it needs to get up to
speed. When running, the pump draws around 10 amps for the three to four
seconds necessary to fill the sample bag.

BATTERY CHARGING PROCEDURE: Each battery has two plugged purge holes
which, with the watertight plugs removed, allow passage of 2-3 psi air from a
pump to enter one hole and exit the other, purging the pressure case of
explosive gases generated during charging.

Charging is done from a current limited supply set at 58 vdc at no load
and limited to 2 amps charging current. As the battery pack charges, the
current tapers off until the current is about 0.02 amps at full charge. A
discharged pack should charge in three to four hours.

Rotary Valve and Puhp Assembly

DIRECTIONAL VALVE: The directional valve diverts the water exhausted by
the pump from behind the sample bag in the drawer to an area outside the
sampler. As this is water that was trapped inside the back of the drawer at
some other depth, it cannot be allowed to contaminate the samples being taken.
Therefore a directional valve switches to exhaust the water upwards as the
sampler descends, or downward as the sampler rises. This valve is powered by a
stepper motor which rotates 180 degrees from one position to the other.
Initially this motor was toggled back and forth, but it was determined it was
too easy to end up in the wrong direction. Therefore separate up and down
commands were used to make the stepper go clockwise and counterclockwise.
Limit switches indicate when the valve is in each position. Directions change
only wheh the pump is not running; water flow tends to impede proper
positioning.

The directional valve was powered by an Intelligent Motion Systems Model
HM200-3424-170A8 stepper motor, and driven by a Model IB104 stepper motor
driver, the combination producing 156 oz-in of holding torque with 4 amp phase
currents. At 1.8 degrees per step, it requires 100 steps to rotate from one
position to the other, but slightly more steps were provided. The limit
switches stop the motion.

POSITIONER: The sampler rotary valve is turned by a stepper motor
connected through a ribbed belt. Movement to the next drawer is accomplished
by stepping through the calculated number of steps. There are no restrictions
as to which drawer can be next. The processor simply calculates the number of
steps required between the two positions, always turning in the same
direction. On any given tier of drawers, the angle between adjacent drawers is
45 degrees and requires 125 steps (note that all possible positions do not
contain drawers). Each tier is offset from its neighbor by 72 degrees.
Combining the five tiers, there is a new drawer position every 9 degrees; all
the drawers could be filled by indexing 9 degrees every time a new drawer was
selected. This would minimize positioning time and conserve battery power.
However, it would result in a very awkward sequence of drawer numbers to keep
track off, and it would not give the operator complete freedom to choose any
drawer in any sequence, as is now possible. Any drawer may follow any drawer;
the processor figures out the correct number of steps to accomplish this,

The stepper motor used to rotate the valve is an Intelligent Motion
Systems Model HM-200-3450-700~A8 driven by a Model IB1010 stepper motor
driver, producing a holding torque of 470 oz-in when driven by phase currents
of 10 amps. It has a 1.8 degree step, followed by a 5:1 reduction in the
sprockets and drive belt, giving a 0.36 degree/step output to the rotary
valve. The stepping rate is a compromise between stepping slowly enough to not
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misstep when trying to accelerate from standstill and yet fast enough so that
the positioning time is not excessive.

POSITION SENSOR: The initial trials of the water sampler positioning
saystem were done "open loop" with no positional feedback. The number of steps
to rotate the central valve from the present drawer to the newly selected one
wag calculated, and the stepper motor given that number of steps to get to the
new position. The number was calculated to give the minimum number of steps
{hence the shortest positioning time) by indexing either clockwise or
counterclockwise. When this was tried, it was found there was too much
backlash in the drive belt and accurate positioning could not be accomplished.
A switch to only clockwise rotation made the situation better but not good.

It appeared that as the valve rotated the friction changed and the stepper
would not turn the same number of degrees for an equal number of steps at
various locations around the sampler. Adding or subtracting a number of steps
to the number calculated could not make a good enough compromise in
eliminating the positioning error. This indicated a need for some positional
feedback.

Time was short, and a reasonable absolute optical encoder was not
available, so a precision potentiometer with 360 degree rotation was fitted
into a small pressure case and attached to the sampler frame while the shaft
was brought out through a seal and coupled to the rotary valve shaft. The ends
of the potentiometer were connected to common and full scale voltage, and as
the valve turned, the voltage on the wiper would be proportional to its
position. The controller would then compare the voltage on the wiper to the
voltage calculated for the desired new position and determine the number of
steps necessary to bring it to that position. The stepper was then instructed
to go two thirds of the way to the target position and then to resample,
recalculate, and again go two thirds of the way. This continued until the
potentiometer indicated it was within 5 degrees of the desired position and
then it was told to go all the way, there being not much of a chance for
errors in this small amount of movement. This ecenario produced very
acceptable results, being not more than one sixteenth of an inch in error in
aligning the slot in the valve and the slot in the sample drawer. The
electrical dead spot on the potentiometer was positioned in an area where
positioning was not required (no drawer slot existed). The potentiometer was
fitted into a small pressure case and attached to the sampler frame while the
shaft was brought out through a seal and loosely coupled to the rotary valve
shaft.

Shipboard Control

CONTROLLER SOFTWARE: This includes the two communication paths going up
and down the lowering cable, the CTD data and sample commands, and also the
communication between devices hanging on the IEEE Serial Instrumentation Loop
(SAIL). Each SAIL device has its own address to which it and only it responds.
Below is a list of those devices in the water sampler system:

ADDRESS DEVICE
#FWS Water Sampler Controller
#TM Telemetry Module (Underwater Unit)
#TD Telemetry Module (Deck Unit)
#AT Altimeter
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The water sampler controller, once addressed, awaits commands to take a
sample on a prescribed drawer. The altimeter will respond with ranges and can
also be directed to change its operating parameters, such as pulse length,
power level, blanking time, etc. (see Appendix B). Likewise, the telemetry
units may be directed to change their parameters for gain, filtering, and baud
rate.

All devices, including any device already active, wake up when sent a #
symbol as an attention character and then prepare to decode and check the next
two symbols to see if it is their address. Once a device recognizes its
address, it goes "active" and is ready to receive further commands, while the
other devices on the line immediately become inactive. Depending on the
particular device's software, the active device may complete its last command
before returning to its command interpreter where it can recognize the #
symbol. All devices also respond to a BREAK command (sending a "1" for one
second) by becoming inactive. Once activated, each device will respond with a
"CR" (carriage return - hex OD), a "LF"(line feed - hex OA), and an "ETX"(end
of transmission - hex 03) to signify it has recognized its address.

Following is a listing of commands and responses for the water sampler
controller and altimeter. Commands for the telemetry unit can seriously
influence the operation of the system and should be executed only by a
knowledgeable person. Therefore, they are not listed along with this general
operator's type information.

In addition, each device has its own unique software for performing
individual functions as specified by the commands. In the case of the water
sampler controller, it receives other inputs in the form of feedback from
various position and flow sensors which allow it to "home in" on an end point
to the control action in a "smart" fashion. To perform the function "take a 3
liter sample in drawer 7" requires the completion of several commands
interacting with the sensors. All commands are self completing and require no
further communication with the surface, nor can they be influenced by surface
control. Default limits are set which prevent "runaway" or attempts to perform
unrealistic tasks.

The implementation of the Basic command set in the controller provides
for stopping the program operation by sending an "ETX" (hex 03) character to
the controller. However, the SAIL protocol uses this character as an
acknowledgment, so addressing the altimeter would result in its responding
with "CR" "LF" "ETX", shutting off the water sampler controller. Therefore,
additional commands were written to enable and disable this function in the
controller so that it could be stopped on command by reenabling it, but so
that it would not respond to "ETX" when disabled as in normal operation.

For engineering purposes, other commands with different responses to the
surface were provided to accomplish the same commands as shown above in the
chart, while also sending a greater amount of performance data on data such as
"homing” speed and accuracy.

OPERATOR’S CONSOLE SOFTWARE: A QuickBasic program was developed for use
at the operator's console. It provided a schematic display of water sampler
status on the screen, with the addition of menus to select commands. The
operator could select menu items such as "3 liters"”, "drawer 17", "downward
cast”, "take the sample". The program would then combine the commands needed
to perform this operation in a sort of batch file, sending each subsequent
command upon receipt of a confirmation of completion of the previous command
until the task was completed. It had the "intelligence" to prevent it from
inadvertently taking another sample in a drawer already sampled (even though
the status display told the operator it had been sampled). It would also stop
the operator from taking too large a sample which might burst the storage bag
in the drawer.
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ENGINEERING TERMINAL: Early on it was realized that more operational
information was needed by engineering to measure the sampler‘'s performance.
The QuickBasic program written for the ultimate user was adequate for his use,
but did not provide enough information about how well the system was working
(to confirm adherence to J{esign goals) and, if something was not working, it
did not show what was wrong.

The Basic program depended too much on specific commands and responses
and would have been hard pressed to sort out the extra data from the
underwater unit. It was therefore decided to use a standard terminal emulator
software (Mirror or ProComm) at the surface when engineering was operating the
system. Commands had to be sent manually by the operator in the proper
sequence with no error checking for improper commands. This did provide,
however, an excellent means of collecting performance data for future review
and it allowed the user to try various modes of operation. Although the
additional tasks imposed by the special engineering commands slowed down the
controller's accomplishment of the functional tasks, it was not appreciable
enough to affect performance. As an aside, the larger amount of data sent back
did allow a better evaluation of any interference affect on the CTD data
caused by the adjacent communication channel.
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WATER SAMPLER CONTROLLER COMMANDS

l! COMMAND

I DESCRIPTION

RESPONSE
A) #Ws "CR"LF*
*SET COMMANDS"
B) SRan OK"CR"LF"ETX"
o SSn OK"CR"LF"ETX"
D) sD OK"CR"LF"ETX"
E) SH OK"CR"LF"ETX"
F) SE OK*CR"LF"ETX"
"DATA COMMANDS"
G) DS nnn,cc,g,d,0,hhhhhhhhh
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Water sampler in the open addressed state

Select Chamber Number nn with the rotary
valve. Note, Sec Error Response.

Sample n Liters of Water. Note, there is
approximately a 5 second delay from the
OK to the WS> response. Updates
chamber sample status based upon position
of rotary valve (see RC and CC
commands). Updates volume measured
value (see RV command). Note: See Error
Response.

Toggle Position of directional valve. If at
top move to bottom, if at bottom move to
top. Note: See Error Response.

Return Rotary valve to the "home"
position. Note, See Error Response.

Return directional valve to the "home”
position. Note, See Error Response.

Read Status from the sampler where:
nnn = Volume sensed by flow sensor
for last sample collected in L*100.

cc = Position of Rotary valve.

8 = Rotary Valve @ Home
0 = "No", 1 = "Yes"

d = Position of Directional Valve

*d" = T for "TOP"
*d" = B for "BOTTOM"

o = Directional Valve Home
0= "No", 1 = "Yes"

hhhhhhhhh = Read Chamber status.
Data returned as 9 hex characters when
converted to binary represent the
present status of each chamber. A "1
represents sampled, a )’ represents
empty. As an example 00007 means
that chamber O, 1, and 2 have been
filled and chamber 4-36 are empty.
Note: See Ecror Message.




II COMMAND l

RESPONSE

DESCRIPTION

H) DA
"RESET COMMANDS"
D RC
Y/N
)] RP
Y/N
"ERROR RESPONSES”
K)

—

"CR°LF*ETX"

bb.bb,ss.ss,pppp.p,
wtt"CR"LF"ETX"

(Y/N)?"CR"LF"
"CR"LF"ETX"

(YIN)?-CR-LF-

"CR"LF"ETX"

Ea"CR"LF"ETX"

52

HEX 7

Binary 00000111
INER
| | | t——— Chamber 0 Full
| | Y———— Chamber 1 Full
| L————— Chamber 2 Full
l——————— Chamber3 Emt

Read A/D convertor from sampler
Where: bb.bb = Battery Voltage
ss.58 = Sea Cable Voltage
pppp-p = Pressure psia

uit.t = Tension psia

Clears chamber status table. Assumes
draws and water have been removed from
sampler. Verification via the RC command
would result in 00000 value.

Toggles power on/off to external sensors
connected to command link.

The controller responds with an error code
an, where nn is per the following table:

0 Rotary Valve Failed to "Home"

1 Directional Valve Failed to "Home"

2 Memory Failure

3 Chamber Already Sampled

4 Invalid Command Received




TESTING AND EVALUATION

Laboratory and Dockside Component Testing

Bag Material Selection

In addition to being leak-tight and mechanically strong, the water
sample containers must not allow the initial concentrations of dissolved
substances in the water sample to be significantly altered during collection
and storage. Contamination of the water samples by or through the container
walls is always present to some extent, and cannot be eliminated completely.
The processes of contamination include the removal of molecules in solution
within the water sample volume by adsorption (adhesion of the molecules to the
wall surface), absorption of molecules by the walls, or diffusion of molecules
through the walls. Conversely, molecules not present in the originally
sampled water may be introduced into the water sample by transport through or
release from the container material. Therefore, it is important to establish
the rate of contamination of candidate container materials, and then to assess
how severe the contamination may be for a particular material in this
application.

A number of materials were evaluated for possible use in constructing
sample containers or bags. Based on initial tests discussed below, the most
promising material for containers is a tri~laminate film consisting of 1.0 mil
polyester - 0.7 mil aluminum and 0.1 mil polyester. (Note, 1 mil = 0.001
inches.) There are advantages and disadvantages in using flexible bags for
sample collection versus the traditional rigid Niskin bottles.

ADVANTAGES:

‘o A bag surrounded by seawater as it is lowered or rscovered does
not have the compressibility problems of the Niskin bottle, which
may leak ambient water into the sample as it is lowered after
closing, or expel sampled water as it is recovered. The sample
bag merely acts as a separator, allowing the water inside to
comprass or expand with the ambient pressure. Therefore, samples
can be gathered reliably on the descent.

. Water can be drawn from a bag without introducing an air or gas
headspace inside. As soon as a rigid wall container, such as a
Niskin bottle, is opened for sub-sampling, gases begin exchanging
between the seawater and the headspace. The resulting changes in
dissolved gas concentrations are dependent on many factors,
including the gas exchange coefficients, the time between opening
the bottle and collection of the samples, the volume of the bottle
and volume of water withdrawn for previous samples, the distance
between the headspace and the area where samples are withdraw, the
stratification of the seawater in the bottle, the amount of ships
motion, and the gradient between the concentrations of the gases
in the seawater and the headspace phases. In contrast, when
sampling from flexible bags, the dissolved gas concentrations
inside the bag should not change during the normal sampling
processes, and the quality of the last water sample drawn should
be as good as the first.

. The inside of the bag can be cleaned thoroughly during manu-
facturing (perhaps sterilized) and sealed until collection of the
sample. Thus the inside walls are not exposed to contamination
on board ship, or while moving through the water column prior to
sampling.
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. The seawater held in a bag is not in contact with large internal
springs, O-ring seals, internal lanyards, etc. These components,
which are present in standard Niskin bottles, can cause contami-
nation problems for some chemical measurements.

L The permeable layer of tri-laminate which is exposed to the
seawater can be made very thin (e.g. 0.1 mil). Thus dissolved
gases or other material can only change with a small, fixed
quantity of permeable material. For gases in 0.1 mil polyester,
this exchange process is rapid, and the equilibrium amount of gas
present in the wall layer can be calculated. The Niskin bottle
has a 1 cm thick PVC wall which can pick up various amounts of
gases and other contaminants from the atmosphere on shipboard and
during shipping. The equilibrium time constant for gases in a 1
cm thin layer of plastic at normal temperaturz=s is of the order of
weeks to months. Therefore, during the relatively short period of
flushing in the water column during a cast, the walls do not
approach equilibrium with the dissolved gases in the surrounding
water. Following closure of the bottle, the walls will continue
to take up from or release gases to the sample. This amount is
variable and strongly dependent on the amount of time that the
sample remains in the bottle, the initial distribution of gases in
the bottle wall before closing and the diffusion coefficient for

the gas.
DISADVANTAGES:
. The bags must be manufactured under ultra-clean conditions. Also

they must be able to be stored for months in an environment where
there can there be no slow contamination via diffusion through the
walls, seams or valves before being used.

. Since it will probably not be feasible to test each bag prior to
use, rigorous quality control must be maintained during
manufacturing, or during any post-manufacturing cleaning process.

o Surface adsorption onto the inner plastic layer and aluminum layer
may be a problem for some types of measurements. Niskin bottles
are flushed with large volumes of water before closing, and active
contamination sites are filled prior to closing. An unflushed bag
may have active sites which remove significant amounts of
dissolved species such as phosphate or trace metals from the water
sample. The aluminum layer may also be reactive with some species
such as oxygen. Tests indicate that the effects of adsorption by
the inner polyester and aluminum layers are small for CFCs and
nutrients over periods of at least several hours. The results of
the tests of the bag material with dissolved phosphate are
especially encouraging, since this nutrient is typically the one
most susceptible to adsorption losses using existing sampling
methods.

o Each bag is unique and used only once. 1If bag manufacturing is
not uniform, or an individual bag is contaminated, it will not be
detected until use. A Niskin bottle is reused, and a log of
bottle history can be maintained to indicate problems or
deviations due to individual bottles.

Laboratory Bag Testing
CHEMICAL REQUIREMENTS: The WOCE requirements for the water samples in

1989 are given in Table 6. Our goal was to obtain maximum contamination
levels of samples obtained with the integrated water sampler (normal water
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sampling procedures with a four-hour cast time and one-hour wait on deck) of
less than those listed in Table 7 below, which is a 1990 update, and
consistent with or better than Table 6.

TESTS: Laboratory testing focused on the suitability of materials for
use in helium and chlorofluorocarbon (CFC) sampling. Helium has a very high
diffusion rate through many materials, and was used to serve as a check on the
maximum rate of gas transfer through container walls and seams. Adsorption
and release of trace levels of CFCs (especially Freon-11) from container walls
and seals has been a severe problem with Niskin samplers.

The transfer rates of gases through plastic films vary widely depending
on the type of gas and the composition of the film material. Based on
permeability data, calculations indicate that even for low-permeability
plastics, the rates of gas diffusion through thin-walled bags is unacceptably
high. For example, the flux of oxygen from the atmosphere into oxygen-free
water stored in a 10-liter spherical bag with a surface area of 2250 cm’
constructed of 1 mil thick Saran film can raise the dissolved oxygen
concentration by about 0.006 ml/liter/day.

A number of thin tri-laminate (polymer-aluminum-polymer) films which
have much lower permeabilities than mono-layer polymer films are commercially
available. 1In such multi-laminate films, the addition of a thin (0.5 mil)
aluminum layer can reduce the overall permeability of a film by a factor of
1000 or more.

Samples of several multi-layer films were obtained and tested for
possible bag construction.

FREON TESTING: Due to the extreme sensitivity of chlorofluoro- carbon
(CFC) or Freon measurements to even trace levels of contamination, emphasis
was placed on determining the suitability of various materials for use in
collecting seawater samples for dissolved CFC analysis. It was felt that bag
materials with contamination rates of the order of the present limit of
detection (5 x 10-15 mole/liter) would be reasonable candidates not only for
Freon samples containment, but also for the measurement of other dissolved
chemicals (gases, metal ions, nutrients).

CFCs (as well as other gases) can exchange between the permeable
material in the walls of the container and the water sample. As a result,
wall materials which initially contain high levels of CFCs can badly
contaminate a low-CFC sample. Conversely, if the walls of a sample container
are initially CFC-free, dissolved CFCs can be lost from the sample by
dissolution into the walls. In multi-laminated materials, these effects can
be reduced by choosing a thin inner layer of material with low CFC solubility.
(In commercially available tri-laminated materials, the minimum thickness of
the inner layer required to form a seam by heat sealing techniques is
typically about 0.1 mil).

Laboratory tests were performed to determine the solubilities of Freon-
1l and Freon-12 in samples of various plastic films. Samples of aluminum,
polyester, Saran, Surlyn, nylon, polyvinylchloride (PVC), and polypropylene
films of various thickness were obtained from Battelle-Columbus and tested at
WHOI for their ability to absorb or release Freon-1ll and Freon-12. At 25°C,
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Table 6: Requirements for WOCE Water Sampler

T: Deep Sea Reversing Thermometers (DSRTs) are available with 0.004-
0.005°C accuracy and 0.002°C precision for expanded scale instruments.
Reliable multiple CTD-sensors have the potential to eliminate the
standard use of DSRTs. Digital DSRTs do not require long soaking times
and can serve as a means for calibration and performance checks.

S: 0.002 PSU accuracy is possible with Autosalinometers and great care
taken to monitor Standard Sea Water. Accuracy with respect to one
particular batch of Standard Sea Water can be achieved at 0.001 PsU.
The Autosal is better than 0.001 PSU precision, but great care and
experience is needed to acheive these limits on a routine basis as
required for WOCE. Laboratories with temperature satability of 1°C are
necessary for propoer Autosal performance.

0,: accuracy <l1%. Some laboratories achieve 0.5%, which is desirable
for deep sea work and hece required for WOCE, and 0.1l% precision, with
improvements due to developements in 'new' end-point techniques.

NOy: approximately 1% accuracy and precision full scale. The standard
is probably appropriate for the WOCE Hydorgraphic Program.

PO,: approximately 1=-2% accuracy and precision full scale. It is
recommended that standards for nutrients be developed.

$i0;: accuracy approximately 3% and full-scale precision. Strong
opinion exists that laboratory temperature fluctuations cause
significant errors, because 1°C laboratory fluctuations yields
appromately 1% change in SiO;.

3H: 1% accuracy and 0.5% precision with a detection limit of 0.05
tritium unit (TU) in the Northern hemisphere, upper ocean and 0.005 TU
elsewhere.

§He: 1.5 per mille in accuracy/precision in isotopic ratio; absolute
total He of 0.5% with less stringent requirement for use as a tracer
(e.g. He plume near East Pacific Rise.)

CFCs: accuracy/precision at approximately 1%, blanks at 0.005 pM with
best techniques. Investigation of CFC collection and analysis
technology appropriate to these quality levels on 'mass production'
basis needed.

%c: 3 mille via beta-counting on 200-liter samples; 5-10 per mille with
Accelerator Mass Spectrometer.

85kr: detection limit of 1% of surface concentration; precision of 4%
decreasing to 25% for samples near the detection limit.

Mar: precision of 5% of surface value; minimum detectable amount about
5% of surface value.

228pa: 5% accuracy/precision.

5'%0: may be used in high latitudes; these should be measured with

accuracites of 0.02 per mille.

Adapted from Table II.A.4 in World Ocean Circulation Experiment, U.S.
WOCE Implementation Report Number 1, March 1989.
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Table 7: Maximum Contamination Levels Allowable on WOCE Water Samples
- ____

Dissolved Gases Oxygen -~ 0.5 uM/kg
Freon-11 and Freon-12 - 0.005 pM/kg
Helium - 8 pM/kg

Salinity 0.001 PSU => <«<1.0 cc water leakage

Nutrients Silicate -~ 0.1 uM/kg
Phosphate - 0.01 - uM/kg
Nitrate + Nitrite - 0.03 uM/kg

Isotopes Tritium - 0.001 T.U. (deep samples)
e e e —

—

Freon-1ll solubilities in these samples ranged from a factor of 90 (for
polyester) to 300 (for Surlyn) times higher than seawater. Freon-12
solubilities were typically about 50% lower than those of Freon-11 in the
materials tested.

= - Small pieces of the samples (several square cm) were
flushed with pure nitrogen for several days (a freon-free environment), then
placed in syringes with water free of CFC. Measurements of the increase in
CFC in the water were used to estimate how effective the initial nitrogen
flushing process was in removing traces of CFC from the film. After exposure
to clean nitrogen for several days, all of the above materials continued to
release trace amounts of CFCs (especially Freon-11) into the water samples.
This cleanup process is relatively fast: for the 0.1 mil polyester film at
25°C, more than 90% of the Freon-11 initially present in the film was removed
in about 3 hours. Removal rates are about 100 times faster at 80°C. When
scaled to the film-surface-area/ water~volume ratio expected for 10-liter
bags, the observed rates of release of Freon-11 from polyester material
exceeded desired blank levels in a sealed bag stored longer than about a week.

Freon Releage Tests - Small pieces of the samples of the above materials
were exposed to high levels of Freon—-1l and Freon-12 (1000 x modern clean air
concentrations), then placed in syringes with CFC-free water for various
lengths of time (minutes to days). The rates of release of Freon-1ll1l and
Freon-12 were greatest for polypropylene and least for polyester.

Adsorption Tests - The aluminum substrate in the bag could represent an
active surface for adsorption. The polyester liner between the aluminum and
sample water acts as a diffusive barrier to increase the length of time the
sample can be stored in the bag before adsorption becomes significant. Tests
with 1 mil thin polyester indicate that the diffusive time scale is in the
range of 4 to 8 hours. By going to a 2 mil thick material, we would gain as
the square of the thickness and would obtain a 16-32 hour storage time.

Abgorption Tegts - The dissolution of the water sample’'s Freon into the
initially Freon-free plastic will deplete the sample. Samples were then
flushed with pure nitrogen and placed in syringes containing water of known
dissolved Freon-1l1 and Freon-12 at moderate concentrations. No significant
amount of absorption of dissolved CFCs onto the surfaces of polyester or
aluminum could be detected for examples exposed to water for a period of 2
days. Small decreases in dissolved Freon-11 and Freon-12 concentrations were
obgserved in some water samples exposed for several days to the other films.
For a 0.1 mil polyester film on a 10-liter bag, this would lead to a
predictable loss of about 0.5% of Freon-11 and 0.25% of Freon-12 to the inner
polyester lining. These results are more favorable than the potential error
introduced by diffusive exchange of a sample with the 1 cm thick PVC walls of
a Niskin bottle.
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HELIUM TESTING: The proposed tri~laminate bag uses an aluminum diffusion
barrier sandwiched between two polyester layers (polyester was chosen as the
inner plastic material since it was least contaminating for freons). The
diffusion coefficient of helium in aluminum is immeasurably small, so the rate
of diffusion is controlled by the number of pinhole leaks in the aluminum
layer and in the seams. Aluminum foils thicker than 0.7 mil essentially have
no pinholes. The seams have a small net area, and can be made sufficiently
deep to be a good diffusion barrier. The final proposed bag material consists
of a multilayered laminate consisting of 0.49-mil polyester outer film, a
1.0-mil aluminum film, a second 0.49-mil polyester film, and a 0.2- to 0.3-mil
heat-sealable inner coating.

Tests were run on bags of a tri-laminate of 0.l1-mil polyester, 0.75-mil
aluminum, and 1.0-mil polyester, with the 0.1-mil polyester layer on the
inside. Since the aluminum is sufficiently thick, the only leakage path
should be through the seams, and the only source of error should be the
capacity of the inside seal layer to give off or take up helium. The volume
of this seal layer is 0.6 cc and the solubility of helium in the plastic is
similar to that of water, so the total error is less than 0.01%s.

Tests were made by exposing small bags of water (200 cc water with 42 cm
seam length) to varying helium atmosphere for certain periods of time. The
experiment was very sensitive due to the large seam-to-volume ratio, so the
results were scaled up to the full size 10-liter bag with 145 cm seam length,
using a typical storage time of two hours. This estimated time the water
sample will spend in the bag before subsampling includes 45 minutes to rise
from 5000 m depth at 2 m/sec rate, 30 minutes before retrieval of the sample
and another 45 minutes for sampling. The scaled results are given in Table 8
below and are the expected percent equilibrium of the sample with the
environment.

If the highest helium loss listed (0.1%+0.01%) is selected as a worst
case leakage rate, it would introduce an error of 0.05% in a deep Pacific
sample (with &°He of 50%), i.e. one third of analytical error.

Therefore, the seams, when properly formed, present an adequate
diffusion barrier to prevent significant helium leakage, but small
imperfections in the seam path may present occasional leak paths (which
probably caused the measurable contamination level observed in experiments 1
and 3 above). Therefore, even with no improvement in the seam sealing
technique, there is no real problem effecting helium measurements.

OXYGEN AND NUTRIENTS: Oxygen may be lost through diffusion through the
plastic and by oxidative loss on the aluminum substrate. These are not a
problem because the diffusive time scale through the polyester layer is too
long. Bagged seawater tests have shown that the aluminum, protected by the
plastic layer, still appears shiny after several months.

Adsorption of nutrients (phosphates and nitrates) by possible chemical
reaction with the aluminum was evaluated by W. Jenkins (WHOI) and J. Jennings
(OSU) during the 10° North Pacific Ocean Survey in April 1989. For this test,
several assorted sample containers were filled with seawater samples collected
in the mixed layer, at the nutrient maximum, silicate maximum and near the
bottom. The containers were made from a tri-laminated material consisting of
a 0.1 mil polyester inner sea layer, a 0.7 mil aluminum foil middle layer and
a 1.0 mil polyester outer layer. Three container sizes having different seam
lengths, volumes and surface areas were used as listed in Table 9. The
largest containers were made with only two seams, whereas the medium and small
containers had three seams. Characteristics of a 10-liter design container
are tabulated as well.
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Nutrient samples were drawn from the Niskin bottles, then processed in
normal fashion using standard laboratory techniques. Duplicate nutrient
samples were drawn into normal, high density polyethylene containers at the
same time as into the tri-laminate "bags", and both types were stored under
refrigeration for 2.5 hours. No special precautions were taken with the
sample containers (bags), nor was any pretreatment used. The bags were simply
rinsed and filled directly from the Niskin bottle, the top folded over three
times and clipped. After the storage period, the samples were decanted into
the standard analysis vials and analyzed in duplicate. The analysis results
are summarized in Table 10 and are the average of duplicate analyses of water
from the same bag. Sample analyses were alternated, interspersed, and
reversed to avoid bias.

Average residual differences (tri-laminate minus polyethylene) are
listed below in Table 11 with uncertainties expressed as the 2~sigma standard
deviation of the mean.

Only phosphate shows any significant average difference, but at a level
which is small compared to normal analytical errors, and probably is
attributable to contamination introduced by handling of the sample container
prior to sampling (no particular precautions were taken). This is consistent
with the somewhat higher residuals exhibited by the small bags. To scale the
results up to the WOCE 10-liter design container, we used the geometric mean
volume/sea surface area factor of the containers, which provides a more
conservative estimate of the scale of the problem (choosing the volume to
seam~length factor results in a smaller estimate). No significant differences
waere observed for any of the nutrients, except phosphate, which showed a
barely detectable offset which is of no consequence for ocean tracer work.
The proposed tri-laminate bag material is therefore viable for the WOCE water
sampler.

Water Acquisition Subsystem Tests

For initial testing of the water acquisition system, a structural mockup
was fabricated to hold the components of the water acquisition subsystem. The
tests were configured to test the rotary valve assembly, pumping system,
sample container with inlet valve, and drawer. During the tests, the
structural mockup was lowered into to test pool to depths of 33 feet.

Initial testing showed that all of the components worked, but several of
them needed refinement to improve performance and reliability as described
below.

The original floating gasket seal in the rotary valve assembly was prone
to saeparating from its body which reduced differential pressure and caused
high drag loads. The floating gasket seal design was changed to a spring
loaded, Delrin seal shaped to fit closely to the inner surface of the fixed
tube. Tests with this design showed good results.

The positioning of the rotary valve was inconsistent. This problem was
first thought to be due to the high torque requirement the floating gasket
seal put on the rotary valve motor. When the moving seals were redesigned,
the torque requirement on the drive motor was reduced to approximately a third
of the motor capacity, yet the positioning problem still persisted. The
rotary valve is turned by a stepping motor, that is coupled to the rotary
valve with a drive belt. It is now believed that when the drive motor is de~
activated (after stepping to its next position), tension on the drive side of
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Table 8: Regults of laboratory tests to determine helium loss through seams
of tri-laminate water sample containers

o
Experiment Type of He Atmosphere Duration Scaled Effect
Number
1 9.5 fold enrichment 2 hours 0.1 + 0.01%
2 66 fold enrichment 2 hours < 0.002%
3 He-free atmosphere 5 hours 0.07 + 0.03%
4 200,000 fold enrichment 2 hours 0.014 + 0.0002%

Table 9: Physical Dimensions of Sample Containers Used for Nutrient Tests

(- e
- SMALL MEDIUM LARGE DESIGN BAG

width (cm) 3.8 8.0 14.3 ——-
Length (cm) 15.2 15.2 21.6 ——
Number of 3 3 2 ——
Seams

| volume (cc) 30 100 600 10000
Surface Area 117 243 618 2247
(cn?)
Seam Length 34 38 36 142
(cm)
V/A (cm) 0.26 0.41 0.97 4.45
v/1 (cm?) 0.88 2.63 16.7 70.4

— — ————_—
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Table 10:

Laboratory Results of Nutrient Measurements in the Pacific

e T S R
Polyethylene Containers Tri~-Laminate Containers
Sample Phosphate | Nitrate | Silicate | Cont. Phosphate Nitrate | Silicate
Depth Size
(m)
10 0.353 . M 0.35 0.9 1.3
50 0.36 1.4 L 0.36 1.0 1.4
S 0.37 1.0 1.4
800 3.28 43.9 78.3 M 3.29 44.1 78.4
S 3.31 44.1 78.5
1000 3.29 44.0 98.3 M 3.30 38.6 98.3
3000 2.77 38.6 158.1 M 2.78 35.0 157.9
5000 2.48 35.0 136.9 . L 2.52 136.8
Table 11: Errors in Sample Comparison Listed in Table 10
e ey
Analysis Actual Difference Scaled Difference
Phosphate +0.013 + 0.008 +0.001 + 0.001
Nitrate + Nitrite +0.005 + 0.06 +0.005 + 0.006

Silicate

+0.01 + 0.08

—v—

+0.001 + 0.008

Nitrite

-0.01 + 0.08
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the belt relaxes and the motor ‘loses' a few steps. 1In order to rectify this
problem, a simple belt tightening device was designed and built. This
device maintains the tension on the slack side to equal the drive side of the
belt. Even though this relieved the mis-stepping, it was decided that an
absolute positioning sensor needed to be attached to the rotary valve to
provide information on its angular location.

After initial component testing of the drawers and inlet valves of the
water container assembly, improvements to the design were made to allow easier
operation, simpler construction, and improved performance. The magnets in the
inlet valves are bonded into place, doing away with the reliability concerns
of the previous set-screw design. The valve is designed with a step such that
when the magnet is bonded flush with the valve body, the cracking pressure of
the valve is 7 psi. This design step reduces the trapped volume between the
poppet and the valve body to below the 1.5 to 4 cc found in previous static
leakage tests of the valves when subjected to ambient pressures of 9000 psi.
This design also simplified the assembly procedure of the valve.

One area of concern was whether or not the poppet seal would have any
permanent setting problems. Tests at Battelle have shown that no permanent
get problems exist with the selected neoprene seal when compressed 25% and
exposed for 6 hours to 140 °F (or for 18 hours at 125 °F), or for
approximately one month at room temperature.

Initial filling tests, show that the tails of the bags come times
blocked drawer outlet prevent the bags from filling completely. A bag
retaining plate was designed and added to the water container assembly to
prevent the bag tails from blocking the pump suction.

The poppet valves are made of steel with a coating of Scotch-coat epoxy.
Samples of these poppet valves were tested by a WHOI chemist. The tests
resulted indicated that the coating doesn't present a contamination problem.

The initial bag configuration was a near square (15" x 15") bag, but
filling tests resulted in pinholes in the aluminum layer reducing the
effectiveness of the bag material to retain dissolved gases. By testing
different bag configurations, it was found that shape and size had a major
impact on the amount of pinholes created when the bag is filled. Many bag
shapes were manufactured from the bag material candidate, filled with water,
drained, and inspected for pinholes. The optimum designs were those which
held the greatest amount of seawater with the least amount of pinholes. A
secondary design consideration was to keep the total internal surface area as
low as possible to allow the shortest possible nitrogen purge times. The
selected candidate shape is a long rectangular shape (13" x 42") which folds
back on itself in the drawer to provide four separate pockets.

Dock-side tests of water sampler at WHOI were conducted on March 9, 12,
13, and 14. During testing, it was determined that the pump motor controller
did not perform properly at cold temperatures. Apparently the electronics of
the controller do not permit adequate battery power to energize the motor when
subjected to low temperatures. Proper motor speed (e.g. 3000 Rpm) and opening
of inlet valve, in cold water, is only possible when the motor is allowed to
run for 20 to 30 seconds, thus warming up the electronic components.
Recognizing this problem, the field tests were conducted by running the motor
much longer than the typical S5-sec filling time obtained in warm (70°F) water
testa. After the shake down cruise, the motor, pump and motor controller were
returned to the LandSea, the manufacturer, in Buffalo, N.Y. Modifications
were made to the motor controller. An acceptance test was conducted
demonstrating that the motor could generate 0.5 hp (at 3600 RPM) output at the
shaft while the motor controller was at 2°C.

62




Water Sampler Terminal Velocity

A series of terminal velocity measurements of the underwater unit were
made at the WHOI pier. The upper and lower fiberglass shrouds were bolted
onto the frame. A lead weight was bolted into the frame near the calculated
center of gravity to simulate the weight and buoyancy of all of the various
pressure cases, etc. A sheet metal shroud was wrapped around the cylindrical
portion of the underwater unit to simulate the surface when all of the drawers
and lower shrouds were in place. Syntactic foam blocks were bolted in place
under the top hemispherical fairing.

A low inertia wheel with small diameter Kevlar line wound on it was
mechanically linked to a precision rotary potentiometer. The output of the
potentiometer was recorded on a strip chart recorder. The Kevlar line was
attached to the apex of the underwater unit. The underwater unit was
suspended from a quick release hook over a well in the WHOI pier. When the
release hook is tripped, the Kevlar line causes the wheel to spin and the
potentiometer records line out as a function of time (terminal velocity).

The free fall of the sampler was arrested short of impact with the
bottom (at 60 feet) by 50 feet of nylon line and a float. The float stops the
underwater unit, and the nylon line is then used to haul it all back to the
surface. This test was repeated four times, and the resulting terminal
velocities were averaged. The freefall terminal velocity of the underwater
unit as tested was 2.5 m/sec or 152 m/min.

Test and Evaluation Cruises

Shakedown Cruise

In preparation for the evaluation cruise, a shakedown cruise was
conducted. The R/V Oceanus departed Woods Hole at 0830 on March 15, 1990,
with a scientific party of 11, including 8 project personnel from WHOI, 2
project personnel from Battelle, and an additional WHOI scientist conducting
ancillary tests. The cruise track extended from Woods Hole, southward across
the continental shelf, and into water depths of approximately 2400 m. the
majority of the testing was conducted offshore of the continental shelf,
between 1900 h on March 15 through 1300 h on March 16. The weather was
extremely cooperative, with seas less than 3 ft and idle winds. The R/V
Oceanus returned to port at 2030 on March 16.

The water sampler was deployed a total of 4 times. Two shallow
deployments were made on the continental shelf, and two profiles to roughly
2100 m were made on the slope (see tables of Cast 1 and 2 in Appendix C for
data on these profiles). Winch speeds were varied over the range from 0.5 to
2.0 m/sec. No problems were encountered with the Markey winch on the vessel.
(Note, that over the 2000 m profiles, the maximum attainable descent and
ascent speeds with the winch were roughly 130 and 105 m/min, respectively.)

Below we provide a list of the significant results of the shake down
cruise testing:

HANDLING SYSTEM: The temporary handling apparatus proved to be adequate
for safe launch and recovery of the sampler; the unit was launched and
recovered four times without damage to equipment or personnel. We expect that
safe handling can be accomplished in moderate seas with this equipment.
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WINCH, WIRE, AND TERMINATION: The Markey DESH-5 winch had no difficulty
with the underwater unit in the water, in air without samples, or in air full
of water.

No problems (kinks) were encountered with the 0.322-in conductor wire
due to the use of the water sampler.

The specialized termination exhibited no problems or wire extrusion. An
at-sea retermination was accomplished in less than two hours. (The
retermination was necessary because of a kink in the wire caused by the sheave
on the ship's hoisting arm.)

UNDERWATER UNIT: When the underwater unit is lowered into the water it
does not float; in fact, it maintains a vertical orientation regardless of
lowering rate. Thus, the unit is well ballasted and entrapped air does not
cause instability or slack wire when the unit is emersed without prefilling.

It takes roughly 30 sec for the majority of the air to vent from the
underwater unit as it enters the water, but this does not affect stability. A
rapid lower to 10 m was made to determine whether the inlet valves would open
due to reduced pressure in the drawers caused by air still trapped within the
venting drawers. None of the six drawers with evacuated sample bags collected
water during this test.

Tilt and spin sensors within the underwater unit indicated that the unit
tilted on average less than 5 degrees during lowerings at 1.5 m/sec and less
than 10 degrees at lowering speeds of 2.0 m/sec; observed tilt was less than 5
degrees during upcasts. Spin was minimal throughout the tests, typically less
than 10 turns per deep cast.

The wire-tension indicator on the Markey winch revealed tensions that
were consistent with empirical predictions. The tension cell within the
underwater unit appeared to be malfunctioning during the casts.

WATER ACQUISITION SYSTEM: The rotary valve successfully accessed all 36
sample drawers during each of the two deep casts without a single positioning
error. The location of the rotary valve was confirmed for each sample drawer.
By intentionally not filling some of the drawers, it could be determined that
the rotary valve was not accessing multiple drawers during sample collection.

Full 7 L samples were collected while the underwater unit was (1) held
at a constant depth, and (2) descending and ascending at speeds up to 1.5
m/sec.

Full 7 L samples were collected at a variety of depths between the
surface and 2000 m. Also, empty samples containers were cycled over an entire
2000 m cast with no entry of water through the inlet valve, expect for one
"freak" container (or bag).

Some containers were intentionally only partially filled by limiting the
pumping duration. Because these containers did not fill completely, it
appears that the dynamic pressure differential created during ascent/descent
was insufficient to keep the inlet valve open when the pump was turned off.

The flowmeter readings did not give an indication of a successful sample
bag filling operation.

The exhaust valve position shifted to its appropriate setting.
CTD SYSTEM: A WHOI-owned EG&G/NBIS Mark III-B CTD was used for the

tests. This unit was modified to accept data from a tension cell, a compass
(spin detector), and a 2 axis tilt sensor, all of which were mounted in the
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underwater unit (see Engineering Module section above). Preliminary
indications were that the quality of the CTD data was not degraded by the
altimeter nor activation of the water sampler control unit.

COMMUNICATION SYSTEM: The communication system for the water sampler
worked well with few, if any, errors in the two-way communication. Activation
of the rotary valve, monitoring of the batteries, interfacing with the CTD
data stream, and communication with the altimeter were all operable.

POWER SYSTEM: The 48-volt battery pack within the underwater unit was
fully capable of driving the water sampler components. In fact, each of the
two 2000 m profiles was equivalent in pumping time (and battery usage) to
three profiles (3 times 36 samples collected with 5 sec pumping times). A
separate battery pack was used for the second profile. Also, the battery
packs were recharged aboard the vessel.

No grounding problems were encountered. Handling personnel experienced
no elactrical shocks during deployment and recovery operations.

ALTIMETER: The altimeter was temporarily mounted on the outside of the
underwater unit for this test. The communication interface to the altimeter
was operational for changing the ping interval of the altimeter and obtaining
height-off~-the-bottom data. However, the height information was not reliable
and the control of the altimeter output power apparently was not working. The
unit was returned to the manufacturer for repair and checkout.

The graphic recorder on the R/V Oceanus was used to record the received
acoustic signals from the altimeter (independent from the direct interface
through the water sampler control unit). Good bottom-return signals were
received regardless of the depth of the underwater unit (l-way travel distance
of roughly 2400 m). The direct signal from the unit to the vessel was weak
due to the downward looking orientation of the altimeter's transducer. These
results indicated that the altimeter's acoustic output is strong but the
acoustic pulse detecting circuit with the altimeter has problems.

PREPARATION OF WATER ACQUISITION SYSTEM: A single person was able to
install the 36 drawers into the water sampler in less than 1/2 hour. (This
was done twice by two different "semi-skilled" persons.)

Evaluation Cruise, Leg 1 - Woods Hole to Bermuda

The purpose of the evaluation cruises was to conduct at-sea tests to
demonstrate that the prototype water sampler performed as expected and met
design specifications.

The purpose of Leg 1 was to conduct engineering and hydrographic tests
of the Water Sampler.

PARTICIPANTS ON LEG 1 OF EVALUATION CRUISE:

Indjividual Affiliation Responsgibility
1 H. Berteaux WHOI Chief Scientist
2 R. Millard WHOI Scientific Coordinator
3 J. Kemp WHOI Water Sampler Deployment
4 A. Fougere WHOI Control Electronics - Sr. EE
S C. Eck WHOI Control Electronics - EE
6 S. Smith WHOI Control Electronics - EE
7 P. O'Malley WHOI Water Sampler Deployment
8 G. Bond WHOI CTD Operation
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8 C. McMurray WHOI CTD Data Acquisition

10 G. Knapp WHOI Salinity Analyses

11 P. Bouchard WHOI Research Assistant

12 C. Albro Battelle Water Sampler Compon. -~ Sr. OE
13 A. Shultz Battelle Water Sampler Compon. - ME

14 K. Schleiffer Battelle Water Sampler Compon. - ME

15 R. Williams Scripps Physical Oceanographer

SEQUENCE OF EVENTS:
Monday 0800 EST April 16. Depart Woods Hole, Massachusetts

Six previously used sample bags were installed into the underwater unit
and a shallow depth opening test (cast A) was conducted. All six bags
contained water indicating that they opened (All cast data are listed in
Appendix C), but they were not full. Looking at the bags within the drawer,
it looked like the overlay of the foclded bags may have prevented full bags.

Tuesday April 17

Thirty new sample bags were assembled (the assembly procedures are
discussed above in the Sea Water Acquisition Subsystem section) and installed
in the underwater unit with the six used sample bags from cast A. During Cast
B, station 0C29D002, the underwater unit was lowered to 3600 m at speeds up to
60 m/min. The results are summarized in Table 12 below. Of 16 sample bags
pumped, only 3 were full, 7 were partially full, and the other 5 were empty.
Of the 20 unpumped bags and the 5 "empty" bags, the leakage into the bags
ranged from -1 cc to 85 cc. The two bags with 1 cc leakage exhibited a ridge
of bag material around the poppet. During the cast, the altimeter
successfully acquired and tracked the distance at the bottom. A comparison of
altimeter and CTD depths from pressure is given in Table 13.

During Cast B, the end cap separated from the rotary valve preventing
the controller from knowing where it was. Before the next cast it was
repaired and checked out.

Fig. 14 shows unedited, processed, summary plots for Cast B - Station
0C29D002. A fresh water layer with a salinity maximum and maximum
temperatures seen at about 120 m depth. Temperature and salinity decrease to
the maximum depth of 3715 m. The dissolved Oxygen profile shows a minimum atc
300 m. The number of points averaged that were averaged together in the 2 m
values plotted. The slower lowering rate in the upper 300 m and lower 200
meters is evident as greater number of samples averaged. A blowup of the 200
meter section from 2000 to 2200 meters, Fig. 15, shows that the structure of
the sigma theta (Potential Density) profile can be related to the number of
points being averaged, or the lowering rate. Minimums in the sigma theta are
correlated with minimums in numbers of points averaged (high fall rate). The
structure in the sigma-theta profile comes from the salinity record and is not
evident in the temperature profile. The variations in the number of points
are directly related to the wave activity and the roll of the ship being
transferred down the wire to the underwater unit, and affecting the results.
Note that there are two data drop-outs where data was not obtained and the
number of points averaged drops to zero. The first was just above 2500 m
depth and the second near the bottom of the profile.

HWednegday April 18

Twenty-four new sample bags were assembled and installed into the
underwater unit. Eight of the sample bags were attached to the inlet valve
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body with double sided tape covering all of the valve body. The other 16 bags
were attached with a 3.6" diameter double sided tape. These two methods of
attachments were tried in an attempt to reduce the leakage problem.

Conducted Cast C was made to 4200 m with winch speeds up to 60 m/min.
Of 18 sample bags pumped, 9 were full, 3 partially full, and the other 6 were
empty. Of the 6 unpumped bags, the leakage into the bags ranged from 2 to
31 cc. 1In general, the full taping did better. During the cast, the
altimeter successfully acquired and tracked the distance at the bottom.

Cast D was made to 4500 m depth with 18 new sample bags. Only 5 of the
18 pumped bags had any water (maximum collected was 1.5 L).

Thursday April 19
Conducted Cast D1 to 10 m with 6 sample bags. All 6 bags were full.

Conducted Cast D2 to SO0 m with 6 sample bags. Five of the sample bags
were full.

Conducted Cast D3 to 1200 m with 7 sample bags. Six of the sample bags
were full.

To increase the pumping differential pressure, the top of each drawer
was taped and a skirt was added around the rotary valve pump inlet.

Conducted Cast D4 to 3000 m with 13 sample bags. All the sample bags

were pumped with one bag being full, 7 partially full, and the other 5 were
empty. :

Thirty six new sample bags were assembled and installed into the
underwater unit. A 1/8" rubber gasket was added to the back of 5 drawers to
help increase differential pressure.

Conducted Cast E to 4000 meters. All the sample bags were pumped.
Seventeen of 22 bags sampled at 1200 m or less were full. Only 2 of 14 bags
sampled at greater than 1200 m was full.

Exiday April 20

Conducted Cast F to 1200 m with 18 new sample bags. This cast was
designed to evaluate the effect that water temperature over time had on the
filling of sample bags. At the start of the cast, two sample bags were pumped
for 5 seconds. Both were filled with more than 5 L of water. At 1200 m,
eight pairs of sample bags were pumped (one for 5 s and other for 10 s) with
the first pair pumped 90 minutes before the last pair. Generally, the 5 second

samples collected less water, but pump failures occurred after 30 minutes at
6°C.

Conducted Cast G to 4000 m with 36 new sample bags. All thirty six
sample bags were pumped for 10 s. Eighteen bags had greater than 5 L, 9 were
partially filled, 9 failed to fill. Eight of the failed bags were cut open
and leakage volume was measured. Amounts varied from 1 cc to 150 cc.

Saturday April 21
Conducted Cast H to 5 m with 12 new sample bags. For this cast, the
underwater unit was lowered through the air sea interface rapidly to test for

leakage caused by wave slap. During the launching process, the underwater
unit was pushed nearly horizontal by a passing wave. The water leakage was
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Table 12: Cruise 219 NSF Water Sampler Cast Log, Cast B

Cruise 219 NSF Water Sampler Cast
Cast:|B | | Date:|  17-Apr-90 Time in:| 8:40
Battery Set Used:|A
| |Timein|Pumping Time  [Cast  JUWU [Water |Battery [Flow  [Volume |[Volume
Drawer {Inlet Vaive {Water [Drawer |Cumulative [Speed | Depth {Temp. | Voitage [Resding [Collected |Leaked
Position |Body |[Pop.| (min)] (sec) (sec){(m/min)] (db)] (*CY (vdc) (L) (ml)|Remarks
1 3f 3 2 8 8 0| 10f 7.6] 49.6 825 3.5 (1]
2{ 33] 33 8 0 16]{1]
3 35| 35 4 8 16 0 10| 7.6f 49.4 476 1.8 {1], leaky valve]
4i 27{ 27 6 8 24 -0 10f 7.6/ 49.3 988 7.0 <
5[37A[37A 7 8 32 O 10{ 7.6] 49.2 314 6.0 (1]
6| 16} 16 8 16 48 0f 10f 7.6] 49.4 7.4 ran pump twice
7 15] 15 21 8 56 -60| 225| 10.4 223 1.8 (1]
8| 39 39 21 8 64 -60] 241} 10.1 416 0.0 5
9| 28| 28 22 8 72 -60| 267 9.5 178 6.5 1]
10 5{ § 22 8 30 -60] 255| 9.3 111 2.5 OLD BAG
11 23{ 23 22 8 88 -60] 295{ 9.0 156 0.0 25|11}
12 2] 2 23 8 96 -60! 309{ 8.5 0.0 40i(1]
13f 171 17 23 8 104 -60| 326/ 8.2] 494 129 0.0 251|111
14 20; 20 104 -60 80{{1]
1s| 1711 1 33 8 112| -60| s00| 4.6| 49.3] 258 3.0 i
16{ 13| 13 47 8 120 -60) 1600 3.8) 49.0 252 3.4 1}
17 29§ 29 62 8 128 -60{ 2400| 3.1} 48.8 195 4.5 f1]
18] 18] 18 128 -60 70
191 191 19 85 8 136 -30| 3600 2.2| 48.5 142 0.0 1{[1],{2]
20{ 32} 32 40
21| 40| 40 85|(1]
22| 37| 37 9|1
23! 301 30 1{[1],12]
24| 4] 4 221(1]
25 21| 21 8|OLD BAG
26] 22} 22 35
27| 36] 36 10{OLD BAG
28] 25| 25 26
29( 10{ 10 15
30 1 1 21]OLD BAG
31| 26] 26 20{OLD BAG
321 34| 34 35/0LD BAG
33| 38 338 11
34| 9| 9 1j12)
35 8| 8 20
36/ 31; 31 45
Notes: |[1] Refolded Bag
[2] Ridge around poppet
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Table 13:

Altimeter Results of Cast B

Date: 17 April 1990 | Water depth based on Ship's Fathometer 3981m
Latitude|38°13.99'N
Altimeter CTD Water|  Altimeter
Bottom(m)| Depth(db) gr{1]{  d(1]|Depth(m)[1]| Depth(m)[2]| Delta(m)[3]
1264 2769 10{ 26765 2730 3994 -1
1240 2790 10| 26967 2751 3991 2
1203 2830 10§ 27351 2790 3993 0
., 1166 2860 10{ 27639 2819 3985 8
991 3044 10{ 29405 2999 3991 2
889 3150 10{ 30422 3103 3992 1
796 3250 10{ 31381 3201 3997 -4
693 3350 10} 32340 3299 3992 1
350 3712 10| 35806 3652 4002 -9
455 3600 10| 34734 3543 3997 -5
684 3367 10{ 32503 3315 3999 -6
836 3200 10| 30902 3152 3988 4
- 1026 3000 10| 28983 2956 3983 10
1235 2800 10| 27063 2761 3996 -3
1328 2700 10] 26102 2663 3991 2
1427 2600 10 25141 2565 3991 2
1532 2500 10 24179 2467 3999 -6
1804 2200 10{ 21292 2172 3976 17
1950 2100 10{ 20329 2074 4024 -31
2027 2000 10[ 19365 1976 4002 -9
2201 1810 10{ 17533 1789 3990 3
2239 1767 10{ 17118 1746 3985 8
2409 1600 10| 15506 1582 3991 2
2537 1460 10{ 14154 1444 3981 12
Average 3993
Notes:| [1] CTD depth computed in meters from pressure in decibars using

h 1976,23,1

-111

2] Water Depth based on Altimeter Reading and CTD Depth

[3] Altimeter Delta using average water depth
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found to vary from 0 to 10 cc with 10 bags having 1 cc or greater of seawater.

Conducted Cast I to 10 m with 12 new sample bags. The purpose of this
cast was to investigate affect of trapped air behind the bags. The water
leakage was similar to Cast H, but three bags contained 10 to 17 cc of water.

With 12 new sample bags, conducted Cast J to 1000 m to investigate water
leakage through the inlet valve into the sample bag. The average leakage
(values ranged from 1 to 160 cc) was higher than the previous two shallow
casts. The water from the bag with the largest volume was measured for
salinity. The Salinity of this water sample was 36.617 PSU versus surface
water salinity of 36.551 PSU.

Monday April 22 arrive St. George, Bermuda

Bvaluation Cruise, Leg 2 - Bermuda to Woods Hole

PARTICIPANTS ON LEG 2 OF TEST CRUISE:

Individual Affiliation Responsgibility
1 W. Jenkins WHOI Ch. Sci.- Water Sampler Test
2 T. Joyce WHOI Ch. Sci. - Oxygen Tests
3 J. Bullister WHOI Freon Analyses
4 D. Lott WHOI Sample Bag Preparation
5 C. Albro Battelle Water Sampler Components
6 §. McDowell Battelle Sample Bag Preparation
7 A. Fougere WHOI Control Electronics
8 C. Eck WHOI Control Electronics
9 G. Bond WHOI CTD Operation
10 C. McMurray WHOI CTD Data Acquisition
11 J. Kemp WHOI Water Sampler Deployment
12 G. Knapp WHOI Salinity Analyses
13 J. Jennings osu Nutrient Analyses
14 R. Williams Scripps Oxygen Analyses
15 C. Culberson U.Del. Oxygen Analyses
16 F. Zembyak Bedford Oxygen Analyses

SEQUENCE OF EVENTS:
Saturday 0900 AST April 28. Depart St. George, Bermuda

Thirty eight new valve bodies were hand-carried from Battelle; each had
magnet rings potted-in as compared to those used on the first leg which were
epoxied into the valve body. Half-gsize bags were added on new valve bodies.
Tape was applied to entire back of valve body. A vacuum was drawn on
assembled bags to determine whether valves and bag seams were tight. 1Initial
pass/fail test was based upon reaching a vacuum of <25 torr after 1 minute of
pumping. Bags were rigid when evacuated, but after awhile they relaxed,
indicating that air was passing the gasket and entering the bags.

Thirty six bags were installed in the sampler and a leakage test was
performed during Cast 'K' by lowering the sampler to a depth of ~15 m. After
5 minutes without pumping, the sampler was recovered and bags were removed.
All bags were opened and leakage water was collected with a syringe and
measured to 0.1 ml. Volume of leakage ranged from 0.5 to 12.0 ml. All
results were entered into a data base and a high correlation was observed
between leakage volume and the vacuum obtained during pre-cast vacuum pumping
for 1 minute (e.g., low leakage was observed for bags that could achieve a low
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pressure). Leakage was <2 ml for bags that could be pumped to <12 torr in 1
minute. (See Appendix C).

Therefore, the bag assembly technique was modified to improve the
sealing of the bags to the valve body; the result was that most bags could be
pumped to a vacuum of <5 torr, and therefore should leak less than 2 ml.

Sunday April 29.

Thirty six bags were prepared for the next cast. All valve/poppets were
initially tested to ensure that the poppet gasket could be pumped to <1 torr
in 2.5 minutes. Bach bag was evacuated and a pass/fail threshold of <12 torr
wags used to select bags for the next cast. Again, the bags were observed to
lose their vacuum prior to being installed within the drawers.

The second leakage test (Cast L ~ Station 0C29D014) was performed by
lowering the sampler to a depth of 5000 m, waiting for 5 minutes without
pumping, then returning to the surface.

All bags were opsned and leakage water was collected with a syringe and
measured to 0.1 ml. Volume of leakage ranged from 0.05 to 6.0 ml and is
listed in Table 14. Some of the leakage samples were analyzed for nutrients,
and the silicate concentrations indicated that the water was entering at depth
rather than at the surface. Again, a high correlation was observed between
leakage volume and the minimum pressure that the bag could be pumped during 1
minute (Table 14). Leakage was <2 ml for bags pumped to less than 5 torr.

The rate of leakage as a function of vacuum was much higher than the first,
shallow test, presumably due to the increased pressure and/or emersion time.

When m;king up the next set of bags, a pass/fail limit of § torr was
used to select a good set of bags.

.The altimeter worked well on this cast. With a blanking interval of 200
msec, reliable height-off-the-bottom information could be achieved 1500 m off
the bottom. When the altimeter's blanking interval was reduced near the
bottom, reliable information was received on each interrogation. A comparison
of CTD pressure, altimeter heights and differences is given in Table 15.

F.g. 16 shows the unedited, processed, summary plots from Cast L -
Station OD29D014. There is a mixed layer and sharp thermo-, halo- and
pycnocline about 800 meters deep. The potential density is nearly constant
from 4000 to S000 meters, with a hint of unstable water near the bottom. A
blowup of the 200 m section just below 2000 meters depth (Fig. 17) shows
similar velocity dependent structure as was seen in Fig. 15. Note that the
cool, fresh layer seen just below 2120 meters is almost absent in the sigma-
theta profile, but possibly indicative of an unstable event. There is a large
data gap between 625 and 810 meters. The decrease in lowering speed at the
surface, just below 4000 meters and near the bottom is evident in the plot of
numher of points averaged.

Mondav April 30.

Ten bags were prepared for the next lowering, a pumping test. Six
drawers were to be pumped; 4 drawers were for leakage tests.

On Cast M (Station 17) the sampler was lowered to 926 m and 6 drawers
were pumped. Only one water sample was obtained from the drawers that were
pumped. The four non-pumped bags were opened and leakage water was collected
with a syringe and measured to 0.1 ml. The volume of leakage ranged from 1.2
to 6.5 ml. Only the surface water sample obtained water. Large cracks were
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discovered in each of the drawers pumped, indicating that the pump was drawing
hard, but the poppet valves did not open.

For Cast N (Station 18) the 5 drawers that failed to fill in the last
cast were reingtalled and drawers was pumped at 100 m intervals. It was
assumed that the void space behind the poppet, between the gasket and the end
of the poppet, was causing a pressure differential between it and the ambient
(high) pressure such that the poppet could not be opened by the ~7 psi
cracking pressure induced by the pump.

Bags were prepared for another lowering. As a test on two poppets,
large-diameter neoprene gaskets were fabricated and attached to the outer
diameter of the poppets. Four other bags were made up with no gasket on the

poppets.

For Cast O, the sampler was lowered to a depth of 5000 m and 7 drawers
were pumped between 5000 and 4058 m. Upon recovery of the sampler, the
drawers with the gasket on the outer edge of the poppet collected 6.4 and 4.8
liter samples, whereas, the other drawers with conventional, small-~diameter
poppet gaskets and those having no poppet gaskets did not collect a water
sample. It was concluded that the void space behind the poppets (either with
the original gaskets or without gaskets) prevented the poppets from opening.
Furthermore, during past lowerings and pressure tests, when water samples were
collectaed successfully, this must have occurred after a significant volume of
water had leaked into the bags, thus eliminating the low-pressure void space
behind the poppet.

Nine bags (including 5 that failed to £ill) were opened and leakage
water was collected with a syringe and measured to 0.1 ml. Volume of leakage
ranged from 0.5 to 100.0 ml.

An on-dack pressure cracking test was conducted with a bag having an
original gasket and a vacuum of 1.1 torr. A pressure of 15 psi was applied to
the valve, but it was insufficient to crack the valve because of the vacuum.
With no vacuum, this valve had a cracking pressure of ~6 psi.

The altimeter provided reliable height-off-the-bottom information was
obtained to ranges of 1500 m.

Tuesday May 1.

Twenty bags were prepared for Cast P, Station 22. Ten bags were to be
pumped; the remaining ten were for leakage testing.

The inner gasket of all poppets was removed and a large-diameter gasket
was made of neoprene and attached to the outer edge of each poppet with two-
gsided tape. All bags were evacuated to <10 torr to ensure that bags had good
seals. The bags were back filled to 1/2 atm with nitrogen. Two bags were
heat-treated for freon decontamination.

The sampler was lowered to 3500 m and 3 samples were pumped. Single
samples were taken at depths of 3000, 2500, 2000, 1500, 1000, 500, and 20 m.
Full, 7-liter samples were acquired by 9 of the 10 drawers pumped. Upon
inspection of the inside of the failed bag, it was determined that the bag had
been inadvertently heat-sealed in many places during the heat-treating
process. Apparently, the oven temperature was much greater than the
recommended 60°C (140 °F).

All 10 bags for the leakage test were opened and leakage water was
collected with a syringe and measured to 0.1 ml. Volume of leakage ranged
from 6.0 to 136.0 ml. Nutrient analyses of the leakage water indicated that
water entered the bags at some intermediate depth.
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Table 14: Cruise 219 NSF Water Sampler Cast Log, Cast L

Cruise 219 NSF Water Sampler Cast
: Cast:|L | | | Date:] 29-Apr-90 Time in:|not recorded
Battery Set Used:|not recorded
| |Timeio|Pumping Time  [Cast |UWU |Water [Battery Cracking | Volume
. Drawer |lnlet Valve |Water |Drawer|Cumulative [Speed |Depth |Temp. | Voitage |Vacuum |Pressure |Leaked
Position |Body |Pop.| (min)]  (sec) (sec)| (m/min)] (db)] (°C)| (vdec)f (torr)(1)] (psi}(2]| (mD[3}jRemarks
1{ 83 5000 4.40 5.7
21 59 5000 1.32 1.2
3 63 5000 3.58 1.6
4| 56 5000 8.90 5.0
5| 87 5000 5.50 4.2
6| 66 5000 4.25 4.8
7| 57 5000 2.93 2.1
8 64 5000 7.25 4.7
9| 84 5000 3.26 not recorded
10 70 5000 2.60 0.9
11 58 5000 7.95 6.0
12| 74 5000 7.90 3.4
131 77 5000 3.16 1.2
14{ 53 5000 9.90 5.6
15 79 5000 3.42 1.8
16| 52 5000 1.38 0.1
17{ 71 5000 4.47 2.4
18| 65 5000 3.30 2.4
- 19| 62 5000 2.10 0.4
20| 61 5000 6.00 5.5
21 50 5000 6.15 4.6
22} 80 5000 5.47 0.9
23] 81 5000 2.09 0.1
24 76 5000 5.95 34
25| 78 5000 6.03 5.6
26 75 5000 5.95 3.0
277 69 5000 4.52 2.6
281 72 5000 1.68 0.2
29 55 5000 1.69 0.2
30| 85 5000 1.87 0.2
31| 51 5000 2.82 1.0
32| 88 5000 497 4.2
331 73 5000 3.60 1.2
34] 86 5000 6.35 4.4
35| 67 5000 2.56 0.5
36| 68 5000 2.64 1.5
Notes: ({1] Vacuum level bag was evacuated
(2] Cracking is pressure (psi) to leak water
. [3]) Volume of water found in bajs
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Table 15: Altimeter Results of Cast L

~Date: 29 April 1990 | Water depth based on Ship's Fathometer S11im
Latitude[33°49.32'N
Altimeter CTD Water| Altimeter
Bottom(m)| Depth(db)] gr[1] dj1]] Depth(m)[1}] Depth(m)[2]] delta(m){3]
1099 3910 10| 37704 3847 4946 105
940 4138 10{ 39874 4068 5009 42
946 4358 10| 41974 4283 5229 -178
811 4480 10{ 43142 4402 5213 -162
528 4589 10{ 44184 4508 5036 15
467 4657 10{ 44828 4574 5041 10
394 4725 10] 45474 4639 5034 17
359 4765 10} 45858 4679 5038 13
308 4822 10| 46400 4734 5041 9
243 4887 10] 47018 4797 5040 11
218 4921 10] 47345 4830 5048 3
164 4967 10[ 47782 4875 5039 12
85 5053 10{ 48600 4958 5044 7
110 5028 10( 48364 4934 5045 6
234 4903 10] 47176 4813 5047 4
322 4819 10{ 46375 4731 5053 -2
431 4697 10] 45211 4613 5043 8
485 4647 10{ 44736 4564 5049 2
527 4597 10| 44254 4515 5042 9
620 4504 10] 43373 4425 5046 S
714 4400 10 42376 4324 5038 13
849 4292 10] 41345 4218 5067 -17
871 4245 10/ 40901 4173 5044 7
942 4166 10{ 40147 4096 5038 13
1116 3979 10[ 38356 3914 5030 21]
1443 3659 10| 35301 3602 5045 5
1513 3580 10] 34546 3525 5038 13
1629 3463 10| 33419 3410 5039 12
1714 3371 10] 32537 3320 5034 16
1823 3265 10[ 31528 3217 5040 11
1938 3150 10| 30420 3104 5042 9
2110 2976 10{ 28753 2934 5044 7
2356 2729 10} 26378 2692 5048 3
2505 2574 10 24894 2540 5045 5
2617 2464 10} 23831 2432 5049 2
2734 2352 10 22755 2322 5056 -5
2943 2141 10| 20723 2115 5058 -7
3051 2050 10{ 19851 2026 5077 -26
3131 195 10{ 18960 1935 5066 -15
Average 5051
Notes:| (1] CTD depth computed in meters from pressure in decibars using

Saunders and Fofnoff's method Deep Sea Research 1976,23,109-111

[2] Water Depth based on Altimeter Reading and CTD Depth

{31 Altimeter Delta using average water depth
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Wednesday May 2. Enroute to Woods Hole

Discussed results of Cast P. A decision was made that additional
lowerings would not be useful; additional tests are needed onshore before sea
trials.

On-deck tests were conducted to determine the cracking pressure of the
valve with the gasket on the outer diameter of the poppet which was found to
be less than 1 psi. Repeated tests were conducted with a bag that had been
evacuated to 2 torr; no significant increase in cracking pressure due to a
vacuum on the bag and poppet was observed.

Thursday 0800 EDT May 3. Arrive at Woods Hole

Testing and Evaluation Results

Below is a list of the significant results and/or conclusions based on
the evaluation cruise testing:

Onderwater Unit

In rougher seas, the air trapped in the underwater unit presented a
potential problem as was witnessed during the launch for Cast H.

The tilt sensors indicated that the sampler had a preferred orientation
(axis of tilt) and that tilt reaches 30 degrees under moderate sea states and
lowering.rates. Can the symmetry, ballast, and/or BG be changed to reduce
tilt during typical lowering rates?

Peak wire tensions were very high and oscillatory during lowerings in
moderate sea states. Is the combination of low drag and high inertial mass a
problem? Will a motion compensator on the winch be mandatory for deep casts,
even in mild sea states?

The tension sensor on the underwater unit was inoperable. More
information on wire tension is needed to model the response of the underwater
unit under a variety of sea states.

Water Acquisition System

The rotary valve successfully accessed all 36 sample drawers during all
but two deep casts without a single positioning error. It was determine that
at one position of the rotation the rotary valve stuck at depths greater than
3600 m. By moving to a more shallow depth, the rotary valve could be moved
past the sticking point and continue to operate. It is believe that a slight
mis-alignment between the rotary valve and fixed tube was causing the problem.

The flowmeter is not functioning as expected. Can it be calibrated, or
does it need to be relocated to operate properly? Can it be replaced by a
differntial pressure sensor?

Better adhesives are needed for attaching bags to valve bodies so that
bags will not separate from the valve during evacuation.

Based on the broken drawers and that some of the sample bags were full,

it was concluded that the pumping system was providing more than 7 psi
differential pressure.
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The magnetically operated inlet valve allowed air and water to leak into
the sample bags prior to (and possibly after) the collection of a sample in
quantities sufficient to destroy or at least affect sample integrity. Fig. 18
shows the relationship of evacuation pressure and sampling depth to leakage
volume. In general, leakage volume reduces with evacuation pressure and
increases with sampling depth. The inlet valve also did not open reliably.

CTD System

A WHOI-owned EG&G/NBIS Mark III-B CTD was used for the test lowerings.
This unit was modified to accept data from a tension cell, a compass (spin
detector), and a 2 axis tilt sensor, all of which were mounted in the
underwater unit. Visual inspection indicated that the quality of the CTD data
string was not degraded by the altimeter nor activation of the water sampler
control unit.

Communication System

The communication system for the water sampler worked well with few, if
any, errors in the two-way communication. Activation of the rotary valve,
monitoring of the batteries, interfacing with the CTD data stream, and
communication with the altimeter were all operable.

Power System

The 48-volt battery pack within the underwater unit was fully capable of
driving the water sampler components and the altimeter. Fig. 19 shows the
reduction in voltage as a function of pumping time.

Altimeter

The communication interface to the altimeter was operational for
changing all of the altimeter's settings. Then properly adjusted, the
altimeter successfully acquired the bottom. Fig. 20 shows the altimeter
reading versus calculated height based on the ship's fathometer minus CTD
depth. Fig. 21 shows the height delta as a function of altimeter reading.

Preparation of Sample Bags

For the evaluation cruise, the preparation of the sample bags was time-
consuming and labor intensive. Before the cruise, 400 bags were partly
assembled by heat sealing three edges of two sheets and cutting a 2" diameter
hole in one sheet. Also, for the cruise, 78 inlet valve assemblies were
fabricated. The at-sea refurbishment procedures were as follows:

Remove bag material from valve body.
Remove any tape residue from valve body.
Retape valve body.

Attach new bag to valve body. .
Insert poppet valve inside new bag
Attach stops to poppet valve.

Heat seal the open end of the new bag.
Evacuate bag to test quality.

Install 2 bags into purge system.
Conduct 2 purge cycles (2 h).
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Remove 2 bags from purge system.

Install a second set of 2 bags into purge system.
Conduct 2 purge cycles (2 h).

Fabricate other 32 bags in parallel witd purged bags.
Fold and install each bag into drawer.

Install 36 drawers into Underwater Unit.

The proposed procedures for production sample bags would be as follows:

Install 36 factory-fabricated bags with valve into purge system.
Conduct 2 purge cycles (2 h).

Fold and install each bag into a drawer.

Install 36 drawers into Underwater Unit.

As can be seen from the two descriptions, the preparations during the
evaluation cruise doesn't give a realistic indication of the effort required.

General Evaluation

The results of the evaluation cruise showed that the prototype performed
well in the electronic and most mechanical areas. However, water-acquisition
inlet-valve operations and flight stability were found to negatively impact
the scientific measurements. The magnetically operated inlet valve allowed
air and water to leak into the sample bags prior to (and possibly after) the
collection of a sample in quantities sufficient to destroy or at least affect
gample integrity. The inlet valve also did not open reliably.

Flight Stability

Some kiting off of a vertical flight path was observed during the
terminal velocity test; the extra lines attached and the presence of several
dents and openings in the sheet metal skin were thought to be the cause.

The prototype unit displayed a tendency to oscillate and kite off of a
vertical flight path at sea, during both lowering and recovery. A number of
possible causes have been identified and solutions have been suggested but
cannot be implemented without further funding.

Static stability is achieved by the weight and buoyancy distribution on
the vertical axis. The position of the heavy CTD case, the CTD guard, and the
other pressure cases causes the horizontal center of gravity and center of
buoyancy to be slightly off the central axis. This can be corrected with
ballast weights in the proper location.

The protruding CTD guard causes an unbalanced drag force which disturbs
the flight stability. A vertical radial fin placed between the two sensor
arms would provide less flow disturbance, less drag, and protect the sensors
at least as well. Two similar fins with slightly more drag to balance the
sensor arms would be placed at 120 degrees around the circumference.

It is unclear how much the action of the pump and off center drawer
opening suction deflects the body from vertical flight.

Published literature suggests a body aspect ratio of greater than 6:1 is
required for flight stability. The largest aspect ratio that is practical for
this application for ease of access to samples and safe handling is 38:1.
Tests of similar bodies conducted at WHOI and at the Naval Hydroballistic
Facility at White Oaks, Maryland, has shown that this body would benefit from
the addition of an afterbody drag element. The proposed modification calls
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for the addition of an annular ring protruding from the upper shroud. as an
axisymetric drag element for the downcast direction. The sampler follows the
cable tension vector on the upcast. A horizontal fiber fringe around the
circumference of the upper and lower shrouds might also be effective. Only
full scale testing of several options will tell what combination of

modifications are necessary and most effective.
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NEW DONUT SEAL BAG DESIGN AND TESTING

New Seal Concept

After the evaluation cruise, poppet valve designs were considered that
could meet leakage limitations of 0.l4cc of air and 1.0 cc of water per 7
liters. It was concluded that an alternate approach was needed. After
several brainstorming sessions, a new approach wag identified. This new
approach uses a bag that is completely flat with all the edges heat sealed.
The bags can be manufactured in a clean, nitrogen gas environment and sealed
within a package until they are installed in the Water Sampler, thus assuring
chemically clean bags. Each bag will then be attached to the inside of its
drawer at the inlet opening. The bag will remain sealed until the pressure
differential created by the pump opens the bag by separating the two sheets
around the peelable donut seal (Fig. 22). A simple closure valve would then
trap the water sample in the bag and prevent external contamination. This new
approach offers several advantages:

. eliminates at-sea evacuation/purging of sample bags, thus saving
valuable at-sea time

eliminates air leakage on deck prior to deployment

eliminates water leakage until sample collection is initiated
reduces at-sea storage requirements

eliminates the poppet valve inside the sample bag

keeps most of the existing Water Sampler design features intact
reduces the cost per sample container, since only two sheets are
required per bag.

Before continuing with the water-~sampler development, it was necessary
to demonstrate that fabricated bags would leak less than 1 cc of water and
still be systematically and reliably opened and filled at all depths between
the surface and 9000 psi (6000 m).

Before testing could start, it was necessary to design, procure parts,
and fabricate a donut sealer module to attach to a commercial heat sealer.
The module is an aluminum donut bar (2" ID x 2.5" OD) that is pressed against
a flat rubber surface. The donut bar is on a pivot arm operated by air
cylinders. The flat rubber surface is attached to the fixed part of the
sealer. Embedded into the donut bar are two 1/4" diameter cartridge heaters
that are connected to a temperature controller. A thermocouple is bonded to
the donut bar and is connected to the temperature controller. This donut heat
sealer was used to seal the circle cutout in one sheet of the bag or coupon to
another sheet. The commercial heat sealer was used to control the squeezing
pressure and dwell time (length of time pressure and heat are applied).

New Seal Testing
Three tests setups were used in conducting tests - static cracking

pressure setup, dynamic cracking pressure setup, and high ambient pressure
opening setup. These test setups are described below.

Static Cracking Pressure Setup

To determine the static cracking pressure, the setup illustrated in
Fig. 23 was used. Static cracking pressure is define as the point when the
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Figure 22: Dopnut Seal Concept
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slowly increasing pressure causes water to leak by the donut heat seal. The
following procedures was used:

1. Make test coupon consisting of two sheets about 5"x7”. One sheet
has a 1.75" diameter hole and is heat sealed to the other sheet.

2. Attach the coupon to the valve body using double sided tape.

3. With pressure at 0 psig and shutoff open, clamp pressurizing
fixture to valve body face.

4. Using air regulator, slowly increase pressure until water leaks by
heat seal or until tape lifts. Then close shutoff.

5. Record pressure which is the static cracking pressure.

6. Reduce pressure using air regulator.

Dynamic Cracking Pressure Setup

The test setup for determining the dynamic cracking pressure is shown in
Fig. 24. Dynamic cracking pressure is define as the pressure required to
separate the donut seal using the water acquisition pumping system. The
components used in the test setup includes drawer, Rotary valve mockup, inlet
pump piping, the centrifugal pump used in the Underwater unit, an AC electric
motor to drive the pump, pump outlet plumbing with paddlewheel flowmeter
similar to the one use during the April evaluation cruise, pressure transducer
attached to drawer lid. The pressure transducer and flowmeter were connected
to an analog to digital interface in a MS-DOS computer. The following test
procedure was used to determine dynamic cracking pressure, time to cracking
pressure, time for valve to be fully open, and time to fill the bag:

1. Make coupon or bag

2. Attach coupon or bag using double sided tape

3. Pretest to 5 psi using "Static" cracking pressure test setup.

4q. Install valve body into drawer

5. Install drawer lid which has pressure transducer

6. Start computer data acquisition, recording pressure and flow rate
at approximately 400 Hz

7. Operate pump 5 to 15 seconds.

8. Save data to file.

9. Software program displays data, calculates cracking pressure, time

to cracking pressure
10. If using a bag, it also calculated time for valve to fully open,
and time to fill bag.

Fig. 25 shows six examples of test results using the dynamic cracking
pressure test setup.

High Ambient Pressure Opening Test Setup

For high ambient pressure (9000 psi) opening tests, a test fixture
holding a sampler drawer with sample bag, mockup of the rotary valve, pump,
motor, battery pack, and controller was inserted into the WHOI high pressure
tank. Using a electrical feed through, the pump was operated with the control
software used during the evaluation cruise.

Conclusions

From July 1990 through March 1991, Battelle and WHOI conducted tests
with more than 600 coupons and bags to demonstrate that the Donut Seal Concept
can meet the above two criteria. The following subsections, start with a
conclusion followed with supporting documentation.
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Sample bags can be opened and filled at low ambient pressure (1 atmosphere)
and room temperature (10-20°C).

Over several months, 125 full size bags were dynamical tested at
atmospheric pressure and room temperature (10-20°C). One hundred and nine of
these bags opened and filled with the resulting cracking pressure varying from
3.67 psi to 11.48. The higher ranges were achieved by stiffening the drawer
to prevent the lid from being popped at pressures higher than 10 psi.

Sample bags can be fabricated that leak less than 1 cc after being subjected
to high ambient pressure and room temperature.

To determine water leakage when subjected to high ambient pressure the
following test procedures were used:

1. Full size bags were made with the donut heat sealer settings
adjusted to provide 6-9 psi dynamic cracking pressure.

2. Each bag was numbered and weighed on a scale with a resolution of
0.01 g.

3. All bags were submerged in water in the WHOI high pressure test
tank.

4. The bags were subjected to a 4-h pressure cycle to 9000 psi and
back.

5. Each bag was carefully wiped dry with paper towels.
6. Each bag was weighed.

For the last batch of 20 bags, the worst case leakage was only 0.12 g.

Bags can be fabricated that leak less than 1 cc, even after two pressure
cycles to 9000 psi.

Sample bags can be opened at low ambient pressure and cold temperature
(<3 °C).

Twenty coupons were dynamically tested at atmospheric pressure and in
cold water (<3°C). All the coupons opened with the cracking pressure ranging
from 7.29 to 8.95 psi.

Thirty full size bags were dynamically tested at atmospheric pressure
and in cold water (ice batch, 0°C). When subjected to the 7-13 psi pressure
differential created by the pump, 26 of the bags were opened and rapidly (S
seconds or less) filled.

Sample bags can be opened and filled at high ambient pressure and room
temperature.

Table 16: Bag Leakage After Pressure Cycling

Bag Id Leakage after Leakage after Total Leakage
first pressure second pressure after two
cycle (9) cycle (9g) pressure cycles

(9)

B-6 0.29 0.22 0.55

B-3 0.52 0.44 ) 0.56

Cc-6 0.23 0.05 0.28

Cc-14 0.34 0.12 0.46

c-1 0.22 0.07 0.29

—
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In October 1990, twelve full size bags were dynamically pumped at 9,000
psi in the WHOI tank. Of these twelve, two did not open, one opened but did
not £ill (only 1 L), the other nine filled completely and with only 5 seconds
of pumping time.

In early 1991, twenty bags were all successfully opened at high ambient
pressure. Two bags were not full. All others contained at least 6 L.

The shiny surface that is exposed when peeling the donut seal is polyester
film not aluminum.

To demonstrate that the shiny surface that is exposed when peeling the donut
seal is polyester film not aluminum the following test procedures were
conducted.

1. Taking a coupon that was used and had a lot of exposed shiny surface,
concentrated HydroChloridic Acid (HCL) was applied to the surface.

2. No reaction was observe even when viewing with a 25 power scope.

3. Dried off the HCL.

4. Applied Dimethyl Chloride (DCM).

5. Observed a strong reaction.

6. Allowed the reaction to occur for about 1 minute.

7. Dried off the DCM.

8. Applied several drops of HCL. Under 25 power could see a very mild
reaction in a couple of spots.

9. Dried off the HCL.

10. Scraped the surface with a sharp knife.

11. Could see plastic shavings under the scope.

12. Applied several drops of HCL and observed a strong reaction.

i3. After several seconds, rinsed off HCL and dried.

14. Observed a clear plastic area. Conclusion, once the HCL found a path to
the aluminum, it attached the foil between the layers.

15. ‘Applied several drops of DCM on clear area and observed reaction of DCM
on the clear area.

Smaller heat sealer temperature range reduces the cracking pressure
variability.

Earlier tests resulted in highly variable cracking pressure. A guick test of
the temperature controller showed a temperature range of 24°F. To tighten
this temperature range, a second thermocouple was attached to the donut
sealer. The thermocouple was connected to voltmeter which was read to 0.1 mv.
By watching the voltage reading, we were able to reduce the temperature range
to 6°F.

Colder ambient temperature increases cracking pressure.

Full size bags with cracking pressure greater than 6.5 psi can be filled
within 5 seconds.

Bags that have been "on the shelf" for 3 months can be opened in shallow and
in deep water.

On 31 January 1991, ten bags that were manufactured late September 1990
were pumped in WHOI pressure tank at 9000 psi. In December 1990, these bags
had been subjected to a high pressure leakage test. The worst bag leaked 0.15
g of water during the high pressure leakage test. During the high pressure
pumping test, all 10 of these bags opened, but two didn't completely fill.
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Table 17: Room Temperature Cracking Tests

—
Heat Sealer setting used:

Temperature: 225° F nominally

Dwell Time: 3.5 seconds
Pressure: 26 psi

Results:
Coupons Tested 10 44
Cracking Pressure (psi)
Minimum 4.98 6.34
Maximum 10.68 8.41
Mean 8.28 7.64
Standard Deviation 2.14 0.46

Table 18: Cold Cracking Tests

Heat sealer settings used
Temperature: 225° + 3 °F
Dwell time: 3.5 seconds
Pressure: 26 psi

Cold water samples equilibriated in the coald water for a minimum of 35
minutes

Results:
Water temperature 15° C < 3°C
Number of Coupons tested 44 20
Cracking Pressure
Minimum 6.34 7.29
Maximum 8.41 8.95
Mean 7.64 8.07
Standard Deviation 0.46 0.46
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Table 19: Tests on thirteen full size bags

Time Filling Time (psi) Cracking Cracking Time Filling Time
Pressure

Set of 5
Minimum 6.62 0.36 2.65
Maximum 7.83 0.78 2.81
Mean 7.21 0.54 2.74
Standard Deviation 0.53 0.08 0.08

Set of 9
Minimum 7.94 0.42 2.17
Maximum 9.76 1.06 3.12
Mean 8.56 0.61 2.60
Standard Deviation 0.55 0.22 0.29

* Have incomplete data on a tenth one with 8.56 psi
cracking pressure and 2.24 s cracking time

On 28 December 1990, fifteen bags that were manufactured late September
1990 were pumped in the dynamic cracking pressure setup. Fourteen out of 15
of the bags opened and filled with cracking pressure ranging from 8.52 psi to
11.29 psi. PFor the failed bag, the pressure peaked at 11.66 psi.

ASLcan—bc seen in the previous data, the nominal donut heat sealer
settings are temperature = 225 °F, dwell time = 3.5 s, and pressure = 26 psi.

New Sample Confirmation Concept (Differential Pressure)

For sample confirmation, a paddlewheel flowmeter was installed at the
inlet of the pump to measure the volume of water pumped. During dockside
testing and at-sea trials, the results of the flowmeter were inconclusive. At
first, the problem was attributed to the software algorithm, and the need for
more calibration tests. Based on hundreds of coupon/bag opening tests
conducted in the laboratory while measuring both differential pressure and
flow rate, it has been determined that the leakage rate around the drawer is
too high to clearly differentiate between a bag that opens and fills to one
that fails to open. An analysis of the differential pressure profile during
more than 125 bag opening and filling tests indicates that differential
pressure can be used for sample confirmation. Fig. 26 shows three
differential pressure profiles. The primary profile which is marked with
letters show a bag that successfully opened and filled. From point A to point
B, the differential pressure in the drawer is increasing. At point B, the bag
opens, causing a rapid decrease in differential pressure. From point B to
point C, the bag is rapidly filling with little resistance from the expanding
bag. At point C, the near-full bag becomea more resistant to expansion,
thereby causing an increase in differential pressure. At point d, the bag
stops filling and the resulting differential pressure is due to the resistance
of the water entering the drawer around the lid. The other two differential
pressure profiles show two failure modes.

The differential pressure sample confirmation concept provides sample

confirmation, cracking pressure, time of opening, filling time, and indication
of volume collected.
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CONCLUSIONS

In this section of the report, we summarize the achievements as well as
the difficulties encountered during the water sampler prototype development
program. Next, the advantages that an improved version, with the present
shortcomings removed, would provide to a scientific community primarily
interested in safely and routinely gathering large volumes of uncontaminated
sea water are presented.

The authors believe that the technology for collecting sea water with
the help of clean, flexible bags at any point within the water column offers a
great research potential for the oceanographic community. Areas of R&D that
should be pursued and possible applications for this technique conclude this
section.

Achievements

The development of the Water Sampler Prototype took place in three
distinct steps. 1) Preliminary, conceptual design of the entire, integrated
system, 2) design, construction and evaluation at sea of the underwater and
deck contreol units, and 3) sampling bag improvements.

Step l1l: Durina the initial eight months (October 1, 1988 to May 31,
1989), the conceptual design of the four modules constituting the Integrated
Water Sampler was pursued and completed. As previously described these
modules were:

. The underwater unit, that is the cable lowered hydrodynamically
- profiled frame, containing the sea water acquisition subsystem and
its controls, and the associated profiling instrumentation (CTD
and altimeter).

. The deck control unit, which automates water sampling operationmns,
and stores and displays oceanographic data acquired during the
cast.

. The handling and stowage unit, which allows the semi-automatic

deployment and recovery of the underwater unit and provides safe
storage between casts.

° The water sample transfer equipment for the easy, free-of-
contamination extraction of seawater samples from the underwater
unit.

The principal achievement of this first step was a substantial technical
report (6], written by engineers and scientists of WHOI and Battelle. This
informative report describes in abundant details the innovative engineering
concepts fundamental to the water sampler performance; in particular, the
elegant filling method of flexible bags by pressure differential between
ambient and bag compartment pressures, the ingenious magnetic bag closure, the
unique sensor controlled, hydraulic handling and stowing deck gear, the quick
electromechanical cable connect/disconnect termination, and the automated
motion compensated profiling procedure.

Step 2: The initial step was followed by an intensive effort of design,
construction, testing and evaluation at sea of an actual water sampler
consisting of the underwater and the deck control units. Step 2 spanned from
August 1, 1988 to June 1, 1990, with only six months of that time actually
spent for the completion of the full size prototype and its controls. That
this unique, complex system, which integrates so may new mechanical and
electrical components could be built and deployed at sea by so few engineers,
over such a short time, is indeed the major achievement of Step 2.
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Withstanding the risk of repetition, it is fitting to mention the major
components, or "pieces,” which were designed, built or procured assembled and
tested, and finally integrated in the water sampler prototype.

These components were:

The frame which houses 36 trays containing the seven liter plastic water
sample bags, the rotary valve which selects the individual bag to be filled,
the pump and its deep submergence electrical motor, the battery pack, and the
exhaust valves. Also mounted in the frame were the altimeter, the Mark III
Neil Brown Instrument Systems CTD instrument, and the telemetry and control
electronics. At the shipboard end of the cable, a battery of computers were
used to communicate with the lowered unit and to display and store the
scientific and engineering data acquired.

The water sampler performance was first tested at sea in a short shake
down cruise in March 1990. A deep sea cruise, from Woods Hole to Bermuda and
return, followed in April 1990. During this evaluation cruise, twenty-one
casts were made, including five to depths in excess of 4000 meters. Lowering
speed ranged from 0.5 to 2.0 meters/second. Results from this cruise have
been presented in detail. In summary, the positive points were as follows:

Electronics: All electronic components of the sampler functioned very
well for such a complex and new system. The telemetry between the ship and
the underwater unit was excellent, with little or no distortion of the CTID
data stream introduced by superimposed sampler control commands. The power
supply, controller, cabling, motor and pump assembly were operative at all
times. The specially procured bottom-finding altimeter was able to detect and
follow the bottom from an altitude of greater that 1,500 meters. Minor
problems in the telemetry link and orientation sensors were discovered and a
solution proposed which needs to be implemented.

Mechanical: A new, robust electromechanical termination, to attach and
connect the one-ton sampler to the CTD cable proved to be practical and
functional [5]). The rotary valve, its motor and controls used for the drawer
selection, also worked well. The pump was repeatedly and successfully turned
on and off over the entire temperature and pressure ranges of every cast. The
temporary launching technique proved to be adequate for the safe deployment
and recovery of the water sampler in moderately rough seas.

Two problems were identified that had a major impact on the data
quality. Bags were found to develop air and water leaks in quantities
sufficient to destroy or at least raise the question of sample integrity. In
addition, records of tilt and spin indicated that the water sampler had poor
flight characteristics, particularly when traveling downwards at high speed.

Following an assessment of the components that worked well and others
needing reevaluation, a consensus was reached by the project principals and
the NSF Program Manager that the basic sampler design remained viable and that
work should be pursued, placing priority on first solving the bag issue.

The final step, as far as R&D effort was concerned, was
entirely devoted to the improvement of the water collecting plastic bags.
This step lasted from October 1990 to April 1991. By then the problem of
water leakage prior to collection of samples had been solved, at least on
amall, pilot runs of well controlled bags.

To solve the bag leakage problem, a new approach was pursued and
demonstrated to be valid. 1In this approach, the two plausible causes of bag
leakage, namely through the seals or through the valve would be first
produced. The bags would remain closed until sampling was required. The
pressure differential created by the pump would be used to rupture a
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preweakened bag area or seal. After filling, the bag would remain
hermetically closed with a tight, secure closure mechanism.

This approach had several advantages: it eliminated air leakage and
contamination on deck prior to deployment; it reduced at-sea storage
requirements; and it kept most of the existing water sampler design features
intact.

The criteria for success were to fabricate seven liter bags which 1)
when kept sealed would absorb less than one cc of water while being subjected
to two hour cycles of hydrostatic pressure simulating a round trip from the
surface down to 6000 meters, and 2) would completely and reliably fill, on
command, at any pressure over this depth range.

To implement this program, an elegant bag rupture mechanism was
engineered by of Battelle Memorial Institute. A 5 cm circular opening was cut
in one sheet of the bag. This opening was then sealed to the other sheet with
the use of a donut-shaped heat sealer. The pressure differential, when
applied by the pump, would force the two sheets apart, peel off the circular
seal and enable water to enter and f£ill the bag. To prove the validity of
this novel design, more than 600 tests were performed in the fall and winter
of 1990 on bags equipped with the donut seal. These tests positively
confirmed that 2) bags could be fabricated which leak less that one cc of
water when subjected to a full 6000 meters immersion cycle, 2) these bags
could be repeatedly ruptured open and filled at all depths between the surface
and 6000 meters, and 3) positive sample confirmation could be obtained by
monitoring the differential pressure across the pump.

In summary, at the end of the Water Sampler Prototype development
effort, the following had been accomplished.

. The prototype of a water sampler underwater unit, with controls,
- had been built and tested at sea.

. The electronic subsystem for activating and controlling water
sampling and for telemetering standard CTD data had been built and
proven to be satisfactory.

o Remotely controlled pumping and filling of seven-liter bags had
been achieved with reasonable success at all specified depths,
both in pressure tanks and at sea.

. The problem of water leakage prior to collection of samples had
been resolved.

Critical engineering and scientific issues remaining to be investigated
and resolved included:

. Sample bag closure

. Flight stability of the water sampler

. Automated profiling procedure and equipment, including motion
compensation and automation of payout winch.

o Design and fabrication of overboard handling and inboard stowage
subsystems

. Water withdrawing and transfer to the lab subsystems

. Electronic and mechanical system integration

. Demonstration of water sampler scientific performance, both in

improved quality of data and superior efficiency, when compared to
existing water sampling and profiling instrumentation
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System Advantages

Assuming: 1) the issue of bag and closure leak tightness is resolved,
2) the water sampler is capable of profiling the water column in a fast,
smooth, automated, wave decoupled manner, and 3) its handling overboard in
rough weather is made safe and practical by its hydraulic launch and recovery
equipment, (Note: all assumptions are realistic) then this operational water
sampler and data acquisition system would offer the following advantages:

. The size and compact arrangement of its water collecting bags
would permit the acquisition of large volumes of sea water.

° Its reduced cross section and hydrodynamic shape, would enable
profiles to be made at much higher speeds. This translates to a
substantial time savings, thus increasing the efficiency of a
particular cruise, or reducing the length of time spent at sea for
a particular survey.

. Samples could be drawn without stopping, on the way up or down,
thus averaging water properties over a known stratum, and also
reducing cast time. Furthermore differential pressure measurement
can positively confirm sample acquisition from any particular tray
selected.

[ The inside of the sampling container (the plastic bag) is never
exposed to the ship's atmosphere, or the surface water, thus
reducing considerably the chances of contamination and eliminating
the need for flushing.

o Since flushing is not required, samples can be taken at or near
the surface on the way down.

. The use of flexible bags would completely eliminate air
contamination whenever withdrawing water from the bag.

. The side mounting of the CTD sensors would permit acquisition of
CTD profiles of equal quality on the up and down casts.

. The loss of CTD data, particularly from the oxygen sensor, when
activating and performing water sampling would be eliminated.

J Finally, the adjunction of a motion compensator and of an
hydraulic launching and recovery system would permit casts to be
done smoothly, in rougher seas, and with less risk and greater
ease.

The advantages would constitute a great improvement in the state of the
art for routinely gathering large quantities of uncontaminated sea water and
high quality hydrological data. Such a system would also substantially reduce
the cost of these operations.

Further R&D Applications

Among the many R&D projects required for the completion of an
operational water sampler, with the capabilities mentioned above, none is more
critical nor has more potential than the development of a fully reliable
plastic sample container and its closure for the acquisition and the
preservation of a clean water sampler.

These containers, or bags, together with their closing mechanism must
eventually be mass produced and be of modest cost. They must be free of
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contamination during their fabrication as well as during their shelf life.

The walls, the seams, and the closures must be absolutely impermeable and leak
tight, preventing the incursion of air and/or water, at atmospheric pressure
as well as at 6000 meter of immersion. Furthermore their leaktightness and
chemical cleanness must be preserved before as well as after bag filling.
Setting the specifications for the expected performance of such bags, and
pursing a focused, limited R&D program to enable their industrial production
would be arduous but rewarding indeed.

In addition to traditional water sampling conducted from ships lowering
or towing water samplers, moored and free drifting applications of great
interest can be envisioned.

) Long Term Sampling of the Water Column. A mooring set in the deep
sea could support a number of "compact™ water samplers,
distributed at "strategic" locations between the surface and the
bottom. At programmed time intervals, each water sampler would
fill a bag full with ambient water. At the end of its scheduled
deployment, the mooring would have gathered a collection of water
samples which, when analyzed, could help describe the evolution of
the water chemical properties, both as a function of time and
depth. For example one could envision a mooring with five water
samplers, each containing 24 bags. At the end of one year,
assuming a sampling rate of two samples per month, the mooring
would have collected 120 samples. Each water sampler could thus
provide a one-year time series, with a biweekly time interval, of
water properties at the sampler depth.

. Long Term Monitoring of Specific Sites. Sites of great scientific
’ and ecological relevancy to modern society abound in the shallow

and deep waters of the world. Deep sea volcanic activities, areas
of plankton bloom, offshore discharge of effluents, active or
contemplated dumping sites, major accidental pollution areas (ship
wrecks), etc., are examples of these specific sites. The
deployment and the recovery of automated water samplers at these
sites could greatly enhance the quantity and the quality of
observations obtained by other means. It could provide "ground
truth"” to update and post calibrate water monitoring sensors
mounted on surface or subsurface buoys. It could replace these
buoys in areas where real time information is not essential. The
distribution of samplers around pollution source, such as a lost
submarine or a contaminated material dump site, could be of
tremendous help in ascertaining the transport and the diffusion of
the pollutants as a function of time and space. Conditional
sampling algorithms in on-board microprocessors could control the
times of sample acquisition to coincide with highly energetic or
unusual events.

. Drifters. The acquisition of uncontaminated water samples,
obtained with automated water samplers mounted on free drifting
platformas, should be of interest to a wide spectrum of
oceanographic disciplines. Surface drifters equipped with a
submerged trailing cable, could support a number of samplers
distributed from the surface down to say 1000 meters. A knowledge
of the time and position of sampling would be derived from the on-
board clock and satellite location (Argos or GPS). Subsurface
drifters, operating in the SOFAR or RAFOS mode, could also provide
"Lagrangian” sampling at predetermined depths.

. Underwater Vehicles. The acquisition of seawater samples at

precise locations could be made from manned submersibles, tethered
remote vehicles or autonomous underwater vehicles. ALVIN could
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control the precise location for the collection of uncontaminated
samples around hydrothermal vents. An ROV, under control from a
surface ship, could take samples at wreck or dump sites to explore
for potential leakage of contaminates. Finally, and AUV could do
remote collection of samples in high risk areas, during routine
survey operations, and in a conditional sampling exploratory mode.

All of these techniques require the recovery of the platforms at the end
of their sampling deployment for laboratory analysis of the water samples
obtained. The sampler technique would allow the retrieval of large volumes of
uncontaminated water samples in a manner now not possible.
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APPENDICES

A: Project Chronology

In response to RFP Number OCE 87~-112, the Woods Hole Oceanographic
Institution (WHOI) of Woods Hole, Massachusetts, with Battelle Memorial
Institute as a subcontractor to WHOI, submitted on August 5, 1988, WHOI
Proposal No. 5423.1 to the National Science Foundation (NSF) for the design,
fabrication and testing of an Integrated Seawater Sampler and Data Acquisition
System for the Ocean Sciences. The WHOI/Battelle proposal was reviewed and
approved, and Contract Number OCE 8821977 was issued to WHOI by NSF on
September 30, 1988. Work on the water sampler started immediately under the
leadership of Messrs. L. Clark, Program Manager at NSF, H. Berteaux, Principal
Investigator at WBOI, S. McDowell, Physical Oceanographer, and C. Albro,
Project Engineer, both of Battelle Memorial Institute.

Phase I (October 1, 1988 - May 31, 1989)

The development of the water sampler was pursued in two distinct phases.
The initial eight months, Phase I, were devoted to the conceptual design of
the four modules, constituting the Integrated Water Sampler System, namely:

1. The underwater unit, that is the cable-lowered water sampler with
the seawater acquisition subsystem and its controls, and the associated
profiling instrumentation (CTD, oxygen, and altimeter).

The initial operational requirements for the underwater unit were:

e Profiling speeds (descent and ascent) of up to two m/sec.
‘s The water sampler should be capable of collecting 36 ten liter
samples of uncontaminated sea water during descent and/or ascent.

o The underwater unit should accommodate CTD instruments from leading
manufacturers.

e The underwater unit should be equipped with a bottom finding
altimeter that can be electronically interfaced with the deck control
unit.

2. The deck control unit, which automates water sampling operations and
stores/displays oceanographic data acquired during the cast.

3. The handling and deck stowage unit, which allows the deployment and
recovery of the underwater unit with a minimum of risk to personnel and
equipment and provides secure storage while underway.

4. The water sample transfer unit to enable users to routinely extract
samples from the underwater unit, while maintaining strict sample integrity.

The project activities which were conducted during Phase I included:

e A Scientific Specifications Meeting was held at WHOI on October 19,
1988. The purpose of the meeting was to (1) assemble the team of
project engineers and oceanographers and review the design concepts
that were in the initial proposal to NSF, and (2) discuss the
sampling requirements of the WOCE Hydrographic Program which would
ultimately govern the specifications for the new water sampling
system. The meeting was attended by 22 scientists and engineers -
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eleven from WHOI, seven from Battelle, one from Scripps Institution
of Oceanography, one NSF representative, and two consultants.

s Next the design team formulated preliminary design concepts for all
major components of the system.

e A Preliminary Design Review Meeting was held at WHOI on December 14,
1988. The purpose of the meeting was to review the preliminary
design of the individual system components and discuss integration of
the entire system. Fifteen scientists/ engineers of the
WHOI/Battelle team attended the meeting.

e During the period from December 1988 through March 1989,the design
team finalized the conceptual design of the water sampler and
prepared drafts of the Conceptual Design Report. The evaluation of
trilaminate material candidates to fabricate the flexible water
containers (bags) was also systematically pursued by scientists of
the WHOI Chemical Oceanography Department.

e On March 30, 1989, four members of the water sampler design team
(Berteaux, Bullister, Albro, and McDowell) met with the WOCE
Hydrographic Program Implementation Panel in Dallas, Texas. At this
meeting, the design team gave an oral presentation of the conceptual
design of the water sampler, accompanied by scale models of
components and a video tape of an engineering bag test. The
presentation was followed by an open discussion between the design
team and the WOCE panel members.

e On May S, 1989, the WHOI/Battelle team submitted a revised proposal
for Phase II, Prototype Construction, Testing, Evaluation, and
Documentation, of the integrated seawater sampling system.

-+ At the completion of Phase I, a substantial technical report was
written by engineers and scientists of WHOI and Battelle, which
described the working principles, the main components and the cost
estimates of the four modules. The conceptual design report was
submitted to NSF on May 31, 1989.

The conceptual underwater unit (Fig. A-1) consisted of the following
major components:

e The water sampler which is the water collection system within the
underwater unit. The water sampler includes the frame and drawers,
the pump and associated flow control and the flexible water sample
containers. Within the water sampler unit are 36 drawers each
holding a 10-liter sample container.

e The CTD system includes the pressure case and sensor package. This
high-resolution profiling system may be configured with additional
sensors, such as for measurement of dissolved oxygen, pH, turbidity,
and other chemical parameters.

e The water sample ontro ackage receives sampling information from
the surface and actuates sampling through the sampler control module.
The electronic control package also interfaces to the CTD and
altimeter, and transmits all data to the surface.
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e The bottom-finding altimeter is an acoustic pinger interfaced to the

water sample control package to inform laboratory personnel and the
winch operator of underwater unit's distance off the bottom.

s The gtructure and termination of the underwater unit consists of the
internal frame supporting the payload (i.e., water sampler unit and
other components), the outer fairing for reducing drag during
profiling, syntactic foam for flight stability, and the
electromechanical termination for attaching the underwater unit to
the lowering cable.

o The h b batter ower pack provides power to the water
sampler so that the lowering cable provides only CTD data
transmission and water sampler communication channels.

The innovative, conceptual handling and stowage unit, which was never
built, is presented in Appendix D of this report. Details of conceptual
design for the four major components of the integrated system can be found in
the Phase I final report.

Phase II (August 1, 1989 -~ December 31, 1992)

Oon June 27, 1989, members of the water sampler design team, the NSF
Program Manager and members of the WOCE Scientific Steering Committee met in
San Francisco for a project review meeting. Comments received from proposal
reviewers and potential users resulted in a reduction of the water sample
volume from the originally snecified ten liters to seven liters. No other
changes were made in the original requirements.

On August 1, 1989, the initial contract was extended, and progressive
incremental funding was provided at the completion of critical steps as the
project progressed. Because of unforeseeable development difficulties, the
initial objectives of the Phase II proposal could not be achieved within the
time and money constraints. Instead, emphasis was placed on the fabrication
and testing of the underwater unit and its controls. The water transfer
system was not optimized. The handling and stowage system designed in Phase
I, which included a recovery and launching hydraulic unit and a motion
compensator (Appendix D), were not addressed. The salient points and results
of Phase II are hereafter summarized. The underwater unit prototype was
designed and built during the first six months of Phase II. As shown in
Fig. A-1l, its main components included: the frame, which houses 36 trays
containing the trilaminated, plastic water sampling bags, the rotary valve,
which selects individually the bag to be filled, the exhaust valves, the pump
and its motor, the battery pack, the Mark III1 NBS/CTD, the altimeter, and the
telemetry and control electronics. The water sampler dimensions, shape,
weight and the location of its components are shown in Fig. A-l.

After an intensive series of component and subsystem tests, including a
short shakedown cruise (March 15-16, 1990), the water sampler was taken to sea
for a comprehensive series of engineering and scientific evaluation tests (R/V
OCEANUS, Voyage #219, Woods Hole to Bermuda and return to Woods Hole, April
l6-May 3, 1990). During this evaluation cruise, a total of 21 casts were
made, including five to a depth in excess of 4000 m. Lowering speed spanned
from 0.5 to 2.0 m/sec.

The results of the sea trials showed that the prototype performed well
in some areas but sample bag leakage and flight stability were two major
problems. The positive features demonstrated on this cruise included:

ELECTRONICS: All electronic components of the sampler functioned very
well for such a complex and new system. The telemetry between the ship and
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the underwater unit was excellent, with little or no distortion of the CTD
data stream introduced by superimposed sampler control commands. The power
supply, controller, cabling, motor and pump assembly were operative at all
times. The specially procured bottom-finding altimeter was able to detect and
follow the bottom from an altitude of greater than 1,500 m. Minor problems in
the telemetry link and orientation sensors were discovered and a solution
proposed which needs to be implemented.

MECHANICAL: A new, robust electromechanical termination to attach and
connect the one~ton sampler to the CTD cable proved to be practical and
functional. The rotary valve, its motor and controls used for the drawer
selection, also worked well. The pump was repeatedly and successfully turned
on and off over the entire temperature and pressure ranges of every cast. The
temporary launching technique proved to be adequate for the safe deployment
and recovery of the water sampler in moderately rough seas.

Two problems were identified that had a major impact on the data
quality. Bags were found to develop air and water leaks in quantities
sufficient to destroy or at least raise the question of sample integrity. 1In
addition, records of tilt and spin indicated that the water sampler had poor
flight characteristics, particularly when traveling downward at high speed.

Following an assessment of the components that worked well and others
needing reevaluation, a consensus was reached by the project principals and
the NSF Program Manager that the basic sampler design remained viable and that
work should be pursued, placing priority on first solving the bag issue.

To solve the bag leakage problem, a new approach was pursued and
demonstrated- to be valid. 1In this approach, the two plausible causes of bag
leakage, namely through the seals or through the valve, were to be treated
separately. An hermetically heat sealed, clean bag would be first produced.
The bags would remain closed until sampling was required. The pressure
differential created by the pump would be used to rupture a preweakened bag
area or seal. After filling, the bag would remain hermetically closed by way
of a tight, secure closure mechanism.

This approach had several advantages: it eliminated air leakage and
contamination on deck prior to deployment; it reduced at-sea storage
requirements; and it kept most of the existing water sampler design features
intact.

In September 1990, an independent engineering review panel of outside
professionals, under the chairmanship of David V. Burke, Jr., Vice President
of Engineering, Charles Stark Draper Laboratory, was convened to critically
review the entire water sampler concept and its present design and to make
specific recommendations for improvement as deemed necessary. The panel
reported that, "no performance requirements seem to be unrealistic or not
achievable, although several system improvements are required before success
is achieved. The priority of problem resolution identified by the WHOI and
Battelle teams is the right one; in particular, the subsystem for obtaining
and sealing the water samples must be altered and then demonstrated as meeting
its specifications, including reliability."

Following the review, an accelerated program for developing and testing
improved water sample containers (bags) was initiated and diligently pursued.
The criteria for success were to fabricate seven liter bags which 1) when kept
sealed would absorb less than 1 cc of water while being subjected to two hour
cycles of hydrostatic pressure simulating a round trip from the surface down
to 6000 m, and 2) would completely and reliably fill, on command, at any
pressure over this depth range.
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To implement this program, an elegant bag rupture mechanism was
engineered by C. Albro of Battelle. A 5 cm circular opening was cut in one
sheet of the bag. This opening was then sealed to the other sheet with the
use of a donut-shaped heat sealer. The pressure differential, when applied by
the pump, would force the two sheets apart, peel off the circular sea and
enable water to enter and fill the bag. To prove the validity of this novel
design, more than 600 tests were performed in the fall and winter of 1990 on
bags equipped with the donut seal. These tests positively confirmed that 1)
bags could be fabricated which leak less than 1 cc of water when subjected to
a full 6000 m immersion cycle, and 2) these bags could be repeatedly ruptured
open and filled at all depths between the surface and 6000 m. At the
conclusion of the bag testing program in the spring of 1991, the following had
been accomplished.

¢ The prototype of a water sampler underwater unit, with controls, had
been built and tested at sea.

e The electronic subsystem for activating and controlling water
sampling and for telemetering standard CTD data had been built and
proven to be satisfactory.

e Remotely controlled pumping and filling of seven-liter bags had been
achieved with reasonable success at all specified depths, both in
pressure tanks and at sea.

e The problem of water leakage prior to collection of samples had been
resolved.

Furthermore, throughout Phase II, communications and dissemination of
information with project team members, NSF sponsorship, and the scientific
community was diligently pursued. This activity included working meetings
with WHOI and Battelle scientists and engineers scheduled every two weeks,
monthly internal progress reports sent to NSF, summary of important
development steps and status reports sent to the WOCE community (telemail), a
widely attended "Water Sampler," a three-hour long seminar given at WHOI on
November 24, 1989, and presentation of formal papers and poster sessions at
various scientific meetings (See References).

By then, critical engineering and scientific issues which remained to be
investigated and resolved to complete the integrated water sampler and achieve
the original objectives included:

e Bag closure after filling of water sample container

e Flight stability of water sampler at high lowering speeds

¢ Design and fabrication of the handling and stowage, and, of the water
transfer subsystems.

¢ Electronic and mechanical system integration

e Demonstration of water sampler scientific performance, both in
improved quality of data and superior efficiency, when compared to
existing water sampling and profiling instrumentation.

At NSF request, a proposal was written to address these issues, with
Drs. J. D. Irish and W. J. Jenkins of WHOI as Co-Principal Investigators,
Messrs. H. O. Berteaux and C. Albro being Associate Investigators. The goals
of the proposal, as summarized in the Technical Abstract read as follows:

"This proposal addresses the engineering modifications
necessary to complete and test the prototype Integrated Water
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Sampler, and carry out an extensive evaluation cruise. Improved
clean, sealed water sample bags and their closures need to be
produced at a reasonable cost. Flight stability of the water
sampler needs to be improved to reduce tension loading on the
cable and to avoid contaminating the CTD data or water samples by
turbulent or stagnant flow. Deck handling and motion compensation
equipment are needed for quicker and safer handling of the water
sampler at sea. When these modifications are completed and
demonstrated in the laboratory, at dockside and in sea tests in
the Atlantic, a tests hydrographic cruise will be undertaken with
scientists from the Scripps Institution of Oceanography at a
Pacific GEOSECS station to fully evaluate the actual performance
of the integrated water sampler. This will demonstrate the speed
at which samples can be taken, the quality of the continuous
profiles, and the precision of water analysis possible with the
gathered water samples.”

This substantial document, requesting $2,724,927 over eighteen months,
was submitted to NSF on June 20, 1991. After careful review and the convening
of a special focus panel with expertise and experience in the scientific,
engineering, and managerial aspects of this complex project, the decision was
made by NSF not to pursue the development and the completion of the Integrated
Water Sampler System as proposed. Reasons given for this negative decision
included;

e Bag sealing and opening test results were not found convincing enough
to warrant a major continuation of the project.

e Procedures for reliable production and criteria for quality control
of industrial bags were not clearly identified.

e Program milestones and measures for success or failure of progressive
- steps were not strongly apparent.

e Not enough qualified experts to address specific problems identified
in the proposal.

¢ Schedule too ambitious.

In short, the proposal and the presentation made to the panel on August
8, 1991 failed to build confidence that the project could and would be done
within reasonable time and financial limits.

The proposal review also indicated that water sampling capabilities of
the mid 1980's have been improved by recent advances made in the technology,
another influential decision factor. The review mentioned, however, that the
concept of wataer sampling by filling evacuated, clean bags has merit and is
worth pursuing. Applications could be envisioned for profilers, moorings,
submersibles, and bottom stations.

As part of the review, WHOI was invited to submit a close up proposal to
congolidate and document the development efforts performed to date. This
proposal, submitted to NSF January 14, 1992, was funded April 3, 1992. This
report constitutes the bulk of the work covered in this final proposal.
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B: SeaScan Altimeter

SAIL control specification

The hardware interface is the open collector variation of the SAIL
interface. The pullup resistor value is determined by the cable length you
need to use and must be included in the controller.

The software protocol conforms fully to the SAIL standard, IEEE 997-
1985. It initializes at 9600 baud, 8 data bits and ignores the 8th (parity)
bit. It can therefore be used with the other SAIL components that employ
parity. When sending, it always sends bit 8 as a zero.

The WHOI software version 1.3 altimeter eliminates the SAIL baud switch
command which was used in earlier versions. It also replies in hexadecimal
format for the depth command instead of decimal as in the original version.
This frees sufficient program space to suport holding of configuration
parameters in EEPROM. See the C and M commands below.

The SAIL address is #MA and is followed immediately by a control or data
command. The sequesnce #MAH will elicit the e\ghelp file for example. All
commands may be entered after the prompt without including the #MA each time.
Any invalid command will unaddress the altimeter.

All commands to the altimeter will return the prompt sequence, (cr}{lf)
: (etx). This insures that the command has been received.

All control commands have numeric arguments. These are input as decimal
values and leading zeros may be omitted. The entry must be terminated with
either a [cr) or a space. Excess leading characters are also ignored. Thus
the Pdd(cr] command which sets the output power to dds of full power expects
to use only the last two digits, and would interpret the input P123455(cr] as
56%.

Data Command

#MAD (reply "hhhh(crj{lf]{etx]") The value, hhhh (four hex digits) is
the distance to the nearest target in decimeters. It is calculated with an
assumed speed of sound of 1500 m/sec. The time delay is measured from the
start of the ping gate pulse to the first edge of echo detector reply. The
maximum accepted delay is 7.99 seconds. Note the maximum value is 65535
decimeters or 6553.5 meters.

Control Commands

nnanfc ly "[er)flf)[etx]": This command will set a blanking
interval of nnnn milliseconds after the end of the transmitted pulse. This is
necessary to allow the transducer to stop ringing after sending out a high
power ping. This ringing looks to the receiver like an echo and is
indistinguishable from nearby volume reverberation or echos. The receiver
must be kept "numb" for this period. Since the exact ringing time is
impossible to predict without taking into account the entire acoustic
environment, we feel some control is required. Leading zeros are assumed,
hence B99[cr) will set the interval to 99 ms. This value is saved in EEPROM
by the M command. ,

Wi eply " flietx]l"): This command will set the
transmitted pulse width to nn milliseconds. The value of nn is 1 to 20. The
power on default is 10 ms; the altimeter will not accept a value great than 20
ms. This value is saved in EEPROM by the M command.
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"le 1 tx]"): This comand will set the acoustic
power level of the transmitter to nn% of max power. The altimeter will accept
inputs in the range of 0-99. (It will interpret P100 as 0% since it uses only
the last two digits.) This value is saved in EEPROM by the M command.

reploy "{c 1fjfetx]”}: Command to set the ping rep rate to
nn seconds. This value is saved in EEPROM by the M command.

hd () ": This command is used to "Memorize" the setup
parameters in EEPROM. The altimeter will use these values next time it is
powered up. The parameters are pulse rep rate, pulse width, power level and
blanking interval. They may be changed at any time using the commands above
(R, W, P, B) but these values will not be copies to EEPROM until the M command
is issued.

View Cu nt Configuration parameters: The C command will list the
current configuration values. Unfortunately, there is not enough ROM space to
convert the reply to engineering units; therefore, the raw hexidecimal values
in the registers are output. The output format will be:

#MAC([cr](1£]0050 44pp bbbb bbbb wwwwicr][lf]:[etx]

where

0050 = RAM address where these are stored

rr = ping period in hex seconds (01-08 typically)

Pp = power level, $00-$FD

bbbb bbbb =blanking interval, made of the sum of ...
byte 1 integer seconds (00-07)
byte 2 hundreddths of a second (hex) $00-$63

" byte 3,4 clock tics at 1.2288 MHz ($S0000-$2FFF)

wwww = pulse width, tics of 1.2288MHz, ($04D0-$6040)

-(This command uses the data dump routines of the ?M command below to do
its work, hence the leading 0050 which is the address of the first of these
eight bytes.)

#MAH: This command elicits the brief Help file which is a short list of
these commands and the date of the last program modification.

#MA[spacel: The ([space] character is a valid command which does nothing
except return the prompt. It is often used to hold off the timeout when
testing on the bench (if the timeout is included) or to see if the unit is
still there when the operator is working through a long communication chain of
modems.

2Maaaa ddddf{cfl: This command will dump dddd bytes of memory starting
at address aaaa. It is used in testing and not normally useful in an
operational mode. Leading zeros are assumed and need not be entered. The aaaa
field is terminated by a space and the dddd field by a (cr]. The command
?MF800 8{cr] will show the EEPROM values of the configuration parameters which
are used on power up.

d dd... ¢ This command will write into RAM. It puts data
dd etc in RAM starting at address aaaa. It should be used only by an
experienced operator who understands the memory locations and their contents.
This command cannot write into EEPROM.
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C: Cruise Summary Logs

The following tables contain information on the performance of the water
sampler and altimeter during the March 1990 test cruises aboard the R/V Oceanus.

Detailed discussion of these tables and the general summary of the cruises
is given in the "Testing and Evaluation" and "Testing and Evaluations Results”
discussions above.

The altimeter summary tables list the altimeter height measured by acoustic
techniques, the depth (in dbars) from the CTD pressure sensor, the acceleration
of gravity, CID specific volume anomaly, calculated meters depth, and estimated
bottom depth. The Altimeter Delta column lists the difference in individual
reading from the averaged calculated water depth, which is often significantly
different than the tabulated depth from the ship's fathometer.
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DATA FROM CAST 1 ON 16 MARCH 1990

Time to
Position Battery
Pumping (Cumulative |Rotary (Depth Temp|Voltage Flow Volume Bag
Drawer |Time (s) |Time (s) Valve (s)idb |°C [(vdc) |Reading |(L) Condition

0 30 30 15| 9.7| 48.27 0

1 20 50 371 15| 9.7] 48.27 6.8

2 10 60 17 15| 9.7| 48.06 8

3 5 65 26| 15| 9.7| 48.09 5.5

4 0 65 27| 15| 9.7} 48.09 0

5 30 95 59 450 7.2| 48.17 7.5

6 20 115 29| 500 6.6| 48.21 6.4

7 10 125 54| 550 6.1 47.89 6.8

8 0 125 27 47.89 0

9 30 155 48| 900 4.6 47.74 0
10 20 175 26| 968] 4.5 47.87 711 hole
11 10 185 38] 1024| 4.4! 47.69 7.1

12 0 185 27 47.69 0

13 30 215 27| 1391 4.1/ 47.68 2|1 bole
14 20 235 25| 1472| 4.1] 47.61 7.3
15 10 245 27( 1539 4.1{ 47.58 0
16 0 245 52 4,1 47.58 0
17 30 275 27| 1850 4.1} 479 0
18 20 295 25| 1850 4.1| 47.18 7.5

19 10 305 50| 1850| 4.1} 47.09 7.6
20 0 305 18 47.09 0
21 30 335 26 1342 4.1| 46.9 101 3.5
22 20 355 30| 1342 4.1] 46.8 97 0
23 10 365 52| 1342] 4.1] 46.78 31 0
24 0 365 35| 1342| 4.1/ 46.61 0 0
25 30 395 27| 897| 4.7| 46.61 105 7.9
26 20 415 41| 899 4.7| 46.56 96 4.8{1 hole
27 10 425 44| 899 4.7| 46.55 170 0|broken lid
28 0 425 25| 899 4.7| 46.55 0 0.02
29 30 455 23| 451 7.2] 46.24 105 6.1
30 20 475 76| 453] 7.2| 46.05 140 7.3
31 10 485 28| 453 7.2f 45.73 93 8
32 0 485 25| 453| 7.2} 45.73 0 0.2
33 30 515 27 16] 9.7| 45.33 254 2.6|1 hole
34 30 545 271 16f 9.7] 44.36 115 7.9
35 30 575 26) 14! 9.7 43.85 91 7.5
36 0 575 45| 14| 9.7 0 0

PC = partial peeling of seam in corner of bag
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DATA FROM CAST 2 ON 16 MARCH 1990

Time to
Pesition Battery
Pumping [Cumulative |Rotary |Depth{Temp |Voitage |Flow Volume
Drawer [Time (s) [Time (s) [Valve (s)}db |°C  [(vde) Reading |(L) Bag Condition
0 30 30 23| 9.7] 49.31 169 0
1 20 50 37] 22| 9.71 49.21 3 0lok
2 10 60 17] 22§ 9.7] 49.28 7 0/1 PC
3 5 65 26f 22 9.7] 49.39] 12657 0lok
4 0 65 27, 22| 9.7, 49.83 0 0Jok
5 30 95 59! 484] 5.8/ 49.13 4 0ok
6 20 115 29! 534| 5.4| 49.43 2 0.3}1 hole/bottom,1 PQ
7 10 125 541 565 5.3 49.13 7 3.5{1 hole/bottom
8 0 125 27 640 5.1 49.75 0 0lok
9 30 155 48! 959 4.4| 4947 53 0jok
10 20 175 26| 1026] 4.2| 48.89 12 0j2 PC
11 10 185 38| 1093| 4.1 49.12 64 0lok
12 0 185 27 1265 4.1 49.64 0 0lok
13 30 215 27| 1430 4.1| 48.88 27 6.3{1 PC
14 20 235 25| 1660 4.1 48.78 28 5.4|1 hole/top, 3 PC
15 10 245 27; 1697 4.1] 48.81 15 0lok
16{ . 0 245 52{ 1801 4.1 49.53 0 0jok
17 30 275 27 1805{ 4.1 48.8 110 5.3{ok
18 20, 295 25 1804] 4.1 48.72 70 7.4)3 PC
.19 10 305 50{ 1803 4.1} 48.73 35 4.3/1 hole/top, 2 PC
20 0 305 18] 1803 4.1] 49.23 0 0lok
21 30 335 26; 1371 4.1] 48.51 28 5.8/1 PC
22 20 3s5 30| 1373] 4.1] 48.51 32 0lok
23 10 365 52| 1375 4.1 48.64 8 0lok
24 0 365 35| 1375 4.1] 49.05 0 0|ok
1 hole/top, 1 PC,
25 30 395 27| 895| 4.5 48.4 29 5.2{loose gasket
26 20 415 41| 896 4.5 48.38 43 3.4{1 PC
27 10 425 44| 897] 4.5{ 48.24 53 7.2|gasket little loose
28 0 425 25 897| 4.5 48.91 0 0.7|ok
29 30 455 23| 324 89| 4822 33 2.5|1 hole/top
30 20 475 76/ 327 8.9] 48.16 85 3.1j]1PC
31 10 485 28 329 8.9 48.24 81 71 PC
32 0 485 25! 332] 89| 48.68 0 0.4/1 PC
33 30 515 270 34| 9.8)] 48.08 107 7.1{1 PC
M4 30 545 27| 23| 9.8 47.89 97 7.2{4 PC
33 30 575 26 22| 9.8] 47.93 218 5.5|1 hole/top, 2 PC
36 0 575 45 22| 9.8 0 0Ojok
PC = partial peeling of seam in comner of bag
116




Cruise 219 NSF Water Sampler Cast Lo,

Cast:]A | | Date:] 16-Apr-90 Time in:| 13:35
Battery Set Used:|A
Time in |Pumpiong Time Cast |UWU [Water |Battery |Flow  |Volume |Volume
Drawer [inlet Vaive [Water |Drawer|Cumulative Speed | Depth | Temp. | Voltage | Reading | Collected |Leaked
Positioa |Body |Pop. | (min)] (sec) (sec)| (m/min){ (db){ (°C)| (vdc) L (ml){Remarks
100 5| 5 41 8 8 0] 10| 6| 48.2| 1416 5.0 OLD BAG
25) 21} 21 43 8 16 0] 10 6| 48.3] 1206 4.3 OLD BAG
27] 36| 36| 44 8 24 0 10| 6] 48.1] 1967 5.6 OLD BAG
300 1 1 57 8 32 -0l 10| 6| 48.1| 1949 5.5 OLD BAG
31| 26| 26| 57 3 40 0 10/ 6| 48.2| 2133 3.5 OLD BAG
32| 34| 34| 58 8 48 0| 10{ 6| 48.0] 1413 5.8 OLD BAG
4.95|AVG
0.8139/STD
5.8 MAX
3.5|Min

General Comments: The folding of the bags may be causing the
low sample volumes due to locking the bags into smaller F

bags. For the next cast we will try a different folding size.

Increasing fold from 5.5" to 6.5" and lifting flaps.

Folds are goin  to be made without overlapping.
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Altimeter Results of Cast B

Date: 17 April 1990 | Water depth based on Ship's Fathometer 3981m
Latitude({38°13.99'N
Altimeter CTD Water|  Altimeter
Bottom(m); Depth(db) gr1]]  d[1]{Depth(m)(1]{ Depth(m){2]| Delta(m){3]
1264 2769 10| 26765 2730 3994 -1
1240 2790 10| 26967 2751 3991 2
1203 2830 10| 27351 2790 3993 0
1166 2860 10] 27639 2819 3985 8
991 3044 10| 29405 2999 3991 2
889 3150 10{ 30422 3103 3992 1
796 3250 10{ 31381 3201 3997 -4
693 3350 10 32340 3299 3992 1
350 3712 10 35806 3652 4002 -9
455 3600 10} 34734 3543 3997 -5
684 3367 10| 32503 3315 3999 -6
836 2200 10) 30902 3152 3988 4
1026 3000 10) 28983 2956 3983 10
1235 2800 10| 27063 2761 3996 -3
1328 2700 10| 26102 2663 3991 2
1427 2600 10| 25141 2565 3991 2
1532 2500 10 24179 2467 3999 -6
1804 2200 10| 21292 2172 3976 17
1950 2100 10| 20329 2074 4024 -31
2027 2000 10] 19365 1976 4002 -9
2201 1810 10] 17533 1789 3990 3
2239 1767 10] 17118 1746 3985 8
2409 1600 10 15506 1582 3991 2
2537 1460 10{ 14154 1444 3981 12
Average 3993
Notes: s using

(1] CTD depth computed in meters from prmsure in decibars

(2] Water Dgpth based on Altimeter Readin i and CTD Depth

[3] Altimeter Delta using average water depth
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Cruise 219 NSF Water Sampler Cast
Cast:[B | | Date:| 17-Apr-90 Timein:| 8:40
Battery Set Used:(A
Time in M’Lm Cast UWU |Water |Battery |Flow Volume |Volume
Drawer |Inlet Valve |Water |[Drawer |Cumulative |Speod |Depth | Terup. |Voltage |[Reading jCollected {Leaked
Position |Body [Pop.| (min){ (sec) (sec)i (m/min){ (db)} (°C)] (vdec) (L) {ml){ Remarks
1 3 3 8 8 0] 10/ 7.6/ 49.6 825 35 1]
2| 33] 33 8 0 16{{1}
3] 35 35 8 16 0] 10] 7.6] 49.4 476 1.8 [1), leaky vaive]
4] 27| 27 8 24 0 10 7.6] 49.3 988 1.0 ¢
5| 37A|37A 8 32 0 10| 7.6/ 49.2 314 6.0 {11
6| 16/ 16 8 16 48 0] 10{ 7.6] 494 7.4 ran pump twice
7f 151 15 21 8 56 -60( 225{ 10.4 223 1.8 (1]
8 39 39 21 8 64 -60} 241/ 10.1 416 0.0 5
9| 28| 28 22 8 72 -60{ 267 9.5 178 6.5 1]
10 5| § 22 8 80 -60| 2551 9.3 111 2.5 OLD BAG
11} 23{ 23 22 8 88 -60( 295| 9.0 156 0.0 251{1}
120 2] 2 23 8 96 -60| 309| 8.5 0.0 40/(1]
131 17| 17 23 8 104 -60| 326; 8.2 49.4 129 0.0 251(1)
14 20| 20 104 -60 80({1]
15 A 33 8 112 -60! 800 4.6] 49.3 258 3.0 1]
16/ 13| 13 47 8 120 -60| 1600| 3.8f 49.0 252 3.4 (1
17) 29 29 62 8 128 -601 2400{ 3.1] 48.3 195 4.5 [1]
18- 18] 18 128 -60 70
191 19| 19 85 8 136 -30| 3600| 2.2| 48.5 142 0.0 1i{11,12]
20( 32| 32 40
21| 40{ 40 85([1]
22} 37} 37 9|{1]
23| 30| 30 1[1,02]
24 4] 4 22/[1)
25( 21§ 21 8/0LD BAG
260 22{ 22 35
27( 36| 36 10|OLD BAG
28| 25( 25 26
29! 10] 10 15
30 1 1 21{0LD BAG
31| 26| 26 20|OLD BAG
32{ 34] 34 35/0LD BAG
33| 38| 38 11
34 9| 9 1112}
35 8 8 20
36! 31| 31 45
Notes: |[1] Refolded Bag
[2] Ridge around poppet
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Cruise 219 NSF Water Sampler Cast Log
Cas:(D | | Date:|  18-Apr-90 Time in:| 21:15
Battery Set Used: (B
Time in | Pumping Time Cast  |UWU |Water |Battery {Flow  {Volume |Volume
Drawer |inlet Valve |Water |Drawer Cumulative |Speed |Depth | Temp. | Voltage |Reading [Collected |Leaked
Position |Body |[Pop.| (min)] (sec) (sec)} (m/min)] (db)] (°C)| (vde) (L) (ml)| Remarks
Home 37 10 10 0| 1034 100 49.7 416
1] 4] 4 37 10 20 0| 1034 100| 500 0
3| s s 59 10 30 0] 2000 49.2 376 0 ]
s| 28] 28 10 40 0| 2516 49.0 666 1.3 i
7| 34] 34 10 50 0| 3013 489 279 0 )
9ol 9| o9 10 60 0| 3514 48.6 382 0
1| 28] 25 10 70 0| 4007) 23] 482 328 0 (1]
13 370 371 ue 10 80 0| 4504 48.4] 325 ] 0]
15| 37A( 37A 20 100 0 4504 48.4| 27452 0.8
177 2| 22 10 110 0| 4504 48.3 280 1.5 121
19 23] 23 10 120 +0| 4504 48.2 424 0
2t 39| 39 20 140 +0] 4504 48.2 583 0
231 15| 1S 30 170 +0{ 4504 48.0, 965 0
250 3 3 10 180 +0{ 4012] 23| 480/ 304 1
270 1y 31 10 190 +0{ 3513 480 491 0 i
29( 21| 21 171 10 200 +0{ 3014 48.0 282 i2 i}
31 33| 33 10 210 +0{ 2517 480 4u 0 )
33 38] 38 10 220  +0{ 2019 478 100 0 (1
3s| 19| 19 10 230 +0| 1021] 10.0| 477 690 0 {1
Notes |{1] No Screw in threaded hole for use with extraction probe
[2] Valve held open with 3 nylon washers which were still in place after pumping
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Altimeter Results of Cast C
Date: 18 April 1990 T Water depth based on Ship's Fathometer 5004 m
Latitude 36°15.06'N
Altimeter CTD Water| Altimeter
Bottom(m)| Depth(db)| gr{1]{ _d[1]| Depth(m)[1]| Depth(m)[2]| Delta(m)({3]
2149 2800 10| 27063 2761 4910 20
1248 3700 10| 35691 3641 4889 41
1130 3877 10| 37384 3814 4944 -14
1020 3988 10| 38446 3922 4942 -12
901 4112 10] 39630 4043 4944 -14
1029 3969 10| 38264 3903 4932 -2
1204 3777 10| 36428 3716 4920 10
1348 3639 10| 35108 3582 4930 0
1420 3575 10| 34495 3519 4939 -9
1505 3488 10| 33662 3434 4939 -9
1555 3439 10| 33193 3386 4941 -11
Average 4930
Notes:| {1] CTD depth computed in meters from pressure in decibars using

S F R h 1976,23,109-111 |

[2] Water Depth based on Altimeter Reading and CTD Depth

[3] Altimeter Delta using average water depth
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Cruise 219 NSF Water Sampler Cast
Cast:| D4 | | Date:|  19-Apr-90 Time in:| 14:50
Battery Set Used:|B
Time in | Pumping Time Cast |UWU |Water |Battery {Flow | Volume |Volume
Drawer {Inlet Valve |Water |Drawer|Cumulative {Speed Depth | Temp. | Voltage |Reading | Collected | Leaked
Position |Body [Pop. | (min)] (sec) (sec)] (m/min)] (db)] (°C)] (vdc) (L) (ml) | Remarks

of of o $4 10 10 3000 49.3 138 1]

16{ 18] 40 10 20/-0 3000 49.2 157 1.5 1l

13 19) 23 10 30/-0 3000 49.2 228 0.0 1))

17 5 31 10 40{-0 3000 49.2 93 0.0 1]

29 3| 34 10 50{-0 3000 49.2 1) 3.1 11

33| 32{ 39 10 60(-0 3000 49.1 155 0.2 i

of o o 34 10 70|+0 2000 48.9 160 )]

28| 37] 25 10 80| +0 2000 48.9 135 0.3 [

il 2 2 10 90(+0 2000 48.9 242 2.5 i

2| 6| 38 10 100(+0 2000 49.0 330 0.0 {ti

14 22 10 110/ +0 2000 49.0 m 0.5 (1

18] 271 s 10 120/ +0 2000 48.9 232 0.0 {1]

o] o 105 10 130/ +0 1000 48.7 287 (1]

8| 34 3 10 140/ +0 1000 48.8 183 15 (1

12 as| o 10 150/ +0 1000 48.8 258 0.0 |

320 1] 37 10 160 +0 1000 48.7 446 1.5 i

Notes: '[l] Taped top front of each drawer. Added Skirt to Rotary Valve pump
inlet. Modiied flowmeter flange to alow tighterseal.| | |
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Cruise 219 NSF Water Sampler Cast Log
Cast:D1 | | Date:| 19-Apr-90 Timein:| 8:55
Battery Set Used:|B
| |Time in |Pumping Time ~ |Cast  [UWU [Water |Battery [Fow | Volume |volume
Drawer |lnlet Valve |Water |Drawer |Cumulative [Speed |Depth | Temp. | Voltage | Reading | Collected | Leaked
Position |Body [Pop. |  (mim)}  (sec) (sec)| (m/mim)|  (@)| (°C)|  (vdo) (L)] _ (wD)|Remarks
10 10 47.54| 639
8| 34f 3 10 20 o 10| 195| 4755 67 6.5
12| 38 9 10 30 o 10| 195 415{ 720 6.3
16 18] 40 10 40 0| 10[ 19.5| 47.54] 358 7.5
loose poppet
28| 37| 25 10 50 o 10| 19.5| 4746 636 6.8 asket
20 1 37 10 60 0l 10| 195 4755 894 7.5
Cruise 219 NSF Water Sampler Cast Log
Cast:D2 | | Date:| 19-Apr-90 Time in:| 10:50
Battery Set Used:|B
| |Timein |Pumping Time  [Cast [UWU [Water [Battery {Fow | Volume |Voiume
Drawer |Inlet Valve |Water |Drawer|Cumulative [Speed |Depth [Temp. | Voltage | Reading | Collectod |Leaked
Position (Body [Pop, { (min){ (sec) (sec)| @/min)| _(@)] C) (vde) ()] (mD|Remarks
- 10 10 493 224
8| 34/ 3 10 20 o] soo| 17.6] 488 168 7.6
12 38 9 10 30 ol soo| 176 4971 187 0.0
16 18] 40 100 - 40 o] soo| 17.6] 493 219 7.2
28| 371 25 10 50 ol soo| 176 49.6] 204 1.6
320 1| 37 10 60 ol soo| 176 497 98 7.4
Cruise 219 NSF Water Sampler Cast Log
Cast:[D3 | | Date:] 19-Apr-90 Time in:] 12:30
Battery Set Used:( B
| |Timein |Pumpiog Time  [Cast |UWU |Water [Battery |Flow  |Volume |Volume
Drawer |inlet Valve |Water |Drawer|Cumulative [Speed |Depth | Temp. |Voltage | Reading | Collected | Leaked
Position |Body |Pop.| (min)| (sec) (sec)| m/min)} (@b)] (°C)| (vde) (L)} (mD|Remarks
10 10 496 166
8] 34 3 23 10 20 0] 1200 4960 181 7.4
12] 38 9 10 30 0| 1200 495 167 0.0
16| 18] 40 10 40 0| 1200 495 185 7.2
28| 371 25 10 50 0| 1200 494 175 7.5
n 1| ¥ 10 60 0| 1200 495 104 6.3
1l 2| 2 10 70 0| 1200 94 113 7.0
13| 19| 23 10 80 0| 1200 494 180 7.0
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Cruise 219 NSF Water Sampler Cast Log

Cast:E | | Date:] 19-Apr-90 Time in:| 19:20

Battery Set Used:|B

| |rimeim|Pumping Time  |Cast  |UWU [Water [Battery [Flow  |Volume |Volume

Drawer |Inlet Valve |[Water |Drawer |Cumaulative |{Speed [Depth |Temp. | Voltage | Reading | Collected |Leaked
Position |Body |Pop. | (min)] (sec) (sec) (m/mim)] @)} O (vdo) ML)  (mb)|Remarks

8/ 2| 20 10 10 0| 10| 19.75] 49.45] 308 7.5

120 2 2 10 20 0 10| 19.75] 49.72 12

16| 16/ 16 10 30 0] 10] 19.75] 495 162 7

28/ 18] 18 10 40 0| 10| 19.75] 49.51 6.5

320 1 1 10 50 0! 10| 19.75 181 7.4

1| 371 3 10 60 0] 500| 17.52] 49.28 161 7.5

13 21 21 10 70 0| 500/ 17.52] 49.67 6.8 1)

2( 30 30 10 80| -30] 800| 13.24| 48.39 163 7

4 171 17 10 90| -30| s2s| 12.7] 49.15] 245 0

18] 10[ 10 10 100{  -30{ 850| 12.15| 4886 276 6.5

4] 2| » 10 110{  -30{ 875 11.47] 48.84 189 6.5

4 13f 13 10 1200 -30{ 900[ 10.79] 49.12 5.5

s{ 28 28 10 130 0] 1200{ 5.8] 48.64 149 73

9| 38 38 10 140 0] 1200] 5.8 48.89 36 6.5

21] 39| 39 10 150 0| 2000] 3.93| 48.64 186 6

25| 23] 3 10 160 0| 2000 3.93| 48.65 6.2 1]

71 2| 2 10 170 0| 2700] 3.9 48.52| 467 0.2

20] 26| 2 10 180 60| 2800 3.28) 48.46 519 0

1| s/ s 10 190 0| 3100] 2.99| 4837 593 3

24| 35| 35 10 2000 60| 32000 2.9| 48.35| 548 1.1

27} 33 3 10 210 -0| 3500 2.63| 48.29| 262 0.1

3 7 7 10 220 60| 3600] 2.55| 48.21] 420 1.1

310 3| 3 10 230 0] 3900] 2.38] 4838 1.5 2

s] 32| 32 10 240| 60| 4000] 2.34] 48.16| 376 1.5 (3

17 40| 40 10 250  +0] 3900{ 2.38] 48.08 188 0.3

29[ 25| 25 10 260]  +0| 3500; 2.62| 47.98] 9831 0.1

33| 15| 1s 10 270,  +0| 3100] 2.98| 47.92] 960 0

3 37A| 37A 10 280  +0| 2700 3.37) 4785 38 1.1

15| 9 9 10 200 +0| 1200, 591 4177 343 1 1

19 19| 19 10 3000 +0| 1200] s.91] 47.76] 4m 5.4

19f 2711 27 10 310 30 900| 11.34 560 7

2| 8 s 10 320 30 866| 12.03 493 5.2

26| 4 4 10 330 30| 833] 12.72 306 0

30 29 2 10 340 30[ 800] 13.41] 47.55{ 354 5.5

2l nl n 10 350 of 10{ 1979 415 246 7.5 11

35| 34| 34 10 360 o] 10| 19.79] 47.38 130 74
Notes:|[1] a 1/8" gasket was added to back of drawer.

{2] st 3650 m rotary valve stuck, stopped winch and was able 1o worked it free.
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Cruise 219 NSF Water Sampler Cast

Cast:/F | | Date:| 20-Apr-90 Time in:| 16:28

Battery Set Used:|B

Tine in | Pumping Time Cast JUWU |Water |Battery |Flow Volume |Volume

Drawer |Inlet Valve |Water |[Drawer |Cumulative |Speed |Depth | Temp. | Voltage | Reading | Collected |Leaked
Position {Body [Pop. | (min)| (sec) (sec)] (m/min)| @] C)| (vdo) W]  @b|Remarks

27 9 9 0 5 S 0 0] 195 50.2 70 5.0

31 4 4 0 10 0 of 195 6.0

8 3 3 18 15 0} 1200 6.0 40 3.1

12| 40| 40 18 10 25 0] 1200 6.0 53 1.6

16| 231 23 20 s 30 0| 1200 6.0 42 7.2

28| 221 22 20 10 40 0 1200 6.0 63 73

32 21} 2 2 5 45 0| 1200 6.0 49 6.2

1 33} 33 22 10 55 0| 1200 6.0 110 73

13 28] 28 26 s 60 0| 1200 6.0 38 54

Has hole bottom

17 34| 34 26 10 70 0{ 1200 6.0 64 4.5 seam

29 25{ 25 34 5 75 0 1200 6.0 3s 3.0

33 38) 38 34 10 85 0{ 1200 6.0 110 7.4

2 191 19 50 5 90 0 1200 6.0 41 2.0

141 31 31 50 10 100 0f 1200 6.0 97 7.0

18 371 37 84 s 105 0| 1200 6.0 18 1.3

34| 39 39 84 10 115 0f 1200 6.0 62 6.6

3 15t 15 108 S 120 0] 1200 6.0 0.0

15 17 17 108 10 130 0} 1200 6.0 0.0
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Cruise 219 NSF Water Sampler Cast

Cast:|G | | Date:|  20-Apr-90 Time in:| 21:27

Battery Set Used:|B

| |Timein |Punpiog Time  |Cast [UWU [Water [Battery [Flow  |Vohume |Volume

Drawer |lnlet Valve |Water |Drawer|Cumulative |Speed |Depth | Temp. | Voltage |Reading | Collected | Leaked
Position |Body {Pop. | (mim)] (sec) (sec)] (m/min)] (db)] (*CM (vdc) (L) (ml) | Remarks

0 3 10 10 10{ 19.8] 500 324

8{ 26/ 26 10 20 0] 10| 198 210 0.0 11L12)

12{ 35/ 35 10 30 0] 10{ 193 134 s.1 B)

16| 32{ 32 10 40 0 10} 193 132 12

28/ 71 7 10 50 0 10} 198 132 12

32/ 13| 13 10 60 0] 10{ 198 7.0 [4)

1| 20| 20 10 70| 30| 750 13.5 298 0.0 1

13 18] 18 10 80| 30, 775{ 129 134 6.7 B3]

17| 16| 16 10 %] -30 12.3 115 5.9 131

290 10/ 10 10 100  -30 113 497 131 12

33 9o o 10 110  -30 1950] 4.1 101 6.2 (8)

2l 37| M 10 120 30| 2000{ 4.0 [T 6.0

14 19/ 19 10 130  -30] 2050] 4.0 49.5 105 6.5

18| 28 28 10 140]  -30] 2900] 3.1 50 3.0

34 4 4 10 150|  -30| 3000] 3.0 54 0.0 90/[6)

3] 3 3 10 160  -30] 3100{ 29| 9.0 26 3.5

15| 2s] 25 78 10 170 0| 4000] 24| 49.0 25 0.7 (6]

19 23] B 38 10 180 0| 4000, 2.4 19 0.2

23, 40| 40 98 10 190 0] 4000] 24 51 6.9

3s| 22| 22| 108 10 2000  +0] 4000] 2.4 489 19 0.0

4] 34 34/ 1us 10 210  +0| 4000] 2.4 20 1.6

200 1] 1} 128 10 2200  +0] 4000] 2.4| 487 12 0.0 100{{61,(7]

24| 14 14 10 230 30| 3100 3.0 32 0.0 36

36| 30 30 10 240 30| 3000] 3.0 37 1.8

s| 29 2 10 250 30| 2900( 3.1 50 2.4

9| 271 10 260 30| 2050{ 39| 48.7 7 0.0 13

21| 36] 36 10 270 30} 2000{ 3.9 189 0.0 1121

25| 2] 2 10 280 30 1950] 3.9| 48.5 69 4.0

6| 39] 39 10 290 of 1200 .7 64 5.8

100 31} 3 10 300 o 1200{ 5.7 53 7.1

2] 38] 38 10 310 ol 1200{ 5.7 109 0.0 150}{6}

2] 33} 33 10 320 ol 1200 5.7 ) 6.6

30, 8 8 20 340 30| sso| 11.5 5.7

71 2] 2 10 350 30| so0o0[ 12.4 144 6.2 i3]

11}37A [37A 10 360 30| 7is| 12.8] 480 82 3.6 31

270 15| 15 10 370 of 10 196 161 7.0

31 17] 17] 28 10 380 of 10| 196 479 179 7.4 0S0SGMT
Notes:|[1] Missing one fastener {5] Drawer Broken

(2} Bag ridge around poppet [6] Measured Volume after cutting open
[3] Leaking valve {7] Rotary Valve sticks bere

[4] Brust Bag, Volume Estimated based on shape

(8] Defective magnet |
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Cruise 219 NSF Water Sampler Cast Log
Cast: H | | | Date:| 21-Apr-90 Time in:|not recorded
Battery Set Used:{not recorded
Tinse in {Pumping Time Cast UWU {Water |Battery |Flow Cracking | Volume
Drawer |inlet Valve |Water |Drawer|Cumulative {Speed |Depth]Temp, | Voltage |Reading | Pressure |Leaked
Position |Body {Pop.| (min){ (sec) {sec){ (m/min}| (db)] (°C)] (vde) (psi)3]] (mD(4]{Remarks
{ 171 17 5 1.0 2.21{2)
2 3 3 5 1.0 72.01[1)
3 21 5 6.5 1.0}(2)
4 13] 13 [ 4.5 1.0{[1]
5| 40! 40 s 1.0 10.0{{2]
6 29| 29 ] 2.0 1.0{{11
7 2 2 5 1.0 3.0{12]
8; 28| 28 5 1.0 1.6|[1)
9 9 9 5 4.8 3.0{{2)
10 19] 19 5 58 0.0{12]
14| 15( 15 5 55 0.0({1]
15{ 32{ 32 5 55 1.0{{1]
Notes: {[1] Full taping used to hold bag to valve body
{253.6" Dia Circls tape used to hold bag to valve body
{3] Cracking is pressure (psi) to leak water
{4} Volume of water found in bags
The water sampler was push over 1o its side
Jouring lauoch | ___|
Cruise 219 NSF Water Sampler Cast Log
Cast:l1 | | [  Date:| 21-Apr-90 Time in:|not recorded
Battery Set Used:|not recorded
Time in |Pusuping Time Cast JUWU |Water {Battery [Flow  [Cracking | Volume
Drawer {Ialet Valve |Water |[Drawer|Cumulative [Speed |Depth|Temp. | Voltage |Reading | Pressure |Leaked
Position |Body |Pop. | (min)]  (sec) (sec)| (m/min)| (db)|{ (°C)| (vdc) (ps)[3}] (mD[4)jRemarks
36 10 6.0 1{f2)
291 36 10 7.0 ({11
35 1 10 6.5 11}
34 8 10 0.5 13{{2}
23 16 10 0.5 1711)
30, 10 10 59 112}
24; 31 10 4.3 2{{2]
31 4 10 55 1i{1
251 33 10 55 1
32{ 20 10 1.5 31[2)
26] 18 10 0.5 10){2)
331 14 10 1.5 1{{1]
Notes: |{1] Full taping used to hold bag 1o valve body
(21 3.6" Dia Circle tape used to hold bag 1o valve body
(31 Cracking is pressurs (psi) to leak water
{4] Volume of water found in bags _
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Cruise 219 NSF Water Sampler Cast Log
Cast:|]J | | | Date:] 21-Apr-90 Time in:|not recorded
Battery Set Used: |not recorded
| |Tomein |Pumping Time  |Cast  [UWU [Water [Battery [Flow _[Cracking | Volume
Drawer |Inlet Valve [Water |Drawer|Cumulative |Speed |Depth | Temp. | Voltage | Reading | Pressure |Leaked
Position |Body (Pop.| (min)] (sec) (sec)| (m/min)] (db)] (*C)]  (vdc) (psDi3]1] (mD[4]] Remarks
29 2 2 1000 0.5 52111
36, 25| 25 1000 6.0 26|11
28] 32| 32 1000 4.5 1{1,{7}
35/ 38)] 38 1000 6.5 231[1)
27 21 21 1000 7.0 10{[2)
34 22| 22 1000 55 10{[1])
26 9 9 1000 7.0 14{(2)
33 36] 36 1000 6.7 43|[1]
25( 1 1 1000 6.0 160[2},151,(6]
32 19 19 1000 5.2 1}(2),{N
24 15 15 1000 6.0 1{12),[7N
3N 27y 7 1000 6.5 28|(2]
Notes: {[1] Full taping used to hold bag to valve body
[2] 3.6" Dia Circle tape used to hold bag to valve body
[3] Cracking is pressure (psi) 1o leak water
[4] Volume of water found in bags
{5] Measurement resulted in Salinity of 36.617/surface of 36.551
6] bag was not pressed well (wrinkled)
[7) bag ridge around Poppet |
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Cruise 219 NSF Water Sampler Cast Log
Cast: K | | | Date:] 28-Apr-90 Time in:|not recorded
Battery Set Used: not recorded
Time in [Pumping Time Cast JUWU {Water |Battery Cracking | Volume
Drawer |Inlet Valve |Water |Drawer|Cumulative [Speed |Depth | Temp. | Voltage | Vacuum |Pressure |Leaked
Position |Body |Pop.| (mim)] (sec) (sec)| (m/min)] (db)] (°C)| (vde)j{torm)(1)| (psidi2]] (mDI3]
20{ SO 20 8.3 0.4
36| 51 20 224 2.6
9| 52 20 28.5 8.6
34/ 53 20 27.0 8.0
10 5S4 20 11.7 4.0
30| S5 20 4.7 0.1
3| s6 20 4.2 0.3
12{ 57 20 12.0 1.2
18] S8 20 21.2 12.0
23 5 20 13.4 04
26| 61 20 11.8 1.5
6| 64 20 12.3 04
8 65 20 12.5 1.0
21| 66 20 5.1 0.2
11 67 20 15.5 3.6
35| .68 20 19.0 0.8
28| 69 20 14.2 2.5
1] 70 20 10.3 0.9
4L N 20 19.4 5.6
151 2 20 9.2 0.4
14| 73 20 1.8 0.1
33 24 20 15.3 4.4
4 75 20 9.4 1.0
13] 76 20 4.2 0.1
5| T 20 11.4 1.2
211 718 20 53 0.4
N 20 17.0 2.3
31} 80 20 4.2 0.4
2| 81 20 84 1.0
17] 82 20 104 1.1
29| 83 20 18.5 1.8
25| 84 20 7.0 0.1
16 85 20 20.0 1.2
32 86 20 17.6 0.8
2| %7 20 15.0 8.0
19] 88 20 12.1 1.8
Notes: |[1] Vacuum level bag was evacuated
[2] Cracking is pressure (psi) 10 leak water
{3] Volume of water found in bags
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Cruise 219 NSF Water Sampler Cast

Cast:|L | | | Date:] 29-Apr-90 Time in:/not recorded
Battery Set Used: | not recorded
Time in | Pumping Time Cast |UWU |Water |Battery Cracking | Volume
Drawer |Inlet Valve | Water anerTCn-nhﬁve Speed | Depth] Temp. | Voltage | Vacuum | Pressure |Leaked
Positica Dogy Pop.] (min)] (sec) (sec)] (m/min)] (db)] (*C)} (vde)) (torn)[1)] (psi)i2}| (mD)[3]|Remarks
1] 83 5000 4. 5.7
2, 59 5000 1.32 1.2
3] 63 5000 3.58 1.6
4] 56 5000 8.90 5.0
5| 87 5000 5.50 4.2
6| 66 5000 4.25 4.8
7| 57 5000 2.93 2.1
3| 64 5000 7.25 4.7
9| 84 5000 3.26 oot recorded
10] 70 5000 2.60 0.9
11] 58 5000 7.95 6.0
12| 74 5000 7.90 34
13| 77 5000 3.16 1.2
14| 53 5000 9.90 5.6
15| 79 5000 - 3.42 1.8
16 52| . 5000 1.38 0.1
171 71 5000 4.47 2.4
18] 65 5000 3.30 2.4
19] 62 5000 2.10 0.4
20| 61 5000 ' 6.00 5.5
21| 50 5000 6.15 4.6
22| 80 5000 5.47 0.9
23| 81 5000 2.9 0.1
24| 76 5000 595 3.4
25| 78 5000 6.03 5.6
26] 75 5000 5.95 3.0
27| 69 5000 4.52 2.6
28| 72 5000 1.68 0.2
29] 55 5000 1.69 0.2
30| 85 5000 1.87 0.2
31} 51 5000 2.82 1.0
32| 88 5000 4.97 4.2
331 73 5000 3.60 1.2
34| 86 5000 6.35 4.4
35| 67 5000 2.56 0.5
36| 68 5000 2.64 1.5
Notes: {{1] Vacuum level bag was evacuated
[2]Cuckiq!ilpnmre(pn')wlukm
[3) Volume of water found in bags
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Altimeter Results of Cast L

Date: 29 April 1990 | Water depth based on Ship's Fathometer Si1im
Latitude|33°49.32'N
Altimeter CID Water| Altimeter

Bottom(m Depth(db)| gr[1 d{1]| Depth(m)[1]| Depth(m){2]| delta(m)[3
1099 3910 10] 37704 384 4946 105
940 413 10| 39874 4068 5009 42
946 4358 10{ 41974 4283 5229 -178
811 44 10] 43142 4402 5213 -162
528 4589 10] 44184 4508 5036 15
467 4657 10| 44828 4574 5041 10
394 4725 10 45474 4639 5034 17
359 4765 10] 45858 4679 5038 13
308 4822 10[ 46400 4734 5041 9
243 4387 10] 47018 4797 5040 11
218 4921 10| 47345 4330 5048 3
164 4967 10| 47782 4875 5039 12
85 5053 10 48600 4958 5044 7
110 5028 10| 48364 4934 5045 6
234 4903 10[ 47176 4813 5047 4
322 4819 10| 46375 4731 5053 -2
B 3697 10| 45211 3613 5043 3
485 4647 10| 44736 4564 5049 2
527 4597 10| 44254 4515 5042 9
620 4504 10] 43373 4425 5046 5
714 4400 10| 42376 4324 5038 13
9 4292 10| 41345 4218 5067 -17
~ 871 4245 10{ 40901 4173 5044 7
942 4166 10| 40147 4096 503 13
1116 3979 10 38356 3914 50 21
1443 3659 10] 35301 3602 5045 5
1513 3580 10| 34546 3525 5038 13
1629 3463 10| 33419 3410 5039 12
1714 3371 10] 32537 3320 5034 16
1823 3265 10 31528 3217 5040 11
193 3150 10| 30420 3104 5042 9
2110 297 10| 28753 2934 5044 7
2356 2729 10[ 26378 2692 5048 3
2505 2574 10| 24894 2540 5045 5
- 2617 2464 10| 23831 2432 5049 2
2734 2352 10| 22755 2322 5056 -5
2943 2141 10] 20723 2115 505 -7
3051 2050 10{ 19851 2026 5077 -26
3131 195 10] 18960 1935 5066 -15

Average 5051
Notes:| [1] CTD depth computed in meters from pressure in decibars using

Saunders and Fofnoff's method Deep Sea Research 1976,23,109-111

[2] Water Depth based on Altimeter Reading and CTD Depth

[3] Altimeter Delta using average water depth
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Cruise 219 NSF Water Sampler Cast
Cast:M | | | Date:| 30-Apr-90 Time in:|not recorded
Battery Set Used:|not recorded
Time in |Pumping Time Cast  |UWU |Water [Battery Cracking |Vohume
Drawer |Inlet Valve |Water |Drawer|Cumulative |{Speed |Depth | Temp. | Voitage | Vacuum | Pressure |Leaked
Position |Body |Pop.| (min)| (sec) (seo)| (m/min)| @b)] O (vde)| (torm) (psi)|  (ml)|Remarks
11| 55| S5 926 [2)
14| 53| s3 926 4 1.2
17, ™ ™ 926 2 47
19 2| s2 926 {1
2| 62 62 926 3 3.3
23| 81| 81 926 [] 6.5
25| 8s| 85 926 2
28 70| 70 926 121
| »f n 926 o 2l
34| s1| s 926 2
Notes: |[[1] Collected Water
[2] Pumped, but didn't collect water
Altimeter Results of Cast M
Date: 30 April 1990 | Water depth based on Ship's Fathometer] 5111 m
Latitude|33°49.32'N
Altimeter CTD Water| Altimeter
Bottom(m)| Depth(db)| gr{1]|  d[1]{ Depth(m){1]! Depth(m){2]| delta(m){3}
1299 3788 10| 36531 3728 5026
1049 4039 10{ 38928 3972 5021
742 4378 10{ 42173 4303 5045
423 4707 10| 45307 4622 5045
144 5012 10| 48215 4919 5063 -15
333 4813 10{ 46317 4725 5058 -10
484 4653 10{ 44792 4570 5053
698 4435 10| 42715 4358 5056
1099 4025 10| 38803 3959 5058 -11
1740 3362 10| 32454 3312 5051
Average 5048
Notes:| [1] CTD depth computed in meters from prssure in decibars using
[2] Water Depth based on Alumetet Readm;; CTD Depth
(3] Altimeter Delta using average water depth
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Cruise 219 NSF Water Sampler Cast Log
Cast:IN | | | Date:] 30-Apr-90 Time in:|not recorded
Battery Set Used:|not recorded
| |Time in |Pumping Time  |Cast |UWu [Water |Bartery Cracking | Volume
Drawer |Inlet Valve |Water |Drawer|Cumulative |Speed {Depth|Temp. |Voltage | Vacuum |Pressure |Leaked
Position |Body |[Pop. | (min)|  (sec) e @mim)| @] O da| @om (psi)|  (mD){Remarks
16| 51| Sl 400 [2,3]
19{ 55| 55 100 [2,4]
17 70! 70 300 [2,3]
21 72| 72 20 (1,3]
18| 85| 85 200 2,3
Notes: {[1] Collected Water
[2) Pumped, but didn't collect water
[3] Drawer Broken from Pumpin
4] Drawer Lid caved in %

- Cruise 219 NSF Water Sampler Cast
Cast:l0 | | | Date:] 30-Apr-90 Time in:| 23:53|GMT
Battery Set Used:|not recorded
Time in |Pumping Tune Cast |UWU |Water | Battery [Flow Volume |Volume
Drawer |Inlet Valve |Water |Drawer|Cumulative |Speed |Depth | Temp. | Voltage | Reading | Collected | Leaked
Position |Body |Pop. | (min)|  (sec) (sec)| (m/min){ (db)| (°C)] (vde) (L) (ml)| Remarks
Home 10 10 5006 49.8| 20528 7
22| 577 57 95.0 51
300 74 74 10 20 5006 49.8 4627 1.5 2}
31] 70 70 10 30 4297 494 0 1.5 21
32| 69| 69 10 40 4257 21946 100.0 2,51
33] 62| 62 10 S0 4207 49.3 37 4.8 o (1,6]
34y 51| s1 10 60 4159 49.3 25 6.4 1,61
35( 85{ 85 10 70 4108 49.4| 19722 0.5 12)
36 2] N 10 80 4058 49.4] 2114 60.0 2.5)
17| 63| 63 50.0 51
16f 67| 67 1.5
2] B W 2.5
Notes: |{[{1] Collected Water
{2] Pumped, but dida't collect water
(3] Drawer Broken from Pumping
{4] Drawer Lid caved in
5] No Poppet Gasket|
[6] Poppet Gasket on OD
M Bn!gvlcutednndb-ckﬁlledm 1 atm with nitrogen
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Cruise 219 NSF Water Sampler Cast Log
Cast:|P | | | Date:] 1-May-90 Time in:|not recorded
Battery Set Used:|not recorded
Time in | Pumping Time Cast  |UWU |Water |Battery |[Flow  |Volume |Volume
Drawer |Inlet Valve |Water |Drawer |Cumulative [Speed |Depth | Temp. | Voltage |Reading |Collected |Leaked
Position |Body {Pop. | (mim)] (sec) (sec)| (m/min)| (db){ (°C)| (vdc) L) (ml)| Remarks
Home 10 10 438 0 (10)
1] 65 10 20 3454 48.5 2 (1,61
2] 59 10 30 3433 48.5 3 [1,6)
3} B 10 40 3408 48.5| 25778 {2,6,8]
4] 68 10 50 2996 48.5 (1,6
s| 10 10 60 2496 43.4 8 (1,61
6§ N 10 70 2001 48.1 7 (1,6
7 15 10 80 1499 48.1 20 (1,6}
8| 30 10 90 1000 47.8 51 {1,6]
9] 8 10 100 495 43.0 9 (1,6]
10| 88 10 110 58 48.1 7 L (1,6
1} 50 14.2{(6]
171 56 2516]
18] S7 [6.9]
24 62| 16.8(6]
25| 63 8.7/i6}
14 64 6!16]
15} 67 9.21[6)
21 74 12|(6]
2| 76 32.8[6)
29| 85 136 (6]
Notes: |[1] Collected Water
[2] Pumped, but didn't collect water
[3] Drawer Broken from Pumping
[4) Drawer Lid caved in
[5] No Poppet Gasket|
(6] Poppet Gasket on OD
{7] Bags evacuated and back filled to ! atm with nitrogen
[8] Bag heat sealed around poppet due 1o heat treatment
9] Holeinbsg | 11
{10) B:!- evacuated and back filled to 1/2 atm with nitrogen
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D: Handling and Deck Stowage System

Safe and effective operation of the integrated seawater sampler and data
acquisition system is highly dependent upon the handling system to be used for
underwater unit launch and recovery, vertical profiling operations, and on-deck
stowage during transit. Based upon the operational requirements of WOCE and
known limitations of existing handling systems, a conceptual design of the
handling and deck stowage system was developed during Phase I; the design
objectives of this system are listed below:

e Minimize risk of injury to on-deck personnel and equipment, especially
during adverse sea conditions.

e Allow for straightforward installation on a variety of oceanographic
raegsearch vessels with few, if any, modifications to the vessel’'s hull
or deck equipment.

e Utilize winches, cables, and power systems that exist on UNOLS vessels.

e Operate as an integrated system, allowing control from the computer
software package and minimizing the requiarement for manual interaction
from the winch operator, except during launch and recovery.

e Allow safe stowage of the underwater unit during on-deck water sample
transfer and transit stations.

As illustrated in Fig. D-1, this system consists of a CTD winch, a motion
compensator, and a launch/recovery system with an on-deck stowage platform.

Launch/Réccvery and Stowage Subsystem

During Phase *I, a conceptual design for the Launch/Recovery and Stowage
Systemr conceptual design was developed to:

e Provide a portable, self-contained launch/recovery system and a platform
for on-deck stowage.

e Permit safe and effective handling and stowage of the underwater unit.

¢ Minimize pendulum motion of the underwater unit when out of the water
during launch and recovery, and thus eliminate the ned for handling
lines and reduce the number of personnel on deck.

e Allow safe profiling operations to continue during rough seas.

This system will save considerable time during overboard handling
operations, especially in rough weather, but more importantly it will ensure
greater safety to personnel and the underwater unit.

The approach followed in the conceptual design was to draw from existing
techniques for the launching and recovery of heavy objects such as submersibles
and remotely operated vehicles, and to incorporate readily available commercial
components wherever feasible. This approach takes advantage of experience and
tends to reduce cost.

The conceptual launch/recovery/stowage system is an integrated package that
mounts to ship decks using the UNOLS standard 2 feet-on-center deck tie down
points. The overall footprint is 8 feet in the athwartship direction and 11 feet
in the fore-aft direction. The estimated weight of the system is 8,000 pounds.
The system is depicted in Fig. D-2. The main components of the launch/recovery
and stowage subsystem are:
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A hydraulically actuated A-frame, 19 feet tall and 22 feet wide. The
A-frame travels a total of 65 degrees and in its deployment position the
centerline is 45 degrees from the vertical.

o A rack and pinion hydraulic rotary actuator is rigidly attached to the
A-frame. The actuator supports the head sheave assembly and the
receiving frame. The actuator allows the head sheave to follow the
fore-aft cable angle during casts and also controls the fore-aft
component of the pendulum motion that may occur during launch and
recovery.

¢ A Head Sheave Assembly is attached to the pinion shaft of the fore-aft
rotary actuator. This assembly provides support for the sheave hub and
an attachment point for the athwartship rotary actuators.

e Mounted athwartship to the head sheave assembly are two additional rack
and pinion rotary actuators. These additional actuators lock the
receiving frame in its up position away from the cable, for normal
profiling operations. They also control the athwartship component of
the pendulum motion that may occur during launch and recovery.

e A receiving frame consisting of three locking arms and a 330-degree ring
are supported by the athwart ship actuators. The locking arms are a
spring/hydraulic mechanism. The spring forces the arms to their default
position. In this position the three arms form a locking collar at the
center of the receiving cage. The hydraulic cylinders are used to
overcome the spring forces and to open the locking collar. in the event
of hydraulic failure the arms return to the default position.

e The prime mover for the hydraulics, a 30 hp, 3-phase, 480 volt electric
motor. The power pack also includes a 10 gallon reservoir, valves,
filter, and a variable displacement pressure compensating hydraulic pump

- operating at a maximum pressure of 3,000 psi. This hydraulic pack is
capable of moving the A-frame from the deployment position to the
stowage position within 15 seconds.

e An on-deck stowage platform. The aluminum, frame and fiberglass decking
provide a safe platform for loading and unloading the samples and
permit easy access to the lower section of the underwater unit.

e An operator control panel with hydraulic control valves for A-frame
manipulation, motion control of the launch-latch assembly, and
activation of the 1locking mechanism. The launch and recovery is
controlled by a human operator, not the computer.

Aydraulic Control Valve System

Fig. D=3 is a schematic representation of the hydraulic control for the
launch/recovery handling system. The launch/recovery user control panel is also
shown. The user has direct control of four sets of hydraulic actuators: A-frame
position; fore-aft position; athwartship position; and opening of the locking
collar. The operator also controls the swaying motion of the underwater unit by
adjustment of three variable orifice valves. The hydraulic system is protected
from over pressure by three cross-over relief valves. The A-frame actuators will
be equipped with counterbalance and lock valves to praevent control loss.

Pig. D-4 illustrates the four-step procédure for launch/recovery of the
underwater unit, as described below:

1. The winch operator first provides slack to the lowering cable. The

platform deck doors are then lifted and the ocutboard section of the
handrail is retracted.
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4~Step Operation for Launch/Recovery of Underwater Unit




2. The athwartship actuator is partly opened and the fore-aft actuator
remains closed. The A-frame travels outboard while the underwater
unit remains vertical to prevent contact with the sides of the A-
frame.

3. When the A-frame reaches its deployment position, the winch operator
takes in the cable slack and transfers the load of the underwater
unit from the receiving frame to the winch. The locking mechanism is
then opened and the sampler is lowered into the water to a depth of
10 meters.

4. The athwartship actuator is then closed and the receiving frame is
raised to the up position. The fore-aft actuator is finally opened,
which allows the outboard sheave to follow the cable angle, and the
cast begins.

Recovering the unit would begin as it is automatically stopped at a depth
of 10 meters below the surface and the motion compensation is deactivated.
Recovery is thereafter controlled by the human operator. The receiving frame is
next lowered to the vertical position. The locking mechanism is closed, trapping
the cable within the locking collar. The athwartship actuator is then opened.
The winch operator slowly brings the underwater unit into the receiving frame.
When the mushroom section of the underwater unit reaches the locking collar it
spreads the mechanism apart. Under the action of springs, the arms snap back
down on the collar of the underwater unit. The winch is then stopped and the
operator provides a small amount of slack to the cables. The adjustable orifices
of the actuators are then gradually closed to damp out the pendulum motion. The
A-frame is then brought back to the stowage position. When the stowage position
is reached, the orifices are closed and the deck panels of the stowage platform
are closed and the handrail is secured.

Motion Compensator

Ehe purpose of the motion compensator is to decouple the water sampler from
the wave-~induced, violent motion of the head chieve. This will then:

e Allow safe profiling operations in greater sea states than is
operationally practical without motion compensation.

¢ Reduce the dynamic loading of the mechanical components of the system.

e Improve the quality of the CTD profile data by reducing the vertical
oscillations of the underwater unit, and thus ensuring good flow past
the CTID sensors and a nearly monotonic pressure series.

e Allow better control of the depth at which water samples are collected
by effectively reducing the vertical excursions of the underwater unit.

The motion compensator works by keeping the tension in the cable nearly
constant, as the ship is heaved by wave motion. As the ship moves v, the motion
compensator (not the winch) pays out additional cable to maintain constant
tension in the cable. As the ship rolls back down, the motions compensator
reacts by taking in extra cable. This can be actively or passively.

The passive motion compensator system (Fig. D-5) uses a hydraulic cylinder
connected to an air-fluid (water-based) accumulator and air tanks to passively
maintain cable tension. Cable is stored around two sets of sheaves, one set of
which is mounted on the moving end of the hydraulic cylinder. As the tension in
the cable increases, the cylinder is compressed and stored cabled is payed out
by the motion compensator. Similarly, as the cable tension decreases, the
cylinder extends and cable is taken up by the motion compensator.
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The spring rate and preload of the motion compensator is determined by the
air pressure and volume in the air tanks. These characteristics of the motion
compensator must be adjusted during the cast, since the load on the cable changes
as the underwater unit descends and greater amounts of cable are payed out.
Thus, the following changes greatly affect the load that the motion compensator
nust tolerate:

e Time variations in the effective weight of the underwater unit attached
to the lowering cable: the underwater unit weights 1468 1lbs empty (prior
to entering the water), 3780 lba when flooded but out of the water (just
as it is pulled from the water), and 523 lbs flooded and in the water
(including buoyancy of the unit).

e Time variations in the weight of the cable that is in the water.

The principle of operation of the active motion compensation is to
electronically sense the pitch, roll and heave motions of the ship and position
the wire rope accumulator hydraulic cylinders accordingly to achieve holding the
attached package at a fixed location in space. The application of power to
position the accumulator hydraulic cylinders greatly reduces the phase lag and
system hysteresis caused by mechanical and fluid friction when using the passive
type of motion compensator discussed above. The reduction of the effects of
phase lag and system hysteresis allows the active motion compensator to be used
with line tension load of less than 1,000 lbs. Since the active system is
continually keeping track of tension and position, it will automatically adjust
for line out and changing instrument weight. Fig D7 shows a diagram of one
active compensation system.

While -the motion compensator system is a modular package that can be
eliminatéd or deactivated from the system, significant advantages can be gained
by its use. Operation of the system without the motion compensator increases the
risk of cable snap loads which could break the cable in moderate to high sea
states. Furthermore, wave-induced vessel he. » can degrade CTD data quality when
the underwater unit is momentarily pulled upward during downcast operations.

Fig. D-6 shows the maximum and minimum calculated velocity of underwater
unit due to a winch lowering speed of 1.5 m/sec and ship motion at sea state §
with and without a motion compensator. Negative velocity means that the unit is
moving up in the water column. As illustrated in Fig. D-6, the motion compensator
offers a significant improvement in the velocity variations. Even at lower sea
states, the cable has the potential to overtake the underwater unit after there
is a bout 600 meters of cable out. Thus, a motion compensator will significantly
improve data quality and safe operational sea state. An important factor in
either system is the length of compensation and winch speed. the length of
compensation may be difficult to achievce in all sea states desired for profiling
operations.

Safety Issues

To ensure safety of personnel and prevent losses of equipment during
transit, launch/recovery, and cast operations, a number of safety features have
been considered during the conceptual design phase. 1Issues of particular
importance which have been identified include:

e Cable Guard Length. Alarm signals will be activated during recovery,
first at 100 meters below the surface to alert personnel that the
underwater unit is nearing the surface. At 10 meters below the surface
the alarm will be activated again and winch control will be
automatically transferred to manual.
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e Emergency hauling. In case of breakdown of the launch/recovery system,
provisions will be made for taking hold and hauling the underwater unit
out of the water by conventional means (points of hold and lift on the
sampler).

e Cable breakage. Safety features must be devised to avoid complete loss
of the underwater unit at the time of recovery due to cable breakage.
Examples of these could be quadruple armoring of the cable over the last
S0 or 100 meters, or marrying a strong nylon line to the cable for a
small portion of its upper length.

e Relief Valves. Valves will be incorporated into the hydraulic system
to prevent the build-up of high pressure and the parting of hoses,
cable, or components.

e Control Console. Controls to operate the winch, the A-frame, and the
handling system will be located and designed to provide maximum
vigibility and easy-to-read and understand displays.

e Sample Transfer. The drawers will be designed to be easy to collect and
replace. Carrying will be possible using one hand only. The on-deck
stowage platform and its access will be designed for maximum protection
of personnel using anti-skid grating, rails, and partitions as required.

Deck Handling Control Unit
The principal functions of the Deck Handling Control Unit (DHCU) are to:

e Provide the control computer with status information from the motion
‘compensator and the winch.

e Execute actuator control of the winch during an auto-cast.

¢ Execute actuator control of the motion compensator based on cable-out
information.

e Ensure operation safety during automatic control periods.

e Provide for quick disabling of control functions if malfunction or upon
operator request.

The DHCU is a passive device in that it only provides an interface from the
winch and motion compensator to the control computer. The control computer makes
all control decisions. The DHCU will collect and communicate data on the motion
of the compensator system to the control computer. The control scomputer feeds
back actuator data to the DHCU to perform the control functions.

Fig. D-8 presents a block diagram for the DHCU. The unit is based upon the
80C54-Basic micro-controller card. The sensors for the DHCU system consist of
a cable speed and meter out sensor, a ram tensioner pressure sensor, and an
acoustic ram position sensor. Tracking ram position will sense if the mean
position is moving to one end of travel. If the mean position moves too far, the
pressure will be adjusted to return the mean to the center of travel. The unit
also interfaces to the winch motor controller to control the speed of the winch.

Active control of the motion compensator's accumulator will be via three
control switches which select accumulator spring rates and pressure. To evaluate
motion compensator performance during the sea tests, the system will be equipped
with 2-axis tilt and 2-axis accelerometers from which the roll and heave motion
of the ship will be determined. The relationship between underwater unit motion
and ship's motion will be correlated to determine the effect of changes on the
compensator control algorithm during Phase II. The ship motion will not be
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required on production systems, as they ace not used for actual control of the
compensator.

The prototype DHCU will control the winch on the R/V OCEANUS which is
typical on several UNOLS vessela. This winch is a Markey-type DESH~S5 research
winch driven by a 60 hp DC motor. The motor is controlled by an Allen-Bradley
armature regenerative motor controller. The manual control handle operates a
wiper on ta potentiometer that generates a DC voltage signal (+8 volts) to the
Allen~Bradley winch controller. The DHCU will provide this voltage as an output
from an 8-bit digital to analog converter. Based on commands from the control
computer, the DHCU will change the output voltage to control winch direction and
rate. The cable rate is proportional to the applied voltage.

To control acceleration and deceleration, the Allen-Bradley winch
controller has hardwired time constants from 0.1 seconds to 15 seconds. The
control computer will accomplish the same results by programming a low pass
filter response in the data given as output to the winch controller. The jumper
setting of the Allen-Bradley controller will be set to its shortest interval of
0.1 seconds.

The DHCU will provide a continuous display of lowering rate and total
cable~-out to the winch operator. The display will consist of a large, waterproof
LED readout.

Winch Control Interlock

For operational safety, the DHCU has a winch control interlock. Fig. D-9
presents a block diagram of the winch rontrol interlock. The principal
objectives of the interlock are:

e Provide the winch operator with a manual override of the automatic
system.

-+ for existing operation of the winch.

e Provide a warning to the operator when the winch enters automatic
control.

The interlock system allows for immediate manual override of the automatic
controller. Two manual switches are used to engage the controller. When the
controller is engaged, the operator is warned both visually and audibly. The
DHCU will monitor the output of this D/A converter to insure that it is at zero
volts, prior to allowing the system to enter the automatic control mode. Sealed
reed relays are used to switch the signal path to the controller. A series
interlock system is designed to disengage the automatic controller if the system
or operator detect a problem. A indicated in Fig. D-9, SW1l is normally on
contact 2 and pulled to contact 1 when energized. Switches SW3 and SW5 must be
manually pulled on to allow the controller to actuate the winch by turning on
transistor switch Q1. An LED in series with the transistor switch Q1 is lit and
an alarm sounds three times when the system enters the automatic mode.

Another safety feature built into the DHCU is a limit switch in the
receiving frame on the Launch/Recovery handling system. When the underwater unit
contacts this switch, the DHCU will stop the winch to prevent two-blocking which
could result in failure of the cable.

Control Software

A customized, user-friendly software package will be required for control
of the integrated seawater sampler and data acquisition system. The general
approach will be to develop a library of software control modules that control
the individual hardware components of the system (e.g., the winch and the motion
compensator). Software will also be developed for acquisition and display of the
CTD data, but we expect that each user (principal investigator) will want to
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integrate his/her own CTD acquisition/processing software with the modules for
control of the entire system.

The control software wil have five primary functions:

Control of the water sampler

Acquisition and display of CTD data

Acquisition and display of data from the bottom-finding altimeter
Optional control of the winch during the cast

Control of the motion compensator

Based on the information in the cast file, the control software will
command the water sample control unit to take a water sample when at the desired
depth; the sample volume wiall also be specified. When the underwater unit
starts its ascent, the software will command that the exhaust valve be adjusted
for discharging pump water downward in the wake of the underwater unit. To
control the winch, the software will give the DHCU a speed setting based on
percent of maximum speed o fthe winch. The DHCU will do the actual adjusting of
the winch speed setting. Based on wireout and RAM position information, the
software will tell the DHCU how long to open the charging or bleeding valves to
adjust the motion compensator accumulator pressure.

During Phase I, the command and status protocols were developed for the
communication between the control computer and the other system components.
These protocols were developed in parallel with the basic functions that will be
executed during each cast. During the cast, the software package will be
collecting CTD data and monitoring the following information from the underwater
unit, the winch, the motion compensator, and the bottom-finding altimeter:

Position of the rotary valve

Number and volume of last sample taken
Exhaust valve position

Underwater unit battery voltage

Winch speed and direction

Wireout

Motion compensator accumulator pressure
Motion compensator ram piston position
Depth of underwater unit

Height above the bottom

EEEEEEERXK)

The control software package will be written in Microsoft QuickBasic on an
IBM~compatible computer. The program will be written in modular form consixsting
of the main menu and seven major modules with supporting input, output, and
graphic driver modules. The seven major modules are:

e Cast Plan Screen - A spreadsheet type module for entering station
information prior to profiling operatings usch as water depth, volume
and depth of individual water sampling on downcast or upcast.

e Real-Time Cast Screen -~ A module that drives the screen display showing
such information as vertical profiles of CTD data, water sample data
(volumes, depths, empty/full), cable out, winch and underwatert unit
speed, and distance off bottom.

e Water Sampler Control - A module for controlling the water sampler and
getting status information from wataer sampler.

¢ CTID Control -~ A mudule for interfacing with CTD, achieving the binary

data, and converting the binary data into oceanographic units. One
module will be developed for eadh of the two CTDs (Sea-Bird and EG&G).
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Winch Control - A module for controlling the winch such as setting winch
speed, keeping track of wire out, and slowing down and stopping winch
when the underwater unit gets near the ocean bottom and upon nearing the
surface during upcast.

Motion Compensator Control - A module for controlling the motion
compensator such as adjusting accumulator presssure based on wire out
or when the ram piston sensor indicates that the piston is getting too
close to one end of its stroke range.

Hardcopy - A module for printing hardcopies of information in printed
and graphical forms.
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DOCUMENTATION

A: Electronic Schematics (WHOI)

Water Sampler System Schematic SAMPLER. SCH
Auxilljiary Card Schematic SAMPLER. SC4
Power Supply Card SAMPLER.S10
Wiring Diagram of Pump Housing PUMPMOTD . SCH

Wiring Diagram - CTD to Controller Cable CTDCONT.SCH
Wiring Diagram - Sea Cable to Controller TERMCONT.SCH
Sampler Chassis Wiring for Motor

Controllers SAMPLER. SC9
Interconnections - CPU Card to A/D Card SAMPLER.S11
Battery Pack # 1 Schematic BAT1TEMP.SCH
Battery Pack # 2 Schematic BAT2TEMP.SCH
Wiring for Directional Valve Housing SAMPLER. SC8
Wiring Diagram - Pigtail #3, Rotary Valve RVCABLE.SCH
Rotary Valve Housing Schematic SAMPLER. SC7
Sampler Modem Schematic SAMPLER. SC6
Sea Cable Coupling Card Schematic SAMPLER.S17
Engineering Module Schematic ENGMOD . SCH
Sampler Deck Modem Schematic SAMPDU.SCH
Sampler Deck Modem Power Supply Schematic SAMPDU3.SCH
Sampler Telemetry Schematic SAMPLER. SCS
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B: Mechanical Drawings (Battelle)

Drawing List for Water Acquisition System
Drawing
Description Number

Water Acquisition System AAR0021C
Rotary Valve Assembl AARQ033D
Fixed Tube AARO0035D
Rotor AAR0036D
Fixed Branch AARO0037C
Upper Spider AAR0042C
Sprocket AARO0043C
Fixed Seal AARO047C
Floating Seal AAR0173C
Exhaust Valve Assembly AAR0050C
Exhaust Valve Body AARO0051D
Valve Spool | AAR0052C
Exhaust Valve Body AARO0053D
Valve Cover | AAR0054C
Exhaust Valve Motor Cover AARO00SSC
Rotary Valve Motor | AARO0057D
Rotary Valve Motor End Cap  |[AAR00S6D
Motor Body Cover AARO0055C
Rotary Valve Motor Body AAR006OD
Aux. Shaft AAR0061B
- Pump Plate AARO0044C
Adapter AAR0045C
Flowmeter Assembly AARQ063C
Shaft Mount AAR0064C
Housing AAR0Q065C
Retainer Coil AARO0066C
Plug | AARQ067C
Shaft AARO0074C
Ladder Assembly AARO0071D
Ladder| AAR0034D
Clamp Plate AARO0030D
Chock, Spacer AARO0031B
Set Screw AAR0068B

Home Position Switch Assembly AARQO78D |
Rotary Valve Plug AARQ073C
Rotary Valve Switch Body AAR0070C
Fitting | AARO076B
Spring Retainer| AAR0072B
Switch Mount AAR0075C
Switch Plunger AAR0074B
Adjusting Screw AAR0077B
Drawer Assembly AARO0033D
Poppet Valve Assembl AARO0S0C
Valve Body AARO0081C
Poppet Valve AAR0082C
Bag | - AARO084D
Sample Extraction Probe AAROQ08SB
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C: Mechanical Drawings (WHOI)

Water Sampler Frame

General Frame Assembly D051-002
Upper Frame Assembly D051-003
Lower Frame Assembly D051-004
Buoyancy Compensation D0S51-015
Top Bulkhead Plate D051-005
Bottom Bulkhead Plate D051-006
Annulus Support Plate DO51-007
Pipe D051-008
Wire Housing Pipe DO51-009
Upper Frame Pipe DOS1-010
Apex Coupling Assembly D051-011
Clevis/Lvad Cell Bolt D051-020
Termination Collar D052-003
Apex Coupling Plate DO51-012
Apex Coupling Ring D051-013
Frame Apex Coupling D051-014
Termination
General Termination Assembly D052-011
Male Tapered Plug Sleeve D052-009
Female Tapered Plug Sleeve D052-010
- Male Termination Alternative D052-021
Female Termination Alternative D052-022

Pressure Case/Electronics Racks
Pressure Case:

Bottom End Cap D053-006
Top End Cap D053-007
Pressure Cylinder D053-004
Engineering Module:
Top End Cap D0S3-010
Bottom End Cap D053-011
Assembly D053-020
Support Plate D053-025
Side Plate D053-022
Base Plate D053-023
Top End Plate D053-021
Bottom End Plate D053-024
End Plate Standoff D053-~026
Electronics Controller
Top End Cap D053-~008
Bottom End Cap D053~009
Electronics Rack:
Middle Plate D053~046
Top Plate D053~047
Bottom Plate D053~045
Vertical Plate D0S3-048

Unlabeled Plate

219




) T Tt arwa s vams wioow [ AALY LEIRN - e e e m e e SR

Tn 7 T n
T T WA '
AMHISSY WEINID e gy TIVY M1
Invad -3 et L] .lu—.-.l-l
- vdag Bulsausu3 voasg r&; - Lo
: 3 v TS7 URIW Y, Wk W1 $1iv w0 WO BA>H
§v1 SONIH00W 3 SWILSAS NV320 SN I Juv SHOIN I
ALLSNL JlMdvaoinvIg 3 Al B vaeen  smacsr] GGl iuAseas tiive i

ATND 38N dNXIOW IgAIDI0HEd ¥DJ

1 ! - cosie
1 1 ! SN
v - v v ~ N\
B
‘
Do LT St sl Saeetl o s ottty {2 | S o
(o]
) “
.
- - . - N \\
| ] L _ "
- - L] bl
! { | Il
€008
AMWWISSY Wvss ¢IADT| r00-1500 2
AMKISSY Inved 934N }C00-1500 '
pu
] Wiadlva / tOLLdIAISH e R ; :
Iviadivd L 1567 insve oo 10 EEB LOUUA K1 s i8 A

o
e et Ce i el il ol i e el _ -~ R . . L 31131 Gow dwi Nowied 31 PuSent 1t




£00-1600 [ T wnd WO SR WS Y
| e e 3 T .
— [ Y TS P
£ WHISSY Fuvis #3ddN [0 e T {
LI d EC
—_ S 1Y e | T
B R T R ] 12 2 e iR kel = 7 :..tv.u WO T
BY SONINDOW 'V SW315AS WD oy | SN W dev tatinH
ANLLSNL JiMevaOONVI20 30N §q00a] M1 WRARAR) enor Mo siawe ey

4§ —fst—
4 —oi—

e

L]
~N
o~

- - N - -~
e © e B~ e @ e > > = e = e = o]
I T I I
Y _ oty
20058CSL
b 002t e 9t

Jvas 33ddN “Jdld} 210-1500 9

Jnuvia JIND B3UMVS “Id1d [900~1500 s

LIRSSV YOIIINNDD MV 4] 600-1500 3

<01 ‘1100 837am¥S "YW QYA IS 3
G108 11n 279avS 31¥d GVIUNNA | 900-1500 2 e n.mﬂﬂlmﬁ.“ J.J...hl.ﬂA
" N
31976 1u0d4NS SN Wiv | (00-1500) 1 uv.»w,..n "tu.-.i.“v-..l.un.v-“ln 0 siv

41 13 AN 108
) BN
L Teldlivn s MOLLAINDT I e gy 3 ninedio "mw-r-fhmh.ﬂﬂ
Dinavir i SEOA R el
\..«dl_mwu..(EI«I[.‘ [SUINSRIURETS N U Gy S U S [ e s 3w uvimadtee 1 omanvas Sint
] N a a
* .




Y LH 57 - T - - - - — -
TS
. — X
0 Al LW e I
ANISSY Imvas ¥IADY L) Tl e mm———
(LR} CER RN o] el e L Tre o
A (21 ivrey
- o ,momum uﬂnous.mﬁcuu m:-u.vc 0 CY7I7IT ST Y| LA ..:tvh ..H.u M\ In] nus
A\ N1 800W HILSAS NV SN N Jav
ey wmant wades | 43150 RS A

GIIN03Y S $II0M TINIA 1T Dl

Sh{liv3D1 8
3dld IO SO
GuNgaY @134 (3705 .

» SV @
IO+ QOGS A0+
NaMs Ve LB/C

-~
‘ged oCv
e L8

222

meuﬁl

v UM
*
4
2
v
H
00921
Lo d]
P WOEING S Sl et K 220
391d 0v QIS 27V 1 2 retten S duw)c.v.‘rw it
LT Pl IA 3 ¥TDenNe
1] 1YY 180ddNS SAMNNY | £00-1KH 1 -v:m!d “.cv-h-ﬂ..!»os. -lanv.a :luu
T il 4 e0ns:

410 WIgILeN / NOLLG1ads BRI [ 9 311 TANBAIO 80 U403 20 40W 15N 2%
TS v b St
Widhww 20 1317 e . I . 1 51 Qe aevi Midng S PeAval Simi




gagiéi
zigiiiggg

!55225

H
)
, |
i 1
N
r |
g \
|
> 1
~— J' AlL
|
L_é
:
]
§
| S
3
T

223

OCEAN SYSTENS & MOORINGS LAD

Deoan




$00-150 q TraT na v aaw e - mﬂﬂﬂ.ﬂ.\.r....
—— it =iy
[
< s
34 UIND X WdnyS uvd Queng Al
. U, T
2y} . i 500N 3 SHILSAS Nv1X0 VAV TR A ) W W30 R
1118% JIMavasOny3I0 3I0M STODA [ um o wman  iwaomens| 5300 30,203 Siiumie Liee

AL1iNYAN
- — 28 w0 M LOLEE ¥
2L e, Tie

$3vd B
28 wi@ OS2l ¥ ND 03IVYS ~———

0050 »|:‘ ATW0%3 NaKL 10 0621 ™

28 NI O3S 21 ¥ ND G3DvdS AT1WNO3
0820 X 030 08 u$I ‘Nanl NG S0v 0

$3Iv3a ¥
28 vid N S0l v
~3 30k vl oC6l

T -
1 539914 8 30IS av4
_
|
|

»1G 000C€ —_———

b A \ A D SUNUS W1 S5 Su Ght SRR By SN ) G ¥
224

530904 8 XI5 vy
T8 Wl €LG22 v MO C3Ovds ATWNRT]
el X 938 0B X33 MNeni 1UHaC 5000

wil Glese

1T 11

—

NOLINLTLSN JlndvadONeIX0
30+ SCUOA P4 S0 NOISSInadd
N3L118R STI4aX] IML INOMLIA SISDeune

IR0 M0 031400 34 LI0W 4SSN Jay
1avd ANv M0 IAYSEG I NOLINLILSM
IMavEdUNYIIN J0H SOOOA IO AL8IdNBG
i S) QN 1pvidiaclag §E ONIRval Sieg




Rt T I o (1LY 7<) S

e masam Lua i TN

$00-1%0 1 0 1) s i oy v Ll puliE g EE T

NG ST

N [Ty 2MENT 50

o8 - . i ot

SL00 LIND 227awvS (Div)d YRRV - o d..Gu et
. —_ i i i3 L

Uv SONINO0R ¥ SHI1SAS Y30 H\d TFSE ] et [0 63,72 0 o W70

P Ay

LILENS Lx;«woazlun 3100 $000A ot Vwadsey [ 5000 BiATM O

'~ L1INVNO

. - s T— i
/ _
dri JUSY
o050 ~
v 0 -
J._ _tl 431833 W08, ML SCTLAY () ™~
T 3 Q34v3I07 ¥3INID Tvs S8¢€ /J
T — 107 032N ¥ KilA
T e TJE WIC nISOC W
1 . hO @si I Ole 1
$3vd 8
_ —_ S04 VIO NI 056 v
NO @33vdS AYWNO3
Ty VMag S2T
Jra  f—
- <3 ¢
—f e 2 WIC wl SO0 ¥
NG 370w w1 0Lt
.
vIG 000CE —_— - ——H— - —
H n
& o~
R o~
B / - 332
i — . — E (5
—— 8 e -
\ N — ¢ < ¢
—_—H]— , N 13 f
¥I0 000Ye ‘ i
—_—— 3 ’ i
. . }
~ - Sl
B 'SIWM ¢ . M
*38 vID N1 0822 ¥ }
HO §30v4S A1N03
NaHL 118 §2t ~ v
AN !
N i
JR N |
dat 08
SIWW 8 /
"8 ¥l0 N 00522 ¥ ND G33vdS A1WN0) _
'08L0 X O30 08 XS] NgWs Ted 0ry \ !
A 1
t
$329% &
38 w10 W1 00521 v KO Q3Jvdl ATwhod

‘CBLO X DI 08 HSI NMKL TTNaQ uro




T00-150 Pl T}t vt Vew i By
1804dNS SNVINNY "Jivid L v oy ikl
b 3ITIN 1 [T
1e7 SONIA00M ¥ SWIiSAS Nv3I0 - 3 207 3m}
.1 SNI JingvsO0nvII0C 370H 3Q00A LWy e uﬂ%
. 2
‘ALTLINYNO
ogar ‘“‘.
|
i w ,
zl. i
1
_
Lideld B
NEMg Vet (€95 L9178 |
—_— e —— o~ —— To toee ot 002 viC 0S0C

226

MOLNLLIENT JingwEIe 330

30n $U00A 24U O NOISSIede

NILLIEA ST ] DM TONIEA $ISDeCS
BPUD 30 INLJeswem w0 GIEN W0 aswve
FPUC aNv i 4IDTNAI & $1ING0e I
IIAYI0 B0 021D] W 40N 15w O




$203 auvrs vied deais sAumie

800-150 J _Mw F0 ] Tw i
A w3l 0 ¢ [IH
WILIAY %06y 0% | 9 aiwi
M 35 Jhw..tl
LINN 337dRYS 334vA ‘3did [Ery) LLIFE
AV (R 1INVY D104
3dag BuiuaauBuy voadp 0 t8/171T vIg “rvel Ful3 031wl B0 WD 300 ntu..wma_ma\_oﬂ
V3] SHONI NI Jav SNOISNINIG [ . ~
L M(._ uQZEﬂDh@&MPm&WWM»m“:W‘u <000A Jve § denivls swasidov [ 93N JoiAEmI0 SSI WO . i
ALLLNVYNO
RER AR

NaHL Nda 90%

00L 00¢ 00Z

61t

88'sE

|

| | a|

NOTLNLELSND JIHAVEOONYI0

304 STO0A 3HL 0 NOISSIWEId

N3illaA ST3agX3 N1 tROMLIIA S350
¥IHI0 H0 33NIIVINYR D4 QISO ¥0 Aidvd
d3H10 ANY 01 Q39WAIC 30 03NI0Nd3y
33IAYINID 3D 03]dDD 38 10N LSNH SO3¥IHL
1dvd ANV 30 ONIAVE0 WL NOLLALIISHL

J{HIvHIONY3IG 30K SAO0A 30 Ald3d0ad

227




PRI LA L2 LR TAUT

w £00-160 # ) “ . $720) ervs wist Swond 1O Aea A8,
u YR Y SRR 1.7 NSO . L
1

2 wiiisg
LING 337dWvE d31vA
*Wo

2 NOVINInIE
SWWID30 Aive

SIMIEN0L

N2 03ivia 80 WD 3N
SOOI NI 38y SNOISNIn(0
SWADASY | Juion ISIANRIO STIWN

HNISNOH 3y1m 3dld

>UHJ.-
b
30,0 Busaaubul voasy
gV SONIYDOW 9 SW3LSAS Nv320
LOLLLSNE JHdvH0NMY 30 3704 sapim

'qHIs.2/1-)

g¥L.L]

ALLINGRO

Jiva v Jenswnacs

S3vd &
‘NaHy 11E8 90% 7

=
’. ov'L ﬂ. 00

| ,ﬁvim:,. 00’ 00¢

B8E'GL e e e T

SNOT N BB GE
407 @31 L8~

NDILNITISNL DindvyOONY 3

30+ SG00A 34l 40 NOISSING )

NILLISA SS3BdXI 3HL LAOHLIA $3500¥ns
A0 80 3¥NLIviONvN 303 QIS ¥0 AL¥vd
23410 ANV D) 03370AI0 30 14320g0ud 34
3IS1AUIMI0 HO G31¢0) 33 AON 1508 JO3IL-
18Yd ANV 30 ONIAVIE ML NOLLOLTL SN
SndvaSONYIIT 30 SToan 40 A133508d

228




mll l.m Q@10-150a ~

Twn

Wvay ¥3dan “3dte
T i dag Banaswlug weeap
”11_ MJZ_JRV. 3 SW31SAS NvIDO

N

i

$RITTY

§/7/1] PR ey —ﬂh .h-(( ! 'ﬂ!n 'J‘.’ . ‘"‘“M J.N\us.
. N tev L saOwi E
LY Eladivhntd [ P

333314 ¥ wiiinvne

oo ¥ Gl 00°¢ ]J_..‘ [T gpa—
! M

-

MY LAY
fartd ANH 90y

z
n i od
i - o3 b
A !
- R BSYS
[}
N
I ¢
s Vel €00 8
(41} wie
v -+ '
[
b A A N
v DA T
acer
MGLL T e
10 1200R i 20 WILT
Jaatan SE3edd] Du ANOWLA ST
IO W0 2 dvavere W33 RISN W0 .
A30 B 0L EIIMAK 40 420X
ISIAPGT 40 ¥2e02 M 10% i$m A
vy sav B0 DuiAwed By WOLA.
— U e g 120 3B 30908 & uie
e e e e = e SIS e e e e et e B SU Gt aavidiedOey S oAval




10-180 a | B Fﬁfl.‘l" — — - ey
ATENISSY |
ONITLNDD X3dY _
Yo, SN380 Baassabi] UveID
QYT SONIMOON % SWILSAS NYIXD
— _
|
| |
R VO SO {5 { N S _ N HHHHH.! _
j
| ] _
JIIII._l I 1mr | _
[ I _ _ !
_ \ Lo |
1 1 | ] ! o
— =F h._w == | [ —e= = | o
r < -~ \H 9 I L ILI._I_




020-150
2 oA

1708 1733 avo/SIADTD

S h
Fdaj Buisaaubuy uveo( —— AUl

@v1 SONINOOW % SWILSAS NV3D0
| NOTLNLTLSNL JiHdv3ONY 330 u_cPwiocoL >

4—

—

FRes T wi] AL
Wiy (2 e

IR T COTUR Ui TS0 _ :

nI1SAY

[LH [ X

137 LI

uh.r ﬁa. 28 i

"I

.
StyWi230

| 8w $1INYNI01

€8/06/01 Vi navel [ ontg GILYW 80 WIHD 30ATNL

SIHINI Nl Jav

SHDISH MG

*
Sy

gHL 8-l

9ig 00Ql

30M vid 000t

pve Y el SWADSMAY [ g 08 35IASMID ST B
ALLINVAY
T T T
{od 00070001
| w [
058
le—— 0052 ———]
dAL VY 971 0001 p—
o soct le - 00G 0
R N A
6050 }
. ‘Ill~\ 6E6°0
|
N
N 0050

—

F4°R

NOTANLTLISNE JIHdv¥a0NY 330

3704 STA0A 341 30 NOISSIW33d

NILL1dM SS3AgXI 3HL INDHLIIA S3S0dand
;1D 9D 3aN1JvaNNVA 304 03SN 30 ALAvd
JIHLO ANY D1 J39MNALG &0 03INA0A43S
351M33HL0 A0 031400 38 10N ISNW S03A3HL
13Yd ANY ¥0 GNIMYSQ 3Hi NDI1:NLILSN]
JHVADANYII0 30H SAO0DA 30 41¥3d408d
4L 8) ONV A3VLI3YdO¥d S1 ONIAVAE SIHL

231




SV 2 A Vit
HES v NO L¥vevy D0 081
SHid OMOY L2701 X wig e/

SV 2
NigHL VNAG (€3S L9176

£00-250 P LG A T R s R e
I auis ﬁr! T ¢ s
* o g TN
NDILYNIWS3L 31109 ool o [T e
PR RS A T B A \»..n._.l.-... I B e
et e e aas S aagan| v v s vsa | (B BTG e b
ALIINYND

| )]

!
1

50v0 ]
owvIsien
Q100ISLED ~= r

0050 —=

Tl

0sL0 —

W vedet ONITUW & wvIT)
13 Aws $3CPIONE I mIINDD WORS

- s230

—={ oot ﬁl
] ~ S
T 7\
AN
- 1Ly
ml Mo \
! I
\ t
t N st
P
“”“”“.g:\mwjulll-l-,l\-ll-lf_..}l-l
! i
| i
| i
| 1 I~ L
L. “_ 4 /,r e
4
_ - l_ 4
B HIA q0 000w .
/,

IV 2

/ 334 WOgs 005 04 W03
Tum: Vet 95D /6

40

“3ilm

232



210-150 o [ 00ZL612702 T smer swne waes voww srcuise 7 :nllz. LTt .s: .u.t-“.w h
4 Wi e H ] ] e
[
. waro TENUTIIVY . HelMLg!
ONIdN0D X3dY ‘3Lvd - o) ) et i o ) e
SIMVATIOL

wauyJodeq Tuaasubuy voadg [ 1

Y7 SUNIXOOW 7 SWILSAS NV300 ey (M
NOLLALILSNE J[HY¥HONYIO0 310H_SOOA Q2w IDAENID $33 0 2w

ALLINYND

‘@'l 000

‘0 0009

‘SIWW 9
‘28 Wid NI Ov6'C v NO 030vdS ATIWNO3
“0HL 91-8/€ dvl ONY NAHL 1AL SU/S

&
L

o g

b g

‘dAL UIMYHI L9/

233




£10-150 o) 00°¢LL612/02 S0 e Wles Yuam IO -.m d CETICYICTIRCH
| ade LD O, ! IWE A 1w
kel :mnm L2
ONIdNOD X3dY ONIY 7O gy, [ TN weavonag ) MLINLY
am| -l STISN N R
~ TWIT FT L (1.0 —finveiot
ruaui+edeq Guisaaubu3 uoasg 1672177 VI¥ v
V7 SUNINODW 3 SNILSAS NIT0 oo o] ™itat o S Odigims
|NOILNLEILSNE JiIHdYHO0NY IO 30H SJ00M ADS4Y | g3.0m 3SIAUIMC SSI N Yivm

1
32314 1 'ALLINYND

'S3vd 2
‘1078 437K (80 L2E/6

|

€901 Q1 006°E 0008 TO 0099
// ‘daLtavd L8/1
N .
\ \m

43 MVHD B/Y

i

[ ]

CI === f=r—f-===g

234




_ ¥10-1S0

gy SONIMDOW

€508

yauydvdeq Buiaauliuz woadp
NOLLOLIASNE JIHJWAOONY3OD II0H $A00A

al oooe

‘dAl ‘UIMYHD L2€/1 ——

1]

5 00'LL612/0 $I1003 MG VD00 TN JADOS :.-wﬂh .“.-““
v [ %A [ V-]
Lol L AN SN B
ONINGNOD X34V 3Wvdd 10w .uq.”..a bl B BN 8
2 . S E— Y
Wig 31V ¥0 WRA 0NN
3 SW3ILSAS N¥320 MW S Seuwen SADEIN u-wﬁ h_\ﬁeﬁwﬂg .
"
i Y
| 4 |
! 1821 |
{ !
S 4o
! .
| i
I 8000~ o> 1
0520
] 0100+ 1
H "

see

|

- S000-0¢
g0+ 0662

Ssoore

—

p-—————— QI0'0¥SLO'E

s&m

I T 1 6 PR _l

s
\\ [~———— a0 ooy
AIIHVHI .8/1 > 000t '(—

i

Qloo¥E90l

‘434 WONJ d33Q
L00€ ‘IMM VIa .00

‘dAl WIIMVHI 2E/1

235




: p 3715 STONV[¥0LS 804 DL 0D T B

110-2S0 g ( o0 nnmqmz\wm $3003 d¥VHS WVYIUE ‘SHANE INDHIY R ma.% 2 30) L do

- T, 26/13 | 00s | E03 |aN va-9

A : — 4 amas H3LSAS '”“_m <003 Wy |9 sz:
e e e e HSINLY

HIM | -8 o130 dlsve
ERISSY 3MIIHI S3IINVHIIOL
juawiaodag Duiuaaubul uvadp 68/61/1 vig NAval [ g auuwﬁn__ wm«.zmnauamwﬁmz_
S3HINI N

zo:mwm_zw@z%ﬂwdmwmwﬁ%_>w._vm_ﬂuumwucs VTN BN SWADAY | 340N ISIAFIHIO SSTTNN ey
'ALTLNYNAD

,

il
I

(22 V7 7L A

236




; P +  SIONY[J01S 804 01 T T
600-2S0 g 00'LL612/02 $3903 JHVHS XvINE ‘SuuNd IAOWIY la%m\n.. A .S.uu 3 .m.cwﬂmu
s 3 3w TS 26713 | 0w+ €0s [ ve-9
Vot | S00¢ s | 9 43N0
YDH.r{ZHZN_uH W/3 TEFIEY e (U] [EEUA] Pesv HEINLA
IJI9HW IA3Z3ITNS ONTd T3d3dv1 _ skl I ol IR TS TRE s
AP SIINVEI0L
A ST 3 RIS WO B O iy
S 0 3190 % 3NLVOIS  STVAOUddy | SIHINI NI 38Y SNOISNIWIG
NOILNLILSNI JIH4YIOONYII0 3T0H SA00M Q310N 3SIAXIHLD SSINN LK
TALTLINYND

.oSummo.Dz.uBn.u>uu‘_w034¢mumun—<.~
IYW3IS HLIM ATGW3ISSY ¥313Y Sivid MK @

13100
* w5 d0) *
60C'0 8Ge0
Q€ LEYT —=]

237

o f

S000- ¢ g
05660

JIMYHI 030 Sy X .8/1

d330 SLE X OHLI 91-v/E




00'£L612/02

$3903 J¥VHS HVINE ‘SYANE 3AOWIY

o2/ls  SIONY[XO0LS 304 101 WDI

010-2G0 d Az | Ss | 965 | v 53A0
A 5 s RIEREE reveyeey A ML I T P E)
v9/1% <00, ({3 9 43N
Z.D:.<ZHZN_M._. W/3 JEXTE] PPyl it [ESCS v HSINT 4
JI9YRW3I4 "IA33ITS BNd Qumun_.m.ﬁ: HO3W | ~ovald SIVRID3d lsve
43%33H3 SIINVHII0L
3uauwy sodag Butuasuiu3 uoaop 68/S1/1 9Id NAVY | Np 3 g3LYd D WIHD 3GNTIONI
Y7 SONINOOW 3 SW3ILSAS NY320 VD Y WNNOIS  SWAD¥ady | SIHONI NI 33V SNOISNIWIG
NOILALILSNI JIH4V¥9ONY3II0 3104 SAO0M Q310N 3SIM¥3HIO SSIWNN T LYK
tALTINVYNO
'600-2S0 ‘ON "9Md ‘3A331S 9Nd G3I¥3dvL @
JIVW HLIM ATEW3ASSY 331 4v SIvd TUW
310N
‘d33q E9SH ‘d33Q
HS1/76 X ‘QHL S1-v/€ dvL (ONY 0G2' X 'OHL O¥-t¥ d04 4Vl
‘d33a 001 X 1110 (889 LI91/11 NV 1730 680 £+ 'ON
- GLE'T -~
|* Galo
S z AYHL T1¥T (881) .9I/E
: }
1Y G000~ g e _
L] 05975660 @
“"n&l..l.lvx
£=3 l*ll,‘ i
- GLED — F—-—

AN 33VNIS .8/1

238




120-250 5 TPNI swns wviet Sewd IAD bou_w._ «.M.w;...—.!.... “.S ﬂ.-ﬁu - iJ
T3S £ W § 0T (oo 32
L a7 [ H LN EXT )
J1VNN3LW ol L, [PPETIN e Myl
N3 3WH ‘NOILYNIWE3L W/3 (il Bl ST TFY Asvd
ERITTS #0030 3
300 BuisaauBuy vosdd 68702711 V8 Tne |y TV 80 e AN
B8Y7 SONI¥0DOW 1 SWILSAS Nv3dD 28 % 2eneDls | SIvACuady | SFONG NI Juv SHOISKIwiQ
NOILALTLSNE JIHdVIDONYIID 370H SOD0M Q310N ISIAYIIO $ST WA Ypvn

‘AEHL TU¥T aBLY L2E/82 ﬁ L
| _
41'1 | vig 0521
0521 _ ||«|I»|
_ r
L ~
—-| r*80 _!. /mfz«xu 911
0s2y o
™
e 006 ] o
€90°€
QHL 21-,2
le— G281
3104 vig g2l : T _w —
* oenﬁ L " \
‘a0 oos2 0921 - —_
. T T
005D ﬁ L
T T N\
f _
. B8




JiVNAIL WY
UN3 3TWW34 ‘NOLLYNIWYIL W/3
EAIVT

21 220-250 _ 3 _ s
LM 1IN 9er 1N

Jvawy Jodag BuisaauBuz Usaoy
8vy7) SONINOOW 3 SWILSAS Nv3I0
HOLLNLILSNT JIHJV4O0NY3O0 310H SQO0A

'd33Q «#/1 "30H (BLOD Lp9/S

0SL0

‘aHL 21-.2

i = .

{ T

5300 dvies w30t Sewd dADie  [.gd/s TV mﬂwmm: 5701 w0]
91, W » 3 WA
rﬂ-uJﬂlﬂﬂﬂfl%.l..
WHSAS yens O uﬁu XY 1)
1339 INWT HSIN]
waw] St ey
. L2 IONVETIO0L
6879731 vl NAvR [y H...ng_ %0 WM !h.ﬁz.
SIHONT NI Juv SMOISN.
SIYADUAAY | 43000 ISIANIHI0 SSIWN ¢ Ly
tALTINYNO
£906
€90,
€90g
Bl
| S + - |4. ) «
_—— ~

005!

_

‘dAl "Gvd .8/1

!

dAl ‘d3MYHD L9171

‘dAk "avy L/

0001

€959
€90 -
€901
Jm?.o
[
T _
e B EE - _ [ -3
I #
‘ - .
VIO 0082 0621 __J_u - - “ LT - ————esee 2980,
L O N §
Jl}'— llllllll - —
SOV I |

T

240




UvY SO0 ATYY

ﬁlarq

TN 3V

3ISVD A¥ILLVE B
WOL108 ‘'d¥d QN3 = =

V7 SONDEON T SIS M0 i.!ﬁﬂ&“‘ — “EoE e pa W

8o ur

\

AWAY

vig “D¥ %Yy ﬂ(-mﬁ

vig 979

£\
I [ S
[y

iy

llllll

2000360y £ 3 T « it
afH
I [
835w . - ]
e = \ *
| —esg—
My, “WIMHI
30 6r X 91N
B bnigtmigade E
M0 BN S X I -
0002 ot

L

'GILVIIGNT ISTANIHLD ST STTIM MSWW

M 3dAL XNI20--TUK ML CONCTCHY LVOOMIVH NLL
“LYOO0UVA O) WOlEd AddY SINVIIT0L OGNV INOU!

v vi3id aNvIo

- -

llllllllllll
=

952-0 TN ¥NVJ INIW-0

i
g
H
R
i

ik

R

I JIVOWOIIE KLIA T

3
i

TP} S

ki
EL LR )

:

:

vl O TUR WD 9 TY

IZITUIAD LO0+)
‘4330 00F X gHi *2-01 ¥04
Jdyl ONY TTIAG (S6¥1 €2 TN

241




2 GN 3Sv2 A¥3LLVE —ee] -
e
‘dvd (N3 V] o -
dil ‘d ==
Sy L]
€V SONIMOOM % SWILSAS Nv3dn EIJE.!-I oy !nmdu.g e W .
SO0 —ef
™~ 953-9 TN WDV TNW-0 o XOVE
N-vNOE NG 8L %S2-0%8 dav
AVH SO0 XDV H-v18 TH0 07 953-89C day
Y Ivi3d NV WILYIIANT ISIANIMLO SSTWN uu.ﬂ.éh«..!»! [ ] m
-3 TS ILVMONHIIE HALA T SSYTD
UL 3dhs ISI2O-v-UN WL COOTSIO 1VDOTMWH HIWW T
QI &S T W3 T
He: "LYOIQUVH O ¥OINd AVdev SIMVETIL ONY SHOISNID T 1
L\ A\ IR
I d___3§
[ g W
vIq O SorY o _!. w%r
o ave 630
vig ¢sT9 AVOOQYM 0L 801N 30H ASWH
N N/E X QL 3601 W3 VL TN
330 91/L X TUBO (S 12 DH CTISEIAD ST .
Tva 390 ‘4338 0T ¥ OWL ¥2-01 MO4 o~
vy QNy TIME (564D S DH <
(9]
<I|||Ll —
11..\ STV C
/TL\\: SIS VIB NI OUY ¥ NO NADHS SV
) VT AN G3M4S ATING YIZISHIAD SOT's)
—t o€C X X 02 X582 4I30 IL/L1 %N $1-9/C W04
e ol @Yl ONY KL TUNG (899D /1L
AVIEVH WALV TN £
TEU TN (SED) 59 * —
Heeaets H_ ~F! v _ W3 GHY
0500 | TN CCIED /S
- v s
WISy XE nTL

<8
WV 8 [~ ”©e0 bI

£¥rveso . 0

|
H
-t .lmmm —

ey
N s _

H UIIND RN mIHlHIHIHlJﬁlu it Fo e \\ A
H ;0 £y X U1 AIUSUIAD SO SOSERIEETE
‘330 008 X OWL V-0l W AN TTeoge-~
= V10NV UM (S6rD) €2 TN LV0dgwn
01 MOWd STXM SVH

UMV DA LY X L9/

o]
0SLY [ ot 965 ¥ ND 0304 ATIMNO3
" ‘433 06 X UNL #2-21 W04
¥l GNY I8 (LT %5 DN
e




33dHYS y31vm
¥IAGNITAD 33NSSIAd

- w-.!_ce. M nxu—u»u z<u8

i8] Q0N SY

3 ueag

Deart | SN o4 duv Skinpwd | VoS W
bt 71 Anme MiAspug 1Ym0

1¥030ovn Gi 8Uise $3I0¢ IV Aive

L0n) Gduikdvm £ pvil) “3eN,

40 Gl N0 3§ 4SOw 1v02Cave aUs SiNI0¢ (D011)D WIS JIWNDD M0 HIGA
' 1SSV I Jaa) 'I6290-v-in @34 wi; LU0 S BIO0 4vDI0WNH Nilewe o
Wsltils W100MZ els 8N4 K0 GO 143l 10d 4dava >
$I9Q) euwvns Vv aviasd
' ONLIYOD0avr O aOlbd aTdgv SIXvEIWL Qwv SHOISHIWD 2
| HION3Y el SISV BN0S Juviiddvs |
REN
.
S e
$3704 Q3adv) HilA .38 VIl 290¢ ¥ NO QJDvdS AI1WN0)
3934824 10N §STW “dAl “Ovs 90 9330 00C x 0wt 02-»/1 #D3 d¥: Quv
‘933 0€9% X IMaEd <102) £ DN
N
=
g P
- /l 81
e P e e e ————— N i ——————————— — .
13 " o5 ‘
t i \mw
) 1"
1 "
. b
| | I
' "
| 1"
' 1"
] M
] I
1 "
b i !
= T v i o e — e — — e ——— . — & . e e = o} - ~-H 0000~
almW.n 1,..mNJ. 08 cc09  wig WOw 06 ¢
[ H
1 1"
i H
\ I
b
Il 1" 5
1 n KR
] 0"
i "
) "
1 "
' 1]
t " *
S T
anw Q\ _ B38:ee00 3

<00

0% 9N

243




. . t
. M »
10- wWLLe! CED ewed Whe W yatw | e R - - - - e e e
olo-€s0 g vl:‘lll”% 0IL0N S¥ A
3INA0H SNIYIINIONG ) e B |
d0l ‘dv) aN3 e !
£¥7 ST 3 N33 WY e e ]| Ee N Rooasma M v
!
) !
8 ur ~

.
N 962-0 DN WDV DIN-0 o XVE
N-vNE DI 0L $52-935 SV
TYE SO "XCBIY , H-wOR TG 0 363K Y
[ —
03AVII0M ISIANMAD SSI STIH NSWW LD 00 'V
.y v AIvL30 GNvT9 %35 JAWOBHOI0 HIIA 1 S3VTD
L 34kl IE920-v- 1M W4 SO0OTCIOY 1vOD0WM NLMw T
IIUI WS TV vIsE 3
VOXTUvH 01 ¥OIMd Adgv SIINVETHL ONY SNDISNIMI TV 1

man—.
L\ AN QoL
I i R
\
[ i “
vig ‘438 $099 v §iy ﬁ —Il 6r '
oz TV 20 !
i S99 “IWGIQUVH Q1 WDlad 30N NSYN

m..bun 9176 X QWL 2€-0) 804 d¥l GNY !
\ 4130 91/¢ X T4l G6ST) (2 O |
v 39w \ _
N i

(I21S8INN $O0°0)
‘d330 005 X OMi 92-0f 804
dvl GNV UM (S6rT) 52 TN

v -1
v e s ¢ =
1 . -
U Wvig NV o
‘LVOI0WH BILIY TR Loy, 8a 16D 9t/E
TubL TG (ST E9 «”_ | Shy ”..i\m‘ R
_ L[ M 20 I SN/ W !
Whamn ! T o i T TR Gaevs Mt !
TS wIT XVH
8CC X 930 02 45D
N
A
2000800y SEEN I A 0okL !
' 4
AN
AN
[y s 3V ¢ T8 VG W 2901
Nm N~ v MO SN2 HAOE 520 K DX Y
. (JTISHIAD $00'0) ATAVHD ONY DML YHED (HTE 0.
‘4330 056 THL ¥1-1 vl ONY
ML THT (9067 ,20762
L
—=ER—
rE L
—Prozd ‘4POaEVH
»»»»» g ooove 01 wims ST HEW
34T DI SF X UL 060 b S 1S wvs I8 Vi
- —gces ¥ MO 030vdS ATIVNOD
4330 062 X THI b2-28 ¥0J
W1 aNv TUBT LD 9 TN




] [T
INAOR ONINIINIONG e}
WOL10E ‘d¥d QN3 ——
Voo, — 00130508
”m 3 SNAUTAS Py A USIK W
B ur —|
e
qVH SO0 "KDuddY /
\H._:, w
o\ AN
| J S
985 o . \D h
VIO O $09 iy o
VIS Sy adine B o
vy 290
8]
NCHA
nil
2
K8
200095v0° Ny = ,!.hﬁlll 00sL

—
L S ey

WMND T B X 9 D

UNYVTYD

v 1Ivl3d

avaif

T -ava say
oer

STV ¢ 08 VIO N] 290L
¥V NQ SONJ H1D8 520" X D3¢ Sy
AV QNY ML UMD () .0,

923~ VN UInevd LNIN-0 dN NIvE
N-YNNE DUNG 0L '%652-095 dav
N-YNOE THNG 0L '9C2-89C v
UYL OV S
‘AU VIIQNT ISTANINLO SSI NN STI0H NSWW LON OC 'y
WIS ILVWOMMIIA HIIA T SSYTD
UL 3dAL I6920-Y-"UW ML S000TFEI0N LvODONVH NIl T
SIOIY JUS 1TV VIS R
AYQI0HWYH 0L BQIdd ANedY SIINVEII0L ONY SNOISNINIG T T

T

245

AMOIQEVH Gl aGiad I0H NSVH
'd330 9176 X TUHL 2C-01 ¥0J 4Vl ONVY
dIW /L X TTNET (6610 12 DN

‘AY0DCM
|||||||| 01 8Olod SIWH ASWH
\\\\\\\\\ "SI0V €
~ 3015 8vs IR id

/l.onNn ¥ NQ 430vdS ATIVNO3
4330 064 X ‘GHL ¥2-21 W03

d¥YL ONY 1UAA CLLTY 91 DN




— ONOIﬁnG J 00 L6t \-ll FI) doed Svidl Seurd e -'ﬂu] T 5d ) o TTrTT T T -7 T
f! AL —— N AR 13 B
ATENISSY — T TV iaY |
3INQ0W ONIYIINIONI T w5 iW...F;.._.....#Yka
B ﬂgﬂ;ﬂ}j ST vy W0 Wb WA
i S e o e | RS | o g
| . fey T
9 @ Oy 3
@ 2 .A J\/ | Q MH
' T+ H
/ v fty--—— T TERE o8
14 - : L Iy
= 198 2 1T - - e
HW [ |l@|rP:, 13\1 ||||||| bwll\ll» xux:n@um 1‘@ M
G ARt st & Al s - AN 1 RERPE e at _
i+ 20n Yniainiaininil shelniaie WY T v Al _ e
| | 5\ =y b 4
. </ ' L Y
¢ A \E_ — o 1
||||| - \ b
Yt i -
e - | I
eady o St dde it haliiasll | Ittt - P e ]
ESeT T R & T2
+ .
FH:
L
J.

5

ot &

il

1
'
|
1

246

=2
[1]
10147
1 [v0-18v20 _M
Py S TLWUAYIRYI 82
AMSYA N0 ¥/ 6l @
ot
]
91
=
[}
1)
ct
) @/
T ~
~
ot ~
A3uIT OVIH N¥d G3LIBTS 8/C X 2C-9] /,ﬂ!ﬂ
91 ANIS Gvar wvy 311075 271 X 2C-9) - i
IINGOM DNIBIINIONT 0L gv) GNI| 010-CSO jrl
—__ 3ivid OND 30 GNV1$]920-C50 U
JWW0A_DNIBIINION3 "1803dNS I1¥ 6|6 20-C<0
¥20-£C0
€20-C50 €
220-€50 <
IWWOn ONIFIINIONT a0 31V Id O3 120660 i
838w0n | 39
A10)| NOLLdT8IS 30 onlavaa| “inmi SE




SIM) vl WIS Sawnd JADWN

2 23011 90 01 "w0)]

oa.mnm.m\mm WAL XWT [ W: [+ aind
Iw 2/ HARETITR)
MNU3S Teans | B LHREXT 08
! 3INAAW ONTHIINIONG R NPl el il T ¥}
¢ 130ddiS 31v7d Ll Wl Y
_r 3uauzundag Ou : Bu3 voasQ Lun e Swenivi
g Quaaaubuy v /ve/l v v
Y7 SONTAOOW % SH3LSAS NY30D B L o o
NOIINLIASNI DINJVOONYIOD 330H Sagoal M7 Q310N ISIANMIOD $5TWN | | Yy
]
|
o e 8292 ——————— e -
2648 -
€8Sy
. BROYA N ol
. 1
N _ |
1T T g 1T
= _w s 4. % J =
!
'S3AVd L .
. SIWV 2
QHL 2E-9 304 dvi ONV .
: ; 0330 .2/1 X QWi 2€-01 ¥D3
nAML IS0 (S901) 9E DN avl Ny 180 (6SI) 12 ON
SLEEL
05221
8899
eero —] 1 =
. T .__ T ~_.
) T = o e A i AR
‘ 8810 _ _ 4 _

247




h . 220-€$0 i 2 Wiislg/s SIS wrwa Svh Yewd el T T T T
IR e st

: 3WM0# DHINIINIOND £ e

[ Ivd 30l e T =

T “Yeavy indeg Bdua veeoy { LT KICE o W 83w 40 WO WnTa

o S S R S e | GRS

L.}--

_ L2

# s [ 7i44)

se9al
J

268

i ()

lml u_: < B < " o A.ﬁ

ﬂl\'idl 66r
o2 I_(I e drs 0w /)

l

ll

-
T
|

-

4 P & | ¢_ _b/

\ r 022 ‘l,’ Setl
. $Iww 2 \
1075 AU Vi €§29) L8/5 L AT SIVW @

N
v = Qi - B04 gV ANV
NoMt Nlgd 39011 9 DN

$3Iva 8
Marg NG (S6rl) S2 DN oot

248




£20-€50 Q| e izeigs T wes i I

ud.!w.»‘(oﬂ:wuwag
SV nu
T BT a5 T ane
-3_ STHINOOH 9 SW3L5AS W730 [T

|

\—V - - " _ ) R — |
sa10 .|._ _ ~

899

(<))
s e =
o~

2y

‘aal “Ova .8/%

-H- + - -

ol ORLD e
3 s L9ty
GHL_2C-9 B804 ovi Qnv
e—— Nl N0 (SF01) 9L ON

Agrs Y00 (S61) S2 ON e

+ _ ) _ _ s
_
|

*S18

e2s 2t




SPE) dwwnl Aied Tasd INOWe

(YR 1\ CE IO T i T | N

l”m”l ‘vig &.8BS

1d

[l

_ 120-€50 _ o) _ Wiserzs02 R R R
IWAE HN O o nr.l 22-9)
LS KX [ H  uiomn
3INT0K DNINIINIONI :ww vau i id il oyt HInly
. L - Twni330 hiod
dOl ‘31vd aN3 - TS AL
3uauysodag Buaaauluz uwoadp 06/t2/1 vy nAved [ 'N1g 931N 80 WIHI ITNINL
€Y7 SONIYOOW 3 SHILSAS Nv3OO suwais | SIADugdy | SPON! NI Jev SAGISNINIG
n, NI MgV 0A Hve 9 03108 ISIAS LD S5 WA je
fo———— 281E — -]
le— 1651 —o]
L SIIVY € = ovit =
')~ “J8 V10 ‘NI 21
0520 ¥ NO (G33vdS ATWwno3
naHL VI¥0 (961) 6 ON fe—— 0828 ——i
o R S(E0s8
-

S3WNd 2
“QHL 2E~9 d04 d¥i GNY

NaHY (A0 <S904) <€ ON

6400 i&

‘dAl .00E

‘dAl 0021

“Jd via
v NO 03JvdS
NIHL TNE

—

———

S3vd €
‘Nl 082S
ATwn03
9927 M.

250




$20-£50 — 9 00LL612/08 | 1om1 swmnt wret vawt 2nass  [odrti DEMI00 w04 ,..“...e.um Ty e e e e
By — i T e R AR
INA0OW ONIYIINIONT [EELEE e g4 il Hsingy
NOLLDE “31YId N3 wm] M [SRase ] XN
Juauy Judaq Gusasubuy woasg | og/Ee/1 vid :H....“ R
NiJ GUUVW ¥0 WIHI MNINI
V7 SONIYODW 9 SWILISAS NV3ID0 1Y Muwort SWADMGey | SHN N v Sidlsnaig -

'S3Ivd €

"8 vl@ ‘NI s2i's

v NO 032vdS A7vN03
NIHL 11Ha <9617 6 'ON

0620 —ef j=—

1]
X
251

Vi@ SL96 +

1

/\&/ ‘dAl L00E




: p 2/1% S31ONV|3O01S @04 01 W0D - B
930-£S0 g 00 hhmﬁm\.omm $3903 dEYHS AY3IHE 'SHNNG 3ADWIY o.:\_ﬁ 2 a.«_ I * _
0N ontavag | 371s 1104 3was T 2€/13 | 003 €03 |oN] ¥2-9 “
r9/15 SO0’ ¢ 10 9 ¥IANN
wmmmzwz\w_ w_% z%uwm e g il e T
B SIVHIDAA
341 QINIZHI SIONVEII0L
jaodag Buuaauibuy uoadg 06/62/1 Vid WAWM | N1y qalvaa ao waeo damont | 2171909
- SONIYDOW 3 SW3LSAS N¥320 S STUAGNdgy | SIHONI NI 3¥V SNOISNIWIC
SNI JIHdYHOONY330 3104 SaoOM Q3L0N 3SIMA3HLO SSITNA T1,19K

252

—e{ 0007 |=— |
_
|

B

AN

— ] oom.*o A‘l

NaHL Ida (LSeH L.L




800-E80 q

¥IATI0ALNDD

d04 ‘dv¥J ON3

Q30N SY

- «iﬂh Wessoavy wveo0 i
[ Lol it ¥ SWILTAT WV

L 00 2T VA

TUvd 500 ADddaY

Bsnr o

T

v Iv13d aNv19

N
q

9C2-0 ON ¥lawvyg DH1E-Q o0 NIvE
N-vHYE TANE 0L 652-09C <av
N-vNH DENG OL 9C2-09 <Y
UYL GO §
‘QALVILANE ISTANIHIO SSIWI SII0H NS L0W 00 v
“W3S 3iVACHHIIE nIlA T SSYTDD
UL 3dAL DS920-V-IN WML C00OTISIIS (VOXIIWH NILdve T
3IA3 davHS TW avdal 2
LvEIQEVH 0L 801Md ANddY SIONVES 0L Qrw SKOISNIWIC TV T

Y AW N
| I
i
5; s wefif
1{
vI6 ‘34§09 avy pors
5 ove a0
o |
vig €939 i
AVOIGUH L1 MOJdd 30N NSV
Tvs 30 1 Sk B Tk 01 e e y ST b e e 2
‘e /¢ X TNET (6 Hi £ {]
axn N 4 £ 13 oy WIMYHI ONY i UMD (9IE) O, M.““
Y A e (o]
1.,\‘ sl {
1 N= L1
g3
———
SIvie §
1L - 38 Vi0 00V ¥ NI NFDHS
e B S
L - )y * it -] 4
E. ) -_— — [ 1] ¥l ONY Nl TUS (90§D 2C/62
wv 74 VG Oy ¥ NO CUZISKIAD $00'+)
chbloo_yeses 4330 5176 X 'UHL a0 91-¥/C ¥4
i a¥L GV L TINE (@99) 911
0 I8 N L S
= ZZIEIFF
TR —
L] k8N N Ut
P m = Lﬁ “Lvaxaew
llllllll 01 ¥Qldd HN‘M‘A ASYH
IV €
NI DI CF X WY —ed OELD po— 313 ¥v4 0% VIC
0S2'S ¥ NO €30vdS ATWNl
‘d3X 0C( X AHL r@E-21 M5
dYl QNY VA (LL1D 91T DN
b o052
e * . -




T i 8 e
wl TR e
: »“ LM H a3iDN SY
J3TI0UVANDD _ e T
WOL108 ‘dvD ON3 oa = .
ey J ey s [es AUV W XBO XUTON -
O $ONTNOOM 3 SNILTAS W30 Py e—— TICN W W n-!:.ﬁga- LIS YT .
|NQLAOLILINL QHVIBONYI0 200N SQ0OA) | Guos mead
Hsue \(A -
Tm 963-9 TN 4Inwvd Dnia-0 40 XN
J H-vN DB 0L $52-DYC dav
TV SOF XDy N-eN TN 0L 952-09C &Y
Tvid GNvTo T
N ¥ V130 N9 TILVIIANE um;-&v_wuuwu.as nuw!ﬁxw)i._hw .ﬂ ’
/ =7 U 3dAL IE920-v- 1M KL S000TEI00' LvOIQNVH Nl T
4 $03 dvus TV AV 2
mue:. ! ‘AWODQ¥YH 01 ¥0lNd ATddY SIVEI0L ORY SHOISNIWIG 1V 1
L\ AW IR

i .
B85 s TA wiif

Yig 53 S0V v o6y
e qvE G2

va 29
5
”W -— X T e, ‘|v0QavH O Waldd 3T0H XSVK
A

‘SINVE ¥

3¢ VIO NI 00y ¥ 140 NADHI ¥
TIvdS ATHNBI "(A21TEIAD LO0'e)
d33¢ /6 X NN 9N-v/C 814
dvi ONY NS ag <889) 91711

|||||| 4330 9176 X QHL 2C-0) W04 d¥) Onv
‘4330 91/ X TUWE (6S1) 12 ON

R
Y

— |.—i'l
) A1)
1
e i
- f ) -433¢ Bfsos0 x viq
B S vw 39v3 L0dS GZISOAD S00%) _
<3 330 3Lr X TN SN YI-0/C V1 DY
H.L UM (2CC 8. FRML TUN (LI L9/
000ISITY XYz, HIMJ...Hn.Il s
e e
— b 0L WYIs ONY
LVOGUWH WLy TUNIIN » \\7' TAg (1€ /S //
TaHL TG (SEo) 69 j w <) -1\%\ M _ N\ §IIVN ¥ TE VIR W) 290
eyl =y o0 SONJ HLOA €20 X 93 Sy
oy Vo ] == n WISVHD ONY (ML TUM (916D oL
2000, 26T IS ok

|~ ! vIg XYM
o= N\ptg x VI 02 4D

*(IZISHIAD SO0 e)
‘4330 005 X QM1 va-0f a0
M oL ONY THMG ReMI S2 DN/ N\ NI RIEEEEES

R L]

DL 80iad SIOH XS
$IIvW €

QIS Wvd “TE vig

&

¢ 0526 ¥ NO Q3D¥eS ATWNOd

- ‘4330 00 X QML v2-21 ¥04
dvL ONy NG (LT 91 0N

AL 9A S X A —{wee

254




9v0~150 2 [ a2 s e s 1o .HS. g N1 %, 3 B..hu
™R i ] ¥
43TIDMINDD o o L T rlnlwm.w._ﬂ
XOv¥ SOIND¥LO3NI “3iv7d 3WAIH | S -baplast— E—
U DO
=dag Buasauibus usedn YEEVIRT, e B»‘ﬁmsw..xnhmumu“ﬂ i
gY7 SONINOOW 3 SW3ILSAS NY330 UV Y MUNGls  STAGuGgy| SFON NI 3wy SHOISiCmig
NDLLOLILSNT J[HJYHOONY3I0 370H $Q00M GILON 3VIANIID $3IWN e
'ALILNVYND

0520~ T

e
|

!
|

E—M—-———i—%—x———%—-r—i——-

i@ S48'6

JEEN—
'S3Vd €

"8 vid ‘NI 0SS v NO
‘d33¢ .8/1 X 'D30 08 308D
QNY NEHL NIBT (vE2) LY, .

'SIIV 2
‘Lavdy ‘030 081 “24 vIT .S29
v nO 137 vid 001 (B

3i0H

\f 4330 .8/1 ‘L07S Q3VUW (900
'$30vd €

38 'viG Nf 0S2€ ¢ na
qHL $2-2t 803 dvi OnY
\\.:xx» TUAG L2191 D

B

‘dAl .82t

255




L¥0-150 3

43TI0¥INOY

AIVY SIINDALIITI "AIVd <DL

ydag Buiaasuliuaz voadg

v SONIJDOW 9 SW3LSAS Nv3dd
NOLIOLTLSNT J[HJVYOONYIO0 3T0H SQO0M

8910 IJ P
lnlﬂ". »
]
N
]
!
|
|
{
1}
|
% ‘vi@ i8S
1
|
]
|
b
|
|
|
§
—

1078 @3N 4330 .8/1 X .L90°

|/ SCED et
—Q 5260

SN NG WD TEE AN 281 g=!~“~l\dﬂu e e o e s ool e ,4.\?1r;
g«l T ﬂ” T ﬂl«u T8 ¥3-
52
b
0 peu g ﬁnuﬂ.n.k-. ool
| - WM HEVS
U [T FEG TN
G782 1T VIE] i Gae 30 a0
L i1 Nl Ju¥ CHIMIG
uw mumon  swAsNaY | G M AR T e
'ALLLNYND
pee—— 0002 -
fe— 0SL1 —ef
‘301 dvd

oo8e

9512

Ly

NIHL Maa

_ [413] H_

2181

0 R

'$30vd 9
(G6¥1) g2 ON

el

: f__ #
* oy

LY

—— ————

B12e

*J8 'vl@ ‘Nl 082S v ND
e ‘d330 .B/1 X 930 08 330€2
GNY NEHL A0 (YERD LY.

256

'S4 €

——




TTV[»3013 %0, 0
_ cre-150 E _ $300) swwns W3Iel TsWE Indmle o i .'wl;i—%
et e Non LI 6O )
1 AN
83717081N0D ) sl el P
AJvd SIINOALIINT ‘3uvd WOiL0R MM STwisag | A
- il 0¥ BRI
oo ot s ST g [ SSRCUEL i v
R SIVADuddy | SIHONT NI sy SNOISNIMIT
NOILLNLIISNT JIHdYYOONY3I0 3704 SQOoA Q310N ISIAEMID SSI M e
‘ALLINVNO

' PENUANIRS
"38 VI M 0526 v nl

UHL ve-21 30 gvi Quy

NEHL NMEG el 91 L

0520 —e{ fo—

]

‘dAl .02t
\

|
3

vid SLB8S

257

‘dAl .02l

5

'S30vd £

“28 'vl0 ‘Nl 0S2'S v ND
‘4330 .8/1 X O30 08 3406]
ANY NAHL T30 (pES) LY,




. 2713 SIBNV[XI0LS a0d 0l W0D T T T
80-150 q o S3903 JUVHS XVIUE ‘SHANG IADWIY Ak na.uf R . B
oN oNjAwag | azts 1104 3was 3c/1 | 0Ws | E0s |7ONI v2-9 ‘
H3ISAS y9 1y | SO0'S 10 | 9 ¥3gNn !
< mu._._n_m.hzmu 10303 [ ggry | SIWW [ SIFET oy oauia HSINL “
INDNLD373 ‘31Vd WWIILA3A M3 | ~Jvyd <ToWiaad J15¥8 |
3Lt q3NIIHD SIONVIII0L _
.wamm Buiuaauibuy uvadg 68/82/11 9id NAYSE N3 q3Lvd 90 W3HD 3ATINI !
SONIAOOW B SW3LSAS Nv3dD VD 1 LIS STYACHAdy |  SIHOND NI 3dv SNOISNIWIC
LSNT JIHJVIOONY3O0 3104 SAO0M Q3LON 3SIAA3HIO SSIINN LYW
e G/8'G a
~
£900 —== |
]
1
A i
. GES'E
i S _




NAVE

WS QAN W0 WIHD NN

UV ¥ LW

SIVAGUGIY

SIONE NI 30w SNOISNIMIO
G0N ISIAMINID STI N

259




-~

——c

DOCUMENT LIBRARY

February §, 1993

Distribution List for Technical Report Exchange

University of California, San Diego
SI0 Library 0175C (TRC)

9500 Gilman Drive

La Jolla, CA 92093-0175

Hancock Library of Biology &
Oceanography

Alan Hancock Laboratory

University of Southern California

University Park

Los Angcles, CA 90089-0371

Gifts & Exchanges

Library

Bedford Institute of Oceanography
P.O. Box 1006

Dartmouth, NS, B2Y 4A2, CANADA

Office of the International
Ice Patrol
c/o Coast Guard R & D Center
Avery Point
Groton, CT 06340

NOAAJ/EDIS Miami Library Center
4301 Rickenbacker Causeway
Miami, FL 33149

Library

Skidaway Institute of Oceanography
P.O. Box 13687

Savannah, GA 31416

Institute of Geophysics
University of Hawaii
Library Room 252
2525 Correa Roud
Honolulu, HI 96822

Marinc Resources Information Center
Building E38-320

MIT

Cambridge, MA (2139

Library

Lamont-Doherty Geological
Observatory

Columbia University

Palisades, NY 10064

Library

Serials Department
Oregon State University
Corvallis, OR 97331

Pell Marine Science Library
University of Rhode Island
Narragansett Bay Campus
Narragansett, RI 02882

Working Collection

Texas A&M University
Dept. of Oceanography
College Station, TX 77843

Fisheries-Oceanography Library
151 Oceanography Teaching Bldg.
University of Washington

Seattle, WA 98195

Library

R.SM.AS.

University of Miami

4600 Rickenbacker Causeway
Miami, FL 33149

Maury Oceanographic Library
Naval Oceanographic Office
Stennis Space Center

NSTL, MS 39522-5001

Marine Sciences Collection
Mayaguez Campus Library
University of Puerto Rico
Mayaguez, Puerto Rico 00708 -

Library

Institute of Oceanographic Sciences
Deacon Laboratory

Wormley, Godalming

Surrey GUS 5UB

UNITED KINGDOM

The Librarian

CSIRO Muarine Laboratories
G.PP.0O. Box 1538

Hobart, Tasmania
AUSTRALIA 7001

Library

Proudman Oceanographic Laboratory
Bidston Observatory

Birkenhead

Merseyside L43 7 RA

UNITED KINGDOM

IFREMER

Centre de Brest

Scrvice Documentation - Publications
BI’ 70 29280 PLOUZANE

FRANCE



50272-101
1. REPORT NO. 2 3. Recipient's Accession No.
REPORT Dg:glelENTATION WHOI1-93-20
4. Title and Subtitle §. Report Dets
Integrated Seawater Sampler and Data Acquisition System Prototype: April 1993
Final Report s

7.Auhorie) H.O. Berteaux, C. Eck, J. Irish, W. Jenkins, S. Kery

C. Albro and S. McDowell

8. Performing Orgenization Rept. No.
WHOI-93-20

9. Performing Organization Name and Address 10. Project/Task/Work Unit No.

Woods Hole Oceanographic Institution
Woods Hole, Massachusetts 02543

11. Contract{C) or Grant(G) No.
©) OCES8821977

(@)

12. Sponsoring Organization Name and Address 13. Type of Report & Period Covered

National Science Foundation Technical Report

1"

15. Supplementary Notes
This report should be cited as: Woods Hole Oceanog. Inst. Tech. Rept., WHOI-93-20.

16. Abstract (Limit: 200 words)

This report documents the work performed by the Woods Hole Oceanographic Institution (WHOI) and the Battelle Memorial
Institute from August 1988 to December 1992 in the NSF sponsored development of an Integrated Seawater Sampler and Data
. Acquisition Prototype. After a 6-month initial design study, a prototype underwater profiling unit was designed and constructed,
containing the water acquisition subsystem, CTD and altimeter, control circuitry and batteries. A standard WHOI CTD was adapted
for use in the underwater unit and was interfaced to the underwater controller which had a telemetry module connecting it with a deck
control unit. ‘This enabled CTD data to be logged in normal fashion on shipboard while additional commands and diagnostics were
£ sent over the telemetry link to command the underwater unit's water sampling process and receive diagnostic information on system
performance.

The water sampling subsystem consisted of 36 trays, each containing a plastic sample bag, the pump and control circuitry. The
sample bags, initially sealed in a chemically clean environment, were opened by pumping the water out of the tray, thus forcing
waler into the bag by ambient pressure. The command system could select any bag, and control the water sampling process from the
surface with diagnostic information on system altitude, depth, orientation and cable tension displayed in real time for operator]
information.

At sea tests confinmed the operation of the electrical and control system. Problems were encountered with the bags and seals which
were partially solved by further post cruise efforts. However, the bag closing mechanism requires further development, and numerous
small system improvements identified during the cruises need to be implemented to produce an operational water sampler. Finally,
initial design for a water sampler handling and storage unit and water extraction system were developed but not implemented. The
detailed discussion of the prototype water sampler design, testing and evaluation, and new bag testing results are presented.

17. Document Analysis
sea water sampler
shipboard profiling system
chemical free sample bags

a. Descriptors

b. identifiers/Open-Ended Torms

6. COSATI Fleki/Group
18. Avaliabiiity Statement

19. Security Class (This Report) 21. No. of Pages
UNCLASSIFIED 263

20. Security Class (Thia Page) 22, Price

Approved for public release; distribution unlimited.

(See ANSI-Z30.18) See Instructions on Reverse OPTIONAL FORM 272 (¢T7

(Formerly NTIS8-35)
Dan of £




